
UTAH OIL AND GAS CONSERVATION COMMISSION

REMARKS WE LOG ELECTRICLOGS WATER SANDS LOCATIONINSPECTED SUB REPORT/abd

DATEFILED DFCFMRFR 8, 1994
LAND FEE & PATENTED STATE LEASE NO. ML - 4 5555 PUBLIC LEASENO. INDIAN

DRILLINGAPPROVED: DECEMBER 19 , 19 9 4
SPUDDED IN

COMPLETED TO PRODUCING

INIT1AL PRODUCTION

GRAVITY A.P.I

GROORDUCING

ZONES

TOTAL DEPTH

WELL ELEVATION

DATE ABANDONED:

FIELD: MONUMFNT RUTTF FIFI D
UNIT NA
COUNTY: DUÇHESNE
WELLNO. BALCRON MONUMENT STATE #13-2 API NO. 43-013-31482
LOCATION 2 2 10 ' FSL FT FROM (N) (S) LINE. 60 4 ' FWL FT FROM (E) (W) LINE NW SW 1/4 - 1/4 SEC 2

TWSP. RGE7

E
SEC.

E
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QUATERNARY Star Point Chinle Molas

Alluvium Wahweap Shinarump Manning Canyon
Lake beds Masuk Moenkopi Mississippian
Pleistocene Colorado Sinbad Humbug
Lake beds Sego PERMIAN Brazer
TERTIARY Buck Tongue , Kaibab Pilot Shale
Pliocene Castlegate Coconino Madison
Salt Lake Mancos Cutler Leadville
Oligocene Upper Hoskinnini Redwall

Norwood Middle DeChelly DEVONIAN

Eocene Lower White Rim Upper
Duchesne River Emery Organ Rock Middle

Uinta Blue Gate Cedar Mesa Lower

Bridger Ferron Haigaite Tongue Ouray
Green River Frontier Phosphoria Elbert

Dakota Park City McCracken
Burro Canyon Rico (Goodridge) Aneth
Cedar Mountain Supal Simonson Dolomite
Buckhorn Wolfcamp Sevy Dolomite
JURASSIC CARBON I FEROUS North Point

Morrison Pennsylvanian SILURIAN
Salt Wash Oquirrh Laketown Dolomite
San Rafeal Gr. Weber ORDOVICIAN
Summerville Morgan Eureka Quartzite
Bluff Sandstone Hermosa Pogonip Limestone
Curtis CAMBRIAN
Entrada Pardox Lynch

a Moab Tongue Ismay Bowman
'lCarmel Desert Creek Tapeats

Glen Canyon Gr. Akab Ophir
Navajo Barker Creek Tintic

esaverde Kayenta PRE - CAMBRIAN

Price River Wingate Cane Creek
Blackhawk
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(Ik (il
EQUITABLERESOURCES
ENERGYCOMPANY
BALCRON OIL DIVISION

1601 Lewis Avenue Office: (406) 259-7860

P.O. Box 21017 FAX: (406) 245-1365 O
Billings, MT 59104 FAX: (406) 245-1361

December 7, 1994

-- VIA FEDERAL EXPRESS --

State of Utah
Division of Oil, Gas & Mining
355 West North Temple
Salt Lake City, UT 84180

Gentlemen:

Enclosed are Applications for Permit to Drill the wells on the
enclosed list. Our Production Supervisor for our Vernal
District will be doing the onsites for these wells. I have
talked with Dennis Ingram and he agreed that we will do the
onsites for these wells at the same time as the onsite for the
Balcron State #41-36Y. I have asked Dan to contact Dennis to
set up a time for the onsites.

As operator, we hereby request that the status of these wells
be held tight for the maximum period allowed by State
regulations.

If you need additional information or have any questions, please
give me at call at (406) 259-7860.

Sincerely,

Bobbie Schuman
Regulatory and Environmental Specialist

jhs

Enclos **g

DIVOF 011,,GAS&MINING

. Dan yarnsworth

(Ik (il
EQUITABLERESOURCES
ENERGYCOMPANY
BALCRON OIL DIVISION

1601 Lewis Avenue Office: (406) 259-7860

P.O. Box 21017 FAX: (406) 245-1365 O
Billings, MT 59104 FAX: (406) 245-1361

December 7, 1994

-- VIA FEDERAL EXPRESS --

State of Utah
Division of Oil, Gas & Mining
355 West North Temple
Salt Lake City, UT 84180

Gentlemen:

Enclosed are Applications for Permit to Drill the wells on the
enclosed list. Our Production Supervisor for our Vernal
District will be doing the onsites for these wells. I have
talked with Dennis Ingram and he agreed that we will do the
onsites for these wells at the same time as the onsite for the
Balcron State #41-36Y. I have asked Dan to contact Dennis to
set up a time for the onsites.

As operator, we hereby request that the status of these wells
be held tight for the maximum period allowed by State
regulations.

If you need additional information or have any questions, please
give me at call at (406) 259-7860.

Sincerely,

Bobbie Schuman
Regulatory and Environmental Specialist

jhs

Enclos **g

DIVOF 011,,GAS&MINING

. Dan yarnsworth



FoRM a * STATE OF UTAH

DIVISION OF OIL, GAS AND MINING
5. Lease Designation and Serial Number:

State #ML-45555
0. If Indian, Allottee or Tribe Name

e. Type of weli: OIL GAs O OTHER: SINGLE ZONE O MULTIPLEZONE O 6. Farm or Laase Name:

Balcron Monument State
2. Name of Operator: 9. Well Number:

Equitable Resources Energy Company, Balcron Oil Division #13-2
3. Address and Telephone Number 10. Field and Pool, or Wildcat:

P.0. Box 21017; Billings, MT 59104 (406) 259-7860 Undesignated/GreenRiver
4. Locationof Well (Footages) 11. Otr&tr. Section, Township, Range, Meridlarr

atsun.e.: NWSWSection 2, T9S, R17E 2210' FSL, 604 FWL
NW SW 2, T9S, R17E

14. Distance in miles and direction from nearest town or post office: 12. County: 13. State:
Approximately 11 miles southeast of Myton, UtaH Duchesne

15. Distance to nearest 10. Number of acres in lease: 17. Number of acres assigned to this well:
property or lease line (feet):

18. Distance to nearest well, drilling, 10. Proposed Depth: 20. Actary or cable tools:
com¢eted, or applied for, on Ws lease (feet): 5, 850 • Rotary

21. Elevations (showwhether DF, RT, GR, etc.): 22. Approximate date work will start
GL 5077.1' |-6

23 PROPOSED CASING AND CEMENTING PROGRAM
St2E OF HOLE GRADE, SIZE OF CASING WEIGHT PEA FOOT SETTING DEFIN QUANTTTYOF CEMENT

See attached Drillinq Progran and Casinq Des?qn for details.

DESCAIBE PAOPOSED PAOGRAM: If proposal is to deepen, give data on present productive zone and proposed new productive zone. If proposal is to dr 11or deepen di rtinent data on
subsurface locations and measured and true vertical depths. Give blowout preventer program, if any.

OiL, GAS & MINING

Operator intends to drill this well in accordance with the attached Drilling Program
and Casing Design. Also attached are the survey plat, rig layout, B0PE diagram, cut
and fill diagram, and topo maps. Drilling water source permit is also attached.

Access is on State Lands as well. If any type of right-of-way is necessary for that
access, please consider this the application.

An archeological survey has been ordered and will be submitted as soon as it is
received.

.assen.tur. ym,

R
o

nat
Specialist 12/7/94

Bohhle Schuman
a space for Stato use only)

API Number Assigned: Approvai:

(1\93) (See Instructions on Reverse
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T9S, Ri7E, S.L.B.&M. EQM ßfJ RESOURCESENERGYCO.
N89 30'20"W -- 2647.59' (Meas.) N89°58'00"E

-- 2640.00' (G.L.O.) y
† WELL LOCATION, BALCRON MONUMENT STATE

#13--2, LOCATED AS SHOWN IN THE NW 1/4
SW 1/4 OF SECTION 2, T9S, R17E, S.L.B.&M.
DUCHESNE COUNTY, UTAH.

o o

O

604' Œl.J. LOCA710N.·
BALCROH MONUMENT
STA7E /13-2 ©°

ELEV UNGRADED GROUND = 5077.1' THIS is To CERTIFY THAT THE LT
PREPARED FROM FIELD NOTES
MADE BY ME OR UNDER MY
THE SAME ARE TRUE AND TO THE (£)
MY KNOWLEDGE AND BELI . Ë o.-189377 o

STACY W.
REGI TERED LA S
RE TRAT10N N 189
STA OF UTAH

TRISTATEIMD SURVEYIE IE
S89 5758"W - 2644.35' (Meas.) S89°59'00"E

-- 2641.98' (Meas.) 38 EAST 100 NORTH, VERNAL, UTAH 84078
(801) 781-2501

= SECTION CORNERS LOCATED scALE: 1" = 1000' SURVEYEDBYG.S. S.S.

BASIS OF BEARINGS; G.L.O. DATED 1909 DATE: 11-21-94 WEATHER: COOL

BASIS OF ELEV; U.S.G.S. 7--1/2 min QUAD (PARIETTE DRAW SW)
NOTES: FILE
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O O
MONUMENT BUTTE DRILLING PROGRAM 1

1995 DRILLING PROGRAM (State BATCH)

Balcron Monument STATE #12-2
SW NW Section 2, T9S, R17E
Duchesne County, Utah
1980' FNL, 660' FWL
Field: Undesignated
State Lease #ML-45555
PTD: 5,850' (Green River formation)
GL: 5097.14'

Balcron Monument STATE #13-2
NW SW Section 2, T9S, R17E
Duchesne County, Utah
2210' FSL, 604' FWL
Field: Undesignated
State Lease #ML-45555
PTD: 5,850' (Green River formation)
GL: 5077.1'

Balcron Monument STATE #22-2
SE NW Section 2, T9S, R17E
Uintah County, Utah
1980' FNL, 1980' FWL
Field: Undesignated
State Lease #ML-45555
PTD: 5,800' (Green River formation)
GL: 5047.36'

Balcron Monument STATE #23-2
NE SW Section 2, T9S, R17E
Uintah County, Utah
1980' FSL, 1980' FWL
Field: Undesignated
State Lease #ML-45555
PTD: 5,800' (Green River formation)
GL: 5081.86'

Balcron Monument STATE #24-2
SE SW Section 2, T9S, R17E
Uintah County, Utah
660' FSL, 1980' FWL
Field: Undesignated
State Lease #ML-45555
PTD: 5,700' (Green River formation)
GL:
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O O
MONUMENT BUTTE DRILLING PROGRAM 2

1995 DRILLING PROGRAM (State BATCH)

Balcron Monument STATE #32-2
SW NE Section 2, T9S, R17E
Uintah County, Utah
1980' FNL, 1980' FEL
Field: Undesignated
State Lease #ML-45555
PTD: 5,850' (Green River formation)
GL: 5076.1'

Balcron Monument STATE #34-2
SW SE Section 2, T9S, R17E
Uintah County, Utah
800' FSL, 1980' FEL
Field: Undesignated
State Lease #ML-45555
PTD: 5,750' (Green River formation)
GL: 5069.43'

12/7/94
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O O
Equitable Resources Energy Company

Balcron oil Division

DRILLING PROGRAM

WELL NAME: Monument State #13-2 PROSPECT/FIELD: Monument Butte
LOCATION: NW BW Sec.2 Twn.98 Rge.17E
COUNTY: Duchesne BTATE: Utah

TOTAL DEPTH: 5850'

BOLE SIZE INTERVAL

12 1/4" Surface to 260'
7 7/8" 260' to 5850' (TD)

CASING INTERVAL CASING

BTRING TYPE FROM TO SI2E WEIGHT GRADE

Surface Casing 0 260 8 5/8" 24 lb/ft J55
Production Casing O 5850 5 1/2" 15.50 K55

(All casing strings will be new, 8 Rd, ST&C)

CEMENT PROGRAM

Surface 150 sacks Class "G" with 2% CaCl and 1/4 lb/sack
Flocele.
(Cement will be circulated to surface.)

Production 250 sacks Thrify Lite and 400 sacks 50-50

Pozmix.
(Actual cement volumes will be calculate from
caliper log with cement top being 2000')

PRELIMINARY
DRILLING FLUID PROGRAM

PLAB. YIELD
TYPE FROM TO WEIGHT VIS POINT

Air and air mist Surf 260 N.A. N.A. N.A.
Air/Air Mist|KCl Water 260 5850 8.7-8.9 N.A. N.A.

COMMENTS

1.) No cores or DST's are planned.
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O O
BALCRON OIL CO.

Operator: BALCRON OIL | Well Name: Monument State 13-2

Project ID: | Location: Duchesne/Utah

Design Parameters: Design Factors:
Mud weight ( 8.80 ppg) : 0.457 psi/ft Collapse : 1.125

Shut in surface pressure : 2089 psi Burst : 1.00
Internal gradient (burst) : 0.100 psi/ft 8 Round : 1.80 (J)

Annular gradient (burst) : 0.000 psi/ft Buttress : 1.60 (J)

Tensile load is determined using air weight Body Yield : 1.50 (B)

Service rating is "Sweet" Overpull : 0 lbs.

Length Size Weight Grade Joint Depth Drift Cost
(feet) (in.) (lb/ft) (feet) (in.)

1 5,850 5-1/2" 15.50 K-55 ST&C 5,850 4.825

Collapse Burst Min Int Yield Tension
Load Strgth S.F. Load Strgth S.F. Load Strgth S.F.

(psi) (psi) (psi) (psi) (kips) (kips)

1 2674 4040 1.511 2674 4810 1.80 90.68 222 2.45 J

Prepared by : McCoskery, Billings, MT
Date : 12-06-1994
Remarks :

MiniMLM Segment length for the 5,850 foot well is 1,500 feet.

The mud gradient and bottom hole pressures (for burst) are 0.457 psi/ft and

2,674 psi, respectively.

NOTE: The design factors used in this casing string design are as shown above. As a general guide-

line, Lone Star Steel recommends using minimum design factors of 1.125 - Collapse (with

evacuated casing), 1.0 - Burst, 1.8 - 8 Round Tension, 1.6 - Buttress Tension, and 1.5 - Body

Yield. Collapse strength under exial tension was calculated based on the Westcott, Dunlop and

Kemler curve. Engineering responsibility for use of this design will be that of the purchaser.

Costs for this design are based on a 1990 pricing model. (Version
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Balcron Oil Well Prognaais
EXHIBIT "C"

Wen Name BALCRONMONUMENT STATE #13-2 Exploratory Control Well BMS #14-2
Location NWSW SECTION 2-T9S-R17E 2210' FSL, 604' FWL Development X Operator EREC

County DUCHESNE Field MON BUTTE KB 5071
State UTAH Section NWSW 2 Section SWSW 2

Total Depth 5850 Township 98 Township 9S
GL (Ung) 5077.1 EST. KB 5086 Range 17E Range 17E

Formation Tops Prognosis Sample Top Control Well High/Low
Formation Depth Datum Depth Datum Datum Prog Cntl Deviation
UINTA SURFACE
GREEN RIVER 1459 3627 3687
HORSEBENCH SS 2333 2753 2813
2ND GARDEN GULCH ' 3875 1211 1271
Y-2 SAND (PAY) 4167 919 979
YELLOW MARKER 4482 604 664
DOUGLASCREEK 4642 444 504
R-5 SAND (PAY) 4831 255 315
2ND DOUGLASCREEK 4883 203 263
GREEN MARKER 5023 63 123
G-5 SAND (PAY) 5141 -55 5
BLACK SHALE FAC1ES 5367 -281

-221

CARBONATE MARKER 5477 -391 -331

B-1 SAND (PAY) - 5512 -426 , -366

B-2 SAND (PAY - 5565 -479
-419

TD 5850

Samples DST,s Wellsite Geologist
50' FROM 1400' TO 4000' DST #1 NONE Name:
30' FROM 4000' TO TD DST #2 From: to:
5' THROUGH EXPECTED PAY DST #3 Address:
5' THROUGH DRILLINGBREAKS DST#4

Phone # wk.
Logs Cores hm.
DLL FROM SURF CSG TO TD Core #1 NONE Fax #
LDT/CNL FROM 3700' TO TD Core #2

Core #3 Mud Logger/Hot Wire
Core #4 Company:

Required: (Yes/No) YES
Type: Two MAN

Comments: Logger:
Phone #

Fax #
Report To: 1st Name: DAVE BICKERSTAFF Phone # (406)259-7860 wk. 245-2261 hm.

2nd Name: KEVEN REINSCHMIDT Phone # " wk. 248-7026 hm.
Prepared By: K.K. REINSCHMIDT 12/1/94 Phone # wk.
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Location NWSW SECTION 2-T9S-R17E 2210' FSL, 604' FWL Development X Operator EREC

County DUCHESNE Field MON BUTTE KB 5071
State UTAH Section NWSW 2 Section SWSW 2

Total Depth 5850 Township 98 Township 9S
GL (Ung) 5077.1 EST. KB 5086 Range 17E Range 17E

Formation Tops Prognosis Sample Top Control Well High/Low
Formation Depth Datum Depth Datum Datum Prog Cntl Deviation
UINTA SURFACE
GREEN RIVER 1459 3627 3687
HORSEBENCH SS 2333 2753 2813
2ND GARDEN GULCH ' 3875 1211 1271
Y-2 SAND (PAY) 4167 919 979
YELLOW MARKER 4482 604 664
DOUGLASCREEK 4642 444 504
R-5 SAND (PAY) 4831 255 315
2ND DOUGLASCREEK 4883 203 263
GREEN MARKER 5023 63 123
G-5 SAND (PAY) 5141 -55 5
BLACK SHALE FAC1ES 5367 -281

-221

CARBONATE MARKER 5477 -391 -331

B-1 SAND (PAY) - 5512 -426 , -366

B-2 SAND (PAY - 5565 -479
-419

TD 5850

Samples DST,s Wellsite Geologist
50' FROM 1400' TO 4000' DST #1 NONE Name:
30' FROM 4000' TO TD DST #2 From: to:
5' THROUGH EXPECTED PAY DST #3 Address:
5' THROUGH DRILLINGBREAKS DST#4

Phone # wk.
Logs Cores hm.
DLL FROM SURF CSG TO TD Core #1 NONE Fax #
LDT/CNL FROM 3700' TO TD Core #2

Core #3 Mud Logger/Hot Wire
Core #4 Company:

Required: (Yes/No) YES
Type: Two MAN

Comments: Logger:
Phone #

Fax #
Report To: 1st Name: DAVE BICKERSTAFF Phone # (406)259-7860 wk. 245-2261 hm.

2nd Name: KEVEN REINSCHMIDT Phone # " wk. 248-7026 hm.
Prepared By: K.K. REINSCHMIDT 12/1/94 Phone # wk.
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H

TOPSO/L
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Û.] oposed Access
C/1.6 C/5.5 C/12.6 Y - so' STA. 0+00

sTA. o+oo i l i l I I f S NG

RN/SHED GRADE

scAœ P - so'
- -

HELL H0l.E

r - so STA. 1+50
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100' 50'
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C/J. 5

WELLHEAD:
UNGRADED = 5077.1' .....---

FIN. GRADE= 5076.6' ----

"
REFERENCEPOINTS .---

"
WAS7E 200' WEST 5079.3' --

250' WEST 5081.9'
r - so STA. 2+75

APPROXIMATEYARDAGES
STA. 2+75

E/10.4 F/2.8 C/1.J CUT = 4270 Cu. Yds.
FILL = 2800 Cu. Yds. DRAmv se REN

PIT = 2,710 Cu. Yds.
DA 7E 11-21-94

6" TOPSOIL = 910 Cu. Yds. and Surveying. fnc.
SCALE 1" = 50'

\ (801) 781-2501

RŒ 13-2 STAT 38 WEST 100 NORTH VERNAL, UTAH
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.Fo 72M197 .
.°. wppi nNo.Ô$.).Û...
TO APPit0PRIATEWATF.R

TATE0fW ' - ÌÑ
NOTE:--Theinfonnation given n follöwl lanksabould be free from explanatog mattei, but trhen necessary,a cornplete

supplernentarystatement should be made on the'followingpageunder theheading"Explanatory.

For the purpose of acquiring the right to use a portion of the unappropriated water of the State of

Utah, for uses indicated by (X) in the proper box or boxes, application is hereby måde to the State
F.ngineer, based upon the following showing of facts, submitted in accordance with the requirements of

the Laws of Utah.

1. Irrigation O Domestic StockwateringÛMunicipal Power MiningOOther Uses

2. The name of the applicant is...........J.9.9...$.1).ig.l.4.4............ ...

3. ThePostOff ice addressofthe apptieaut is....UX.l.9.la...9.i.e.U...4.1.9.9.2.......
......... -......................... . ..

4. The quantity of water to be appropriated.........t.9.1.§............second•fect and/or..................acre-feer

5. The water is to be used idr..$.i.0.9.k_g.Ç.g.r.'.),tyg._,$_..Qt.f)&.Y...from.........................to...................,... ...c.

(MgorPurpose) (Month) (Day) (Month) (Day)

• uther use period........... ............I.1".r'.ig.4.g),0.n.............from.....AP.C.t...\..........to....9.Ç.$.i..:Î.1.......

(Minorfutpose) (Month) (Day) (Month) (Day)

atu i storede a chye ar (i f atore d) from .................... -... ...........to ..............................

(Montit) (May) (Month) (Day)

6: The drainage area to which the direct source of supply belongs is.......................................................
(i.eave Illank)

7 . Thed irectsourceofsupply is*.....................9.I".4.1.l)..............................-......... -...............................

(Name of stream or niitar saurer)

w iucit is i ribut a ryt u.........................................-......................, tr ibut ar yto .....................................

Note.. WI.ere water is to \>ediverted from a well. a tunnel, or drain, the source should be dealsnated as"tinderground Water"In d.«

first apsee and litt remaming sparen shutiid be left blank. If the aantreela a stream, a apring, a springarea, or a drain, no indicate in the first

space, giving its nalut, of named, ered in tiit remaining sisarea,designate the stream channels to whicleit is tributary,even thoragte thewater

rusy sink, evaporate, or be diverted before reaching held channels, if water frorn a spring floWe in a natural surface channel before being
diverted, the direct source should be designated as a aircam and not a sprhg.

8. The point of diversion from the source is in...............f.9.9.Ÿ.6.9.9.................County,situatedat a point

"Note.-The point of diversion niilst he loested delitatelv by courso and distance or by the distances north or anuth, and vani<•i

west with referrasce tb a United Sintre landsurvey corner or LinitedStates minerai nsonumen hin a distance of sixmilesof either, or if

al a prater distance, lo some plominent and perinanent natural olyect. No apPlication be received for filing in which the pûlut of
ducauess ia iset defused defnattely.

9. The divetting and carryihg works will consist of ...o...99.l..1..q,ç.g.i.og...c).1,(.g])...t.q..p.1..q.g.q...o.f.at_;¡q

10. It water is to be storcd, give capacity of reservoir in acre.feet..............................height of dam...........
area inundated in acres........................legal subdivision of area inundated...........................................

11. If application is for irribution purposes, the legal subdivisions of the arca irrigated are as follows:
NEhSELSec. 15, T4S,R2W, USBisM

12. Is the land owned by the applicant? Yes....×....... No.......... If "No," explain on page 2.

13. Is this watcr to be used supplementally with other water rights? Yes............No.....L.
If "yes,"identify other water rigius on page 2.

14. If application is for power purposes, describe type of plant, size and rated capacity...........

15. 11application is for mining, the watcr will be used in,........,..........,...,,,.....,..,,...........Minin Distr ci at
1110.............................................. Inine, wl10tethe folloWilig oresaremitted...... ....

16. If application is for stockwatcring purposes, numbcr and kind of stock watered..ÎË.1..ÑA...3..U.

in llEkšEMSec. 15.t.T4S Rgg., USB&M

17. If application is for domcstic purposes, number of persons...................,or familics..............

18. If application is for municipal purposes, name of municipality................................... ............

19. If application is for otlaer uses, include general descriptionof proposed uses....9.1..1._(ig_1.g...q.s

20. Give place a f use bLlegal»gsigul iggn ined I es'aËn e/ for all uses described in par.I•

feet of water and .........9.n.f............ second fect and| or acte feet will be returned to the natural
sucam vs kunste at a point desetibed as follows:



Page No. 2 EXPLANATORY

The followingadditional facts are set forth in order todefinemore cien te full purpose of thepro-

posed application:

(Use page 4 11 addluonal explanntory in nei•dad.)

The quantity of water sought to be approprinted is limited to t whic

can bo beneficially used for the purpose here r .

Sign urn of AppHennt*

*If applicant is a cor ointion or other organisation, signat re must be tho name of such cor wration or organization

by its proper officer, or in the name of the partnership by one of the partners, and the names of the other µartner.9 shall

bo listed. If a corporation or partnership, the affidavit below need not be füled in, if there is more than one apqlicit 4,

a power of attorney, authorizing one to nel for all, abould accompany the AppUcation.

DECLARATION OF CITIZENSHIP

STATE OP U'I'AH,
Coun oh

. ..... . .. d .... A (, .
..,.

.
................. , 10 ersonnity a cared before me, n

notary publio for the State of
Utsah ho, en o th, declared that he as a citizen the United States,

n. or has declared his intention to bee a .e

My comndssion expires:

(BBAI,
flutnry
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WORKSHEET
APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 12/08/94 API NO. ASSIGNED: 43-013-31482

WELL NAME: BALCRON MONUMENT STATE 13-2
OPERATOR: EQUITABLE RESOURCES (N9890)

PROPOSED LOCATION: INSPECT LOCATION BY: 01/05/95
NWSW 02 - 95 - R17E
SURFACE: 22 -FSL-0604-FWL TECH REVIEW Initials Date
BOTTOM: 22 FSL-0604-FWL
DUCHESNE COUNTY Engineering
MONUMENT BUTTE FIELD (105)

Geology I jf ý

L
SS TNUMBE

R ML-45555 Surface

PROPOSED PRODUCING FORMATION: GRRV

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

Plat R649-2-3. Unit:
Bond: Federal[] State[g Fee[]

(Number p§76 ) R649-3-2. General.
Potash (Y/N)
Oil shale (Y/N) _Q R649-3-3. Exception.
Water permit

(Number 47 fé 7 ) Drilling Unit.
RDCC Review (Y/N) Board Cause no:

(Date: ) Date:

COMMENTS: ONFIDFN
PERIOD
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EQUITABLERESOURCES
ENERGYCOMPANY
BALCRON OIL DIVISION
1601 Lewis Avenue Office: (406) 259 7860
P.O. Box 21017 FAX: (406) 245-1365
Billings, MT 59104 FAX: (406) 245 1361

3 1994
December 12, 1994

OIL, GAS & M

-- VIA FEDERAL EXPRESS --

State of Utah
Division of Oil, Gas & Mining
355 West North Temple
Salt Lake City, UT 84180

Gentlemen:

RE: Balcron Monument State #13-2 Â Û/
NW SW Section 2, T9S, R17E
Duchesne County, Utah

Operator hereby requests an Exception to Location on the
referenced well. The location was moved from where it was
originally planned because of topographical reasons.

Sincerely,

Bobbie Schuman
Regulatory and Environmental Specialist

e e
EQUITABLERESOURCES
ENERGYCOMPANY
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DRILLING LOCATION ASSESSMENT

State o£ Utah
Division of Oil, Gas and Mining

OPERATOR: EOUITABLE RESOURCES ENERGY CO.
NAME: BALCRON MONUMENT STATE 13-2

SECTION: 2 TWP: 95 RNG: 17E LOC: 2210' FSL 6O4' FWL
OTR/OTR NW/SW COUNTY: DUCHESNE FIELD: UNDESIGNATED
SURFACE OWNER: STATE OF UTAH
SURFACE AGREEMENT:AS PER STATE LANDS
SPACING: 6O4 F SECTION LINE 53O F OTR/OTR LINE

STANDARD STATE SPACING R 649-3-2

INSPECTOR: DAVID W. HACKFORD DATE AND TIME: 12/13/94 1O:3O AH

PARTICIPANTS: DAVID HACKFORD (DOGM), DENNIS INGRAM (DOGM) DANNY
FARNSWORTH (EOUITABLE)

REGIONAL SETTING/TOPOGRAPHY: SITE IS ON THE SOUTH SHOULDER OF A
SLIGHT RIDGE RUNNING WEST TO EAST. RIDGE IS 10' HIGHER THAN
SITE. A ROCKY DRAW RUNS WEST TO EAST 25' SOUTH OF SITE.

LAND USE:

CURRENT SURFACE USE: LIVESTOCK GRAZING WITH SOME WILDLIFE USE IN
THE AREA.

PROPOSED SURFACE DISTURBANCE: LOCATION 225' X 275' WITH SOO'
ACCESS ROAD.

AFFECTED FLOODPLAINS AND/OR WETLANDS: AREA IS NOT A FLOODPLAIN
BUT COULD SEE RUNOFF DURING OR AFTER RAIN STORMS.

FLORA/FAUNA: SALTBRUSH, GREASEWOOD, NATIVE GRASSES, PRICKLY PEAR:
ANTELOPE, COYOTES, RABBITS, SMALL BIRDS, RAPTORS, REPTILES, DEER.

ENVIRONMENTAL PARAMETERS

SURFACE GEOLOGY
SOIL TYPE AND CHARACTERISTICS: LIGHT BROWN SANDY CLAY LOAM.

SURFACE FORMATION & CHARACTERISTICS: UINTA FORMATION/ SOUTH

FLANK OF UINTA MOUNTAINS.

EROSION/SEDIHENTATION/STABILITY: VERY LITTLE EROSION.
SEDIMENTATION AND STABILITY SHOULD NOT BE A PROBLEM.

PALEONTOLOGICAL POTENTIAL:
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SUBSURFACE GEOLOGY

OBJECTIVES/DEPTHS: GREEN RIVER FORMATION, B1 AND B2 SANDS.
SSSO' TD

ABNORMAL PRESSURES-HIGH AND LOW: NONE EXPECTED.

CULTURAL RESQURCES/ARCHAEOLQGY: NO INTEREST IN AREA.

CONSTRUCTION MATERIALS: CUT AND FILL AS NECESSARY.

SITE RECLAMATION: AS REQUIRED BY STATE LANDS.

RESERVE PIT

CHARACTERISTICS: 1OO' N 75' AND S' DEEP.

LINING: A 12 MIL PLASTIC LINER WILL BE NECESSARY.

HUD PROGRAM: AIR HIST AND AERATED WATER. MUD WEIGHT KEPT AS
LIGHT AS POSSIBLE.

DRILLING WATER SUPPLY: JOE SHIELDS #47-1674

OTHER OBSERVATIONS WELL WILL NEED EXCEPTION SPACING

STIPULATIONS FOR APD APPROVAL RESERVE PIT PLACED ON NORTH SIDE OF
LOCATION. .

ATTACHMENTS
PHOTOGRAPHS WILL BE PLACED ON FILE.

COMMENTS:
GROUND OPEN BUT SNOW FLURRY OCCURRED DURING ONSITES. PRESITE WAS
REQUESTED BY BOBBIE SCHUHAN (COORDINATOR OF OPERATIONS,
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O State of Utah

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING
355 West North Temple

Michael O e 3 Triad Center. Suite 350

Ted Stewart Salt Lake City, Utah 84180-1203

Executive Director 801-538-5340

James W. Carter 801-359-3940 (Fax)
Division Director 801-538-5319 (TDD)

December 19, 1994

Equitable Resources Energy Company
P. O. Box 21017
Billings, Montana 59104

Re: Balcron Monument State #13-2 Well, 2210' FSL, 604' FWL, NW SW, Sec. 2, T. 9
S., R. 17 E., Duchesne County, Utah

Gentlemen:

Pursuant to Utah Admin. R. 649-3-3, Location and Siting of Wells and Utah
Admin. R. 649-3-4, Permitting of Wells to be Drilled, Deepened or Plugged-Back,
approval to drill the referenced well is hereby granted.

In addition, the following specific actions are necessary to fully comply with this
approval:

1. Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil
and Gas Conservation General Rules.

2. Notification to the Division within 24 hours after drilling operations
commence.

3. Submittal of Entity Action Form, Form 6, within five working days following
commencement of drilling operations and whenever a change in operations
or interests necessitates an entity status change.

4. Submittal of the Report of Water Encountered During Drilling, Form 7.

5. Prompt notification prior to commencing operations, if necessary, to plug
and abandon the well. Notify Frank R. Matthews, Petroleum Engineer,
(Office) (801)538-5340, (Home) (801)476-8613, or K. Michael Hebertson,
Reclamation Specialist, (Home) (801)269-9212.

6. Compliance with the requirements of Utah Admin. R. 649-3-20, Gas Flaring
or Venting, if the well is completed for
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DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING
355 West North Temple

Michael O e 3 Triad Center. Suite 350

Ted Stewart Salt Lake City, Utah 84180-1203

Executive Director 801-538-5340

James W. Carter 801-359-3940 (Fax)
Division Director 801-538-5319 (TDD)

December 19, 1994
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P. O. Box 21017
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Gentlemen:
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In addition, the following specific actions are necessary to fully comply with this
approval:

1. Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil
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Equitable Resources Energy Company
Balcron Monument State #13-2 Well
December 19, 1994

This approval shall expire one year after date of issuance unless substantial and
continuous operation is underway or a request for an extension is made prior to the
approval expiration date. The API number assigned to this well is 43-013-31482.

Sincerely,

Associate Director

ldc
Enclosures
cc: Duchesne County Assessor

Bureau of Land Management, Vernal District Office
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(III (Ill
RESULTSOF PALEONTOLOGYSURVEYAT BALCRONMONUMENTSTATE #13-2, NWSW Section
2, T9S, R17E, SLB&M, DUCHESNECOUNTY, UTAH,

Description of Geology and Topography-

This well location is 10 miles south and 4 miles east of Myton, Utah. The
road is 500 feet long and is on a surface of sand and small rock fragments.
The wellpad sits on the south slope on the north side of a badlands area of
interbedded dark brown sandstone and light green and maroon mudstone. The
north side of the wellpad is on a shallow covering of sand and rock fragments.
The south side of the wellpad has rock exposures along the edge of the
drainage.

All rock outcrops in the general area are of the Upper Eocene Uinta Formation,
known for its fossil vertebrate fauna of mammals, turtles, crocodilians, and
occasional fish remains and plant impressions.

Paleontological material found -

There is a turtle shell eroding out of a green mudstone layer about 15 yards
southwest of Corner Stake #8. There are a lot of invertebrate burrows in the
sandstones, but they are very common in the area.

Recommendations-

No recommendations are made for this access road or wellpad.

(III (Ill

RESULTSOF PALEONTOLOGYSURVEYAT BALCRONMONUMENTSTATE #13-2, NWSW Section
2, T9S, R17E, SLB&M, DUCHESNECOUNTY, UTAH,

Description of Geology and Topography-

This well location is 10 miles south and 4 miles east of Myton, Utah. The
road is 500 feet long and is on a surface of sand and small rock fragments.
The wellpad sits on the south slope on the north side of a badlands area of
interbedded dark brown sandstone and light green and maroon mudstone. The
north side of the wellpad is on a shallow covering of sand and rock fragments.
The south side of the wellpad has rock exposures along the edge of the
drainage.

All rock outcrops in the general area are of the Upper Eocene Uinta Formation,
known for its fossil vertebrate fauna of mammals, turtles, crocodilians, and
occasional fish remains and plant impressions.

Paleontological material found -

There is a turtle shell eroding out of a green mudstone layer about 15 yards
southwest of Corner Stake #8. There are a lot of invertebrate burrows in the
sandstones, but they are very common in the area.

Recommendations-

No recommendations are made for this access road or wellpad.



Page 1 of 1 plus map

PALEONTOLOGYLOCALITY State Local. No. 42 DC 200V

Data Sheet Agency No. Balcron Oil

Temp. No Monument State #13-2

1. Type of locality Other
Invertebrate Plant Vertebrate X Trace

2. Formation: UINTA Horizon: Lower U. (B) Geologic Age: Late Eocene

3. Description of Geology and Topography: This area is 1/2 mile south of Castle Peak Draw in

an area of Uinta Formation badlands. The area and has rather low relief. The we11pad sits on the south
slope on the north side of a badlands area of interbedded dark brown sandstone and light green and maroon
mudstone. The north side of the we11pad is on a shallow covering of sand and rock fragments. The south

side of the wellpad has rock exposures along the edge of the drainage.
Rocks in the area are composed of interbedded mudstone, and sandstone. Rock outcrops on upper canyon

walls are Upper Eocene Uinta Formation, known for its fossil vertebrate fauna of mammals, turtles,
crocodilians, and occasional fish remains and plant impressions.

4. Location of Outcrop: This well location is 10 miles south and 4 miles east of Myton, Utah.

5. Map Ref. USGS Quad Pariette Draw SW, Utah Scale 7.5 Min Edition 1964

NW of NW1/4 of SW1/4 of Sectn 2 T 9 S R 17E Meridn SLB

6. State: UTAH County: DUCHESNECOUNTY BLM/FS District: VERNAL- DIAMONDMT.

7. Specimens Collected and Field Accession No. NONE

8. Repository:

9. Specimens Observed and Disposition: There is a turtle shell eroding out of a green

mudstone layer about 15 yards southwest of Corner Stake #8. There are a lot of invertebrate burrows in
the sandstones, but they are very common in the area.

10.0wner: US
Private State X BLM FS NPS IND MIL OTHR

11.Recommendations for Further Work or Mitigation: NONE

12.Type of Map Made by Recorder:

13.Disposition of Photo Negatives:

14.Published References: Hamblin, A. H., 1992, Paleontology Report on the Monument Butte EA Study
Area, for Mariah Associates, Laramie, Wyoming.

Hamblin, A. H., 1987, Paleogeography and paleoecology of the Myton Pocket, Uinta Basin, Utah (Uinta

Formation - Upper Eocene): BYU Geology Studies vol. 34, no. 1, p. 33-60.

Hamblin, A. H., 1994, Paleontology Report on the Monument Butte Expansion Study Area, for Mariah

Associates, Laramie, Wyoming.

15.Remarks:

16.Sensitivity: Critical Significant Important X Insignificant

17.Recorded by: Alden Hamblin, Date: December 5 , 1994
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ABSTRACT

An intensive cultural resource evaluation has been conducted for Balcron Oil Company
of nine proposed well locations and access routes (Balcron Federal wells #12-20Y, 31-19Y, 32-
19Y, 42-19Y; Balcron Monument State wells #13-2, #12-2, #22-2, #34-2 and #23-2). These
evaluated locations are situatedon Utah State and federally administeredlands located in the
Pariette Bench locality of Duchesne and Uintah Counties, Utah. This evaluation involved a total
of 99.23 acres, of which 75 acres are associated with the well pads and an additional 24.23 acres
are associatedwith sevenaccessroad rights-of-way. These evaluations were conductedby F.R.
Hauck and Glade Hadden of AERC on December 6 and 12, 1994.

No previously recorded significant or National Register eligible cultural resources will
be adversely affected by the proposed developments.

No newly identified cultural resource activity loci of either historic or prehistoric origin
were discovered and recorded during the examinations.

Several isolated, non-diagnostic artifacts were noted during the investigations.

AERC recommends project clearance based on adherence to the stipulations noted in the
final sectionof this report.
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SENERALINFORMATION

On December 6 and 12, 1994, AERC archaeologists F.R. Hauck and Glade Hadden
conducted an intensive cultural resource evaluation for Balcron Oil Company of Billings
Montana. This examination involved nine proposed well locations (Balcron Federal Units 12-
20Y, 31-19Y, 32-19Y and 42-19Y; Balcron Monument State Units 13-2, 12-2, 22-2, 34-2 and
23-2) and associated accessroads. The project area is in the, Castle Peak Draw and Eight Mile
Flat locality south east of Myton, Utah (see Map 1). A total of 99.23 acres was examined which
include55.75 acres associated with the Federal well pads and access routes situatedon federal
lands administered by the Vernal District of the Bureau of Land Management, Diamond
Mountain Resource Area, Vernal, Utah. An additional 43.48 acres are associated with the State
well pads and access routes situated in a State Section administered by the Utah Division of State
Lands and Forestry.

The purpose of the field study and this report is to identify and document cultural site
presence and assess National Register potential significance relative to established criteria (cf.,
Title 36 CFR 60.6). The proposed development of these well locations and associated access
routes requires an archaeological evaluation in compliancewith U.C.A. 9-8-404, the Federal
Antiquities Act of 1906, the Reservoir Salvage Act of 1960-as amended by P.L. 93-291, Section
106 of the National Historic Preservation Act of 1966-as amended, the National Environmental
Policy Act of 1969, the Federal Land Policy and Management Act of 1979, the Archaeological
Resources Protection Act of 1979, the Native American Religious Freedom Act of 1978, the
Historic Preservation Act of 1980, and Executive Order 11593.

In addition to documenting cultural identity and significance, mitigation recommendations
relative to the preservationof cultural data and materials can be directed to the Bureau of Land
Management, Vernal District Office and to the State Antiquities Section.

Pro,iect Location

The project location is in the CastlePeak Draw locality of Duchesne and Uintah Counties,
Utah, and the Eight Mile Flat locality of Uintah County. All of the evaluated wells and access
routes are situated on the Pariette Draw SW 7.5 minute topographic quad (see Maps).

Balcron Federal #12-20Y is situated in the SW quarter of the NW quarter of Section 20,
Township 9 South, Range 18 East SLBM, togetherwith ca. 0.4 miles of access route (see Map
2).

Balcron Federal #31-19Y is situated in the NW quarter of the NE quarter of Section 19,
Township 9 South, Range 18 East SLBM, togetherwith ca. 0.3 miles of access route (see Map
2).

Balcron Federal #32-19Y is situated in the SW quarter of the NE quarter of Section 19,
Township 9 South, Range 18 East SLBM, together with ca. 0.3 miles of access route (see Map
2).
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Balcron Federal #42-19Y is situatedin the SE quarter of the NE quarter of Section19,

Township 9 South, Range 18 East SLBM, togetherwith ca. 0.3 miles of access route (see Map
2).

Balcron Monument State Unit # 13-2 is situated in the NW quarter of the SW quarter of
Section 2, Township 9 South, Range 17 East SLBM (see Map 3).

Balcron Monument State Unit # 12-2 is situated in the SW quarter of the NW quarter of
Section 2, Township 9 South, Range 17 East SLBM, togetherwith .1 miles of accessroute (see
Map 3).

Balcron Monument State Unit # 22-2 is situated in the SE quarter of the NW quarter of
Section 2, Township 9 South, Range 17 East SLBM, togetherwith .3 miles of access route (see
Map 3).

Balcron Monument State Unit # 34-2 is situatedin the SW quarter of the SE quarter of
Section 2, Township 9 South, Range 17 East SLBM, togetherwith .3 miles of access route (see
Map 3).

Balcron Monument State Unit # 23-2 is situated in the NE quarter of the SW quarter of
Section 2, Township 9 South, Range 17 East SLBM (see Map 3).

Environmental Description

The project area is within the 5000 to 5200 foot elevation zone above sea level. Open
rangeland terrain and eroded Eocene lakebed surfacesare associated with the project localities.

The vegetation in the project area includes Chrysothamnus spp. Artemisia spp.,
Sarcobatus vermiculatus, Ephedra viridis, Cercocarpus spp. Atriplex canescens,and a variety of grasses.

The geological associations within the project area consistof fluvial lake depositswhich
correlate with the Uinta Formation which is of Tertiary age.

PREVIOUSRESEARCHIN THELOCALITY

File Search

A records search of the site files and maps at the Antiquities Section of the State Historic
Preservation Office in Salt Lake City was conducted on December 19, 1994. A similar search
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Register of Historic Places has been consulted and no registered historic or prehistoric properties
will be affected by the proposed developments.
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A variety of known cultural sites are situated in the Monument Buttes / Castle PeakDrawl Eight Mile Flat/ Pariette Draw localities. Many of theseprehistoric resources wereidentified and recorded by AERC during the Mapco River Bend survey (Hauck and Norman

1980). Other sites have been located and recorded by AERC and other archaeologists and
consultants during oil and gas exploration inventories (cf. Fike and Phillips 1984, Hauck andWeder 1989).

Prehistorv and History of the Cultural Region

Currently available information indicates that the Northern Colorado Plateau Cultural
Region has been occupied by a variety of culturesbeginningperhaps as early as 10,000 B.C.
These cultures, as identified by their material remains, demonstrate a cultural developmental
process that begins with the earliest identified Paleoindian peoples (10,000 -- 7,000 B.C.) and
extendsthrough the Archaic (ca. 7,000 B.C. -- A.D. 300), and Formative (ca. A.D. 400 --

1100) Stages, and the Late Prehistoric-Protohistoric periods (ca. A.D. 1200 -- 1850) to concludein the Historic-Modern period which was initiated with the incursion of the Euro-American
trappers, explorers, and settlers. Basically, each cultural stage -- with the exception of the Late
Prehistoric hunting and gathering Shoshonean bands -- features a more complex life-way and
social order than occurred during the earlier stage of development (Hauck 1991:53). For a
more comprehensive treatment of the prehistory and history of this region see Archaeological

(Hauck 1991).

Site Potential in the Project Development Zone

Previous archaeological evaluations in the general project area have resulted in the
identificationand recording of a variety of cultural resource sites having eligibility for potential
nomination to the National Register of Historic Places (NRHP). The majority of these sites are
lithic scatters containing cobble reduction materials. Many of thesequarry sitesare of the "Tap
and Test" variety, and extend for tens or hundreds of meters. Open occupations are also
frequently being identified in this locality. Sites associated with the open rangeland generally
appear to have been occupied during the Middle Plains Archaic Stage with occasional indications
of Paleoindian activity based on the recovery of isolated Plano style projectile points. The north-
south drainage canyons appear to contain the majority of Late Prehistoric (Numa) sites probably
because those canyon floors were transportation corridors and convenient pastures for the Ute
horse herds. Evidence of Formative Stage occupation, i.e., Fremont, is rarely observed in the
rangeland environment but is common within the Green River and White River canyons and their
primary tributarycanyons.

Site densityin certainportions of the region appears to range from one to four sitesper
section. These densities increase in the canyon bottoms due to Ute rock art loci. Recent
evaluationsindicate that the site densities may reach 8 to 12 sitesper section in certain localities
on the upper benches which were apparently favored for hunting, lithic resource procurement,
and camping. Prehistoric sites on the rangeland benches appear to be associatedwith water
courses and aeolian deposits.
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FIEt,D EVALUATIONS

MethodolOGY

Intensive evaluationsconsistedof the archaeologistswalking a series of 10 to 20 meter-
wide transectsacross a 10 acre area associated with each ten acre well pad area on Federal lands,
and with a seven acre well pad buffer zone on State lands. Access routes are evaluated by the
archaeologists walking a pair of 10 to 15 meter-wide transectson either side of the flagged access
route rights of way. Thus, a 30 meter-wide or 100 foot-wide corridor (ca. 24.23 acres) was
examined for the various proposed access roads, in addition to the 75 acres inventoried on the
well pads.

Observation of cultural materials results in intensiveexaminations to determinethenature
of the resource (isolateor activity locus). The analysis of each specificcultural site results in
its subsequentlybeing sketched,photographed, and appropriatelyrecorded on standardIMACS
forms. Cultural sites are then evaluated for significance utilizing the standards describedbelow
and mitigation recommendations are considered as a means of preserving significant resources
which may be situated within the development zone.

Site Significance Çriteria

Prehistoric and historic cultural sites which can be considered as eligible for nomination
to the National Register of Historic Places have been outlined as follows in the National
Register's Criteria for Evaluation as established in Title 36 CFR 60.6:

The qualityofsigmficance in American ... archaeology ... and cultureis
present in ... sites ... that possessintegrityof location,design,setting, materials,
workmanship,feeling,and association and.·
a. That are associated with events that havemadea sigmyicant contribution to the
broad patterns of our history; or
b. that are associated with the lives of persons sigmyicant in our past; or
c. that embody the distinctive characteristics of a type, period, or method of
construction... ; or
d. that have yielded, or may be likely to yield, information important in prehistory
or history.

In addition to satisfying one or more of these general conditions, a significant cultural
resource site in Utah will generally be considered as being eligible for inclusion in the National
Register if it should advance our current state of knowledge relating to chronology, cultural
relationships, origins, and cultural life ways of prehistoric or historic groups in the area.

In a final review of any site's culturalsignificance,the site must possess integrityand at
least one of the above criteria to be considered eligible for nomination to the National Record
of Historic Places.

g e
FIEt,D EVALUATIONS

MethodolOGY

Intensive evaluationsconsistedof the archaeologistswalking a series of 10 to 20 meter-
wide transectsacross a 10 acre area associated with each ten acre well pad area on Federal lands,
and with a seven acre well pad buffer zone on State lands. Access routes are evaluated by the
archaeologists walking a pair of 10 to 15 meter-wide transectson either side of the flagged access
route rights of way. Thus, a 30 meter-wide or 100 foot-wide corridor (ca. 24.23 acres) was
examined for the various proposed access roads, in addition to the 75 acres inventoried on the
well pads.

Observation of cultural materials results in intensiveexaminations to determinethenature
of the resource (isolateor activity locus). The analysis of each specificcultural site results in
its subsequentlybeing sketched,photographed, and appropriatelyrecorded on standardIMACS
forms. Cultural sites are then evaluated for significance utilizing the standards describedbelow
and mitigation recommendations are considered as a means of preserving significant resources
which may be situated within the development zone.

Site Significance Çriteria

Prehistoric and historic cultural sites which can be considered as eligible for nomination
to the National Register of Historic Places have been outlined as follows in the National
Register's Criteria for Evaluation as established in Title 36 CFR 60.6:

The qualityofsigmficance in American ... archaeology ... and cultureis
present in ... sites ... that possessintegrityof location,design,setting, materials,
workmanship,feeling,and association and.·
a. That are associated with events that havemadea sigmyicant contribution to the
broad patterns of our history; or
b. that are associated with the lives of persons sigmyicant in our past; or
c. that embody the distinctive characteristics of a type, period, or method of
construction... ; or
d. that have yielded, or may be likely to yield, information important in prehistory
or history.

In addition to satisfying one or more of these general conditions, a significant cultural
resource site in Utah will generally be considered as being eligible for inclusion in the National
Register if it should advance our current state of knowledge relating to chronology, cultural
relationships, origins, and cultural life ways of prehistoric or historic groups in the area.

In a final review of any site's culturalsignificance,the site must possess integrityand at
least one of the above criteria to be considered eligible for nomination to the National Record
of Historic Places.



Results of the Inventory

No prehistoric or historic cultural resource activity loci were observed and recorded
during the archaeologicalevaluations.

No previously identified and recorded significantor National Register sites were noted
or recorded during the survey.

No diagnostic isolated artifacts were observed and recorded during the evaluation. Two
non-diagnostic tools were noted in the area of Monument State well 23-2 and one on the access
route into Monument State well 34-2. These tools were all simple choppers constructed by
bifaciallyremoving several flakes from one end of a hand-sized cobble. In all three cases, the
toolswere found near the break of hills at the emergence of drainages. The occurrence of these
tools fits a previously noted pattern, and may be related to the ambush hunting and subsequent
butchering of large game animals, possibly during the Archaic period. A detailed evaluation of
the localityfailed to yield any identifiable features or cultural contexts that would demonstrate
the presence of an archaeological locus.

CONCLUSIONANDRECOMMENDATIONS

No known significant cultural resources will be adversely impacted during the
development and operation of the Balcron Well Units as evaluated during this AERC project.

AERCrecommends thata cultural resource clearance be granted to Balcron Oil Company
relative to the development of these proposed drilling locations and the associated access routes
based upon adherence to the following stipulations:

1. all vehicular traffic, personnel movement, construction and restoration operations
should be confined to the flagged areas and corridors examined as referenced in this
report, and to the existing roadways;

2. all personnel should refrain from collecting artifacts and from disturbing any
significantcultural resources in the area; and

3. the authorized official should be consulted should cultural remains from subsurface
deposits be exposed during construction work or if the need arises to relocate or
otherwise alter the location of the exploration area.

F. Richard Hauck, Ph.D.
President and Principal Investigator
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s United States Department of the Interior
o

BUREAU OF LAND MANAGEMENT
c Vernal District Office

IN REPLYREFER TO170South500East
Vernal, Utah 84078-2799

2800
UTU-71294
(U-082)

Tammy Searing
Division of Oil, Gas and Mining 3AN1 3 895 h 8355 West North Temple
Three Triad Center, suite 350
Salt Lake City, Utah 84180-1203

r un., GAS T
Dear Ms. Searing:

This is in reference to State mineral lease 45555, located in T. 9 S.,
R. 17 E., Section 2. Equitable Resources Energy Company has secured a Federalright-of-way from our office for access to wells #12-2, #13-2, #22-2 and#23-2. We have enclosed a copy of the right-of-way document for your
information and files.

We request that you notify our office of any future changes in the status ofthese wells so that our records can be updated and the right-of-way terminated
if necessary. Please reference our right-of-way serial number UTU-71294 in
any future correspondence concerning these wells. Should you have any
questions concerning this matter, please contact Cindy McKee of our office at(801) 781-4434. We thank you for your cooperation.

Ro
Area Manager
Diamond Mountain Resource Area

Enclosure:
As
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Diamond Mountain Resource Area

Enclosure:
As
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JAN l8 895

FORM 2800-14 Issuing Office
(August 1985) Vernal District

Diamond Mountain Resource Area

UNITED STATES
DEPARTMENT OF THE INTERIOR
BUREAU OF LAND MANAGEMENT

RIGHT-OF-WAY GRANT

SERIAL NUMBER UTU-71294

1. A right-of-way is hereby granted pursuant to Title V of the Federal
Land Policy and Management Act of 1976 (90 Stat. 2776; 43 U.S.C.
1761).

2. Nature of Interest:

a. By this instrument, the holder:

Equitable Resources Energy Company
Box 21017
Billings, Montana 59104

receives a right to construct, operate, maintain, and terminate
an existing road to access state wells, Oil & Gas Mineral Lease
ML-45555, on public lands described as follows:

T. 9 S., R. 17 E., SLB&M
Sec. 3, SE¼NE¼.

b. The right-of-way area granted herein is 30 feet wide, 1,580 feet
long and contains 1.09 acres, more or less.

c. This instrument shall terminate December 31, 2025, unless, prior
thereto, it is relinquished, abandoned, terminated, or modified
pursuant to the terms and conditions of this instrument or of any
applicable Federal law or regulation.

d. This instrument may be renewed. If renewed, the right-of-way
shall be subject to the regulations existing at the time of
renewal and any other terms and conditions that the authorized
officer deems necessary to protect the public interest.

e. Notwithstanding the expiration of this instrument or any renewal
thereof, early relinquishment, abandonment, or termination, the
provisions of this instrument, to the extent applicable, shall
continue in effect and shall be binding on the holder, its
successors, or assigns, until they have fully satisfied the
obligations and/or liabilities accruing herein before or on
account of the expiration, or prior termination, of the
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3. Rental:

For and in consideration of the rights granted, the holder agrees to
pay the Bureau of Land Management fair market value rental as
determined by the authorized officer unless specifically exempted from
such payment by regulation. Provided, however, that the rental may be
adjusted by the authorized officer, whenever necessary, to reflect
changes in the fair market rental value as determined by the
application of sound business management principles, and so far as
practicable and feasible, in accordance with comparable commercial
practices. Rental payments, if applicable, should be mailed to the
following address:

Bureau of Land Management
Vernal District Office
170 South 500 East
Vernal, Utah 84078

4. Terms and Conditions:

a. This grant is issued subject to the holder's compliance with all
applicable regulations contained in Title 43 Code of Federal
Regulations part 2800.

b. Upon grant termination by the authorized officer, all
improvements shall be removed from the public lands within 90
days, or otherwise disposed of as provided in paragraph (4)(c) or
as directed by the authorized officer.

c. The stipulations, plans, maps, or designs set forth in Exhibit
"A", dated January 6, 1995, attached hereto, are incorporated
into and made a part of this grant instrument as fully and
effectively as if they were set forth herein in their entirety.

d. Failure of the holder to comply with applicable law or any
provision of this right-of-way grant shall constitute grounds for
suspension or termination thereof.

e. The holder shall perform all operations in a good and workmanlike
manner so as to ensure protection of the environment and the
health and safety of the public.

f. The holder shall construct, operate, and maintain the facilities,
improvements, and structures within this right-of-way in strict
conformity with the application submitted on December 16, 1994.
Any relocation, additional construction, or use that is not in
accord with the approved plan of development shall not be
initiated without the prior written approval of the authorized
officer. Noncompliance with the above will be grounds for an
immediate temporary suspension of activities if it constitutes a
threat to public health and safety or the
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IN WITNESS WHEREOF, The undersigned agrees to the terms and conditions of

this right-of-way grant.

(Signature of Holder) (Sign ur'e of Authorized
/ Officer)

Area Manager ,

Regulatory and Environmental Specialist Diamond Mountain Resource Area

(Title) (Title)

January 9, 1995
(Date) (Effective Date of

E E - -

IN WITNESS WHEREOF, The undersigned agrees to the terms and conditions of

this right-of-way grant.

(Signature of Holder) (Sign ur'e of Authorized
/ Officer)

Area Manager ,

Regulatory and Environmental Specialist Diamond Mountain Resource Area

(Title) (Title)

January 9, 1995
(Date) (Effective Date of
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EXHIBIT 'A' January 6 1995

Right-of-Way UTU-71294
BLM Maintained Road
Road on State



DIVISION OF OIL, GAS AND MINING

SPUDDING INFORMATION

Name of Company: EQUITABLE RESOURCES

Well Name: BALCRON MONUMENT STATE 13-2

Api No. 43-013-31482

Section 2 Township 9S Range 17E County DUCHESNE

Drilling Contractor UNION

Rig # 17

SPUDDED: Date 2/12/95

Time 3:00 PM

How ROTARY

Drilling will commence

Reported by AL PLUNKETT

Telephone #

Date: 2/13/95 Signed:

DIVISION OF OIL, GAS AND MINING

SPUDDING INFORMATION

Name of Company: EQUITABLE RESOURCES

Well Name: BALCRON MONUMENT STATE 13-2

Api No. 43-013-31482

Section 2 Township 9S Range 17E County DUCHESNE

Drilling Contractor UNION

Rig # 17

SPUDDED: Date 2/12/95

Time 3:00 PM

How ROTARY

Drilling will commence

Reported by AL PLUNKETT

Telephone #

Date: 2/13/95 Signed:



FORM o S OF UTAH

- , DIVISIONOF , GAS AND MINING
5. Lease Designation and Sedal Number:

6. If Indian, Allottee or Tdbo Name:
SUNDRY NOTICES AND REPORTS ON WELLS n/a

7. Unit Agreement Name:
Do not use this form for proposals to ddll new wells, deepen existing wells, or to reenter plugged and abandoned wells.

Use APPUCATlON FOR PERMIT TO DRILLOR DEEPENform for such proposals. 8

8. Well Name and Number:1. Type or weli: OIL GAS O OTHER:
Balcran Nxuœnt State #13-2

2. Name of Operator 0. API Well Number:

Fquitable Resources Ergy Copany, Palcran Oil Divisian 4N)13-31482
3. Address and Telephone Number: 10. Field and Pool, or Wildcat:

1601 Irwis Avenue, Rill ivy, ME 59102 (406) 259-7860 Urlesippatal/Grem River
4. Location of Well

Footages: 2210' FSL & ' IML county: Dtriesne
oo, sec.,T.,R.,M.: lW SWSectian 2, T9S, R17E Utah

11· CHECK APPROPRIATE BOXES TO INDICATENiTURE OF NOTICE, REPORT, OR OTHER DATA
NOTICE OF 1NTENT SUBSEQUENT REPORT

(BubmR in DupUcate) (Submit Original Form Only)

O Abandon O New Construction O Abandon O New Construction

O Repair casing O Pull or Alter Casing O Repair Casing O Pull or Atter casing
O Change of Plan• O Recomplet• O Change of Plans O Reperforate

O convertto injection O Reperforat• O convertto injection O Vent or Flare

O Fracture Treat or Acidize O Vent or Flare O Fracture Treat or Acidize O Water Shut-Off

O MultipleCompletion O Water Shut-Off O Other i Of .

O Other
Date of work completion

Approximate date work will start Report results of Multiple Completione and Recompletione to different reservoirs on WEU.
COMPLETlON OR RECOMPLETION REPORT AND LOG form.

* Must be accompanied by a cement verificationreport.

12. DESCRIBEPAOPOSED OR COMPLETEDOPERATloNS (Clearty state all pertinent details, and give pertinent dates. If well is directionally drilled, give subsurface locations and measured and true
vertical depths for all markers and zones pertinent to this work.)

3his m11 was sptil qn 2-12-°5 at 3 p.m.

Name A Sinnahne: ËObhie vas, Ehviramental Specialist Date: 2- -9

(This space for State use only)

(4\94) (See Instructions on Reverse

FORM o S OF UTAH

- , DIVISIONOF , GAS AND MINING
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(This space for State use only)

(4\94) (See Instructions on Reverse



STATEOF urAli MM
olvision or uit

.
GAs Ann NINING OPERATOR FB1Ct0D Ûil ÜiVisiCD OPERATOR ACCI. NO. " $69Û

EHTITY ACTION FORH - roRN 6 ADDRESS

Rillings, ME 59102
(406) 259--7860

ACTION CUlt0ENT HEW APl NUMBER WELLNAHE WFI\ \OCAT10V SPUD EFFECTIVECODE ENTITY NO. ENTITY NO. QQ SC TP RG COUHTY
,

. DATE DATE

A ||7'½? 43-013-31482 Balctm ltrumat State fl3-2
- NW 2 9S 17E Duchesne 2-12-95 2-12-95

WELL1 COMMENTS: En Ëu
Spud of a new æll.

O WELL2 COMHElllS:

WELL3 COHHENTS:

WELL 4 CUMHEllTS:

e
WELL5 C0MNENTS:

ACTl00 CODES(See Instructions on back of form)
A - Establish no.w entity for new well (single well only) /
D - Add new well to e×1sting entity (group or unit well) $lgnature '
C - Re-assign well from one existing entity to another existing entity
0 - Re-assign well from one existing entity to a new entity NWtOCy & tal gkhst
E - Other (explain in conments section) Title Date

110TE: Use COMMEnfsection to explain why each Action Code was selected. IAEE: 2-14-95 Phone No. (406 259-7860

STATEOF urAli MM
olvision or uit

.
GAs Ann NINING OPERATOR FB1Ct0D Ûil ÜiVisiCD OPERATOR ACCI. NO. " $69Û

EHTITY ACTION FORH - roRN 6 ADDRESS

Rillings, ME 59102
(406) 259--7860
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,

. DATE DATE
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ACTl00 CODES(See Instructions on back of form)
A - Establish no.w entity for new well (single well only) /
D - Add new well to e×1sting entity (group or unit well) $lgnature '
C - Re-assign well from one existing entity to another existing entity
0 - Re-assign well from one existing entity to a new entity NWtOCy & tal gkhst
E - Other (explain in conments section) Title Date

110TE: Use COMMEnfsection to explain why each Action Code was selected. IAEE: 2-14-95 Phone No. (406 259-7860



FORM e S ~ OF UTAH
DIVISION O , GAS AND MINING

S. Lease Designation and Serial Number:

Mr45555
0. If in lan, Allottee or Tdbo Name:SUNDRY NOTICES AND REPORTS ON WAL
7 nn Agreement Name:Do not use this form for proposals to drill new wells, deepen existing wells, or to reenter plugged and abandoned wells.

Use APPUCATlON FOR PERMIT TO DRIL1.OA DEEPEN form for such proposals.
L I

8. Well Name and Number:1. Type of Woll: OIL GAS O OTHER:
Paleræ Mnnot State ÆŒ2

2. Name af Operator.
er ' 9. API Well Number:

Fquitable resources Eberav Copany, Paletæ Oil Divisiæ 4¾13-31482
3. Address and Telephone Number: 10. Field and Pool, or Wildcat:

1601 lewLs Avenue, Billity, Mr 59102 (406) 259-7860 11rlesippatEd/Green River
4. Location of Well

Footages: 2210' FSL & 604' FWL county:
QQ, Soc.,T.,R.,M.:

NNSWSectiæ 2, 19S, R17E Utah
1· CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

NOTICE OF INTENT SUBSEQUENT REPORT
(Submit in Duplicate) (Submit Origirmi Form Only)

O Abandon O New Construction O Abandon O New Construction
O Repair casing O Pull or After casing O Repair casing O Pull or After casing
O Change of Plan• O Recomplet• O Change of Plans O Reperforate
O convertto injection O Reperforat• O convertto injection O Vent or Flare
O Fracture Treat or Acidize O Vent or Flare O Fracture Treat or Acidize O watershut-Off

O MultipleCompletion O Water Shut-Off g Other Report of First Productiæ
O Other

Date of work completion
3- 22-95

Approximate date work will start Report results of Multiple Completione and Recompletions to different reservoirs on WELL
COMPLETlON OR RECOMPLETION REPORT AND LOGform.

* Must be accompanied by a cement verification report.

12. DESCRIBEPADPOSEDOR COMPLETEDOPERATIONS(Clearty state all pertinent details, and give pertinent dates. II well is directionally drilled, give subsurface locations and measured and true
vertical depths for all markers and zones pertinent to this work.)

First productiæ æ this m11 was æ 3-22-95 at 12:15 p.m.

& Signature: Title: US Date: 3-2F)5

(This speos for State use onFy)

(4\94) (See Instructions on Beverse

FORM e S ~ OF UTAH

DIVISION O , GAS AND MINING
S. Lease Designation and Serial Number:

Mr45555
0. If in lan, Allottee or Tdbo Name:

SUNDRY NOTICES AND REPORTS ON WAL
7 nn Agreement Name:Do not use this form for proposals to drill new wells, deepen existing wells, or to reenter plugged and abandoned wells.

Use APPUCATlON FOR PERMIT TO DRIL1.OA DEEPEN form for such proposals.
L I
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QQ, Soc.,T.,R.,M.:
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1· CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

NOTICE OF INTENT SUBSEQUENT REPORT
(Submit in Duplicate) (Submit Origirmi Form Only)

O Abandon O New Construction O Abandon O New Construction
O Repair casing O Pull or After casing O Repair casing O Pull or After casing
O Change of Plan• O Recomplet• O Change of Plans O Reperforate
O convertto injection O Reperforat• O convertto injection O Vent or Flare
O Fracture Treat or Acidize O Vent or Flare O Fracture Treat or Acidize O watershut-Off

O MultipleCompletion O Water Shut-Off g Other Report of First Productiæ
O Other

Date of work completion
3- 22-95

Approximate date work will start Report results of Multiple Completione and Recompletions to different reservoirs on WELL
COMPLETlON OR RECOMPLETION REPORT AND LOGform.

* Must be accompanied by a cement verification report.

12. DESCRIBEPADPOSEDOR COMPLETEDOPERATIONS(Clearty state all pertinent details, and give pertinent dates. II well is directionally drilled, give subsurface locations and measured and true
vertical depths for all markers and zones pertinent to this work.)

First productiæ æ this m11 was æ 3-22-95 at 12:15 p.m.

& Signature: Title: US Date: 3-2F)5

(This speos for State use onFy)

(4\94) (See Instructions on Beverse



FORM8 APR? 6 1995STATEOF UTAH
DIVISION OF OIL, GAS ANDMINING •=asonarson an. ....as. ...

DN OFpit,.,GAS 55
WELL COMPLETION OR RECOMPLETION REPORTARlTÏÕÕ ""°^'°""°'"'""'"'

ta. TWË OF Wk.LL: ost. cas
wcLL war.l. Day Other 7. unir acascMs.97 Maus

k TYPE OF COMPLETION: D a
EL

OTORK O :'" O 2: O :L'...O Other 5- FARM & LEASE NAME
2. Naus or ersaaron Palcrxx1at StateFrµitable Resources Ebergy Ccupany, Palcron Oil Divisian s. war... no.
3. Anoassa or ortsataa ÑiS-2

1601 Inds Avenue, Rillings, MP 59102 (406) 259-7860
io. rsas.= sua root.... wasocar

4. LOCATION Or WELL (Report location Clearly and in accordance seitA any State requiremcata) NOTAt surfac. 2210' BEL& 604' IR 12. are.. x.. »..... 08 88.OCK ANg ggg¶gg
OR AREA

At top prod, interval reported below

W SWSection 2, 19S, R17EAt total depth

14. API NO. DATE tanuco 12. COONTT 13. aTarz43-013-31482 12-19-94 Duchesne Utah14. DATE 87UDDED 14. DATE T.D. KEACHr.D 17. DATE CDolyt.. (Ready to prod,) $$. ELET&TIOWS (Dr. EEE. AT. GE. ETC.) 19. ELET. CAalNGREAD2-12-95 2-20-95 3-22-95 RI-« • m 1 5077.1' GL
20. TOTAL DEFTE. MD & TTD 21. FLUG BACK T.D., MD A TYD 22. 17 NULTIPLC COMFL. 23. INTERVAL3 BOTART TOOL3 CABLE TOOLS

5850' 5753.75' n/a Surface - 3D \ n/a24. Paoouct.No INTsafat.(s), or Tais courLETIou-ror. soTTOM. NA tz (MD A.ND TTD) 25, WAa otazcTto.Nat.
suarar MAos4873' - 4166' Green Rivec
No

26. TTrz :LacTalc AND OTHER Loca non g -g IT
TAS WELL CORED TesO N ts.»-.....a,...s

IA iltl DRILL STEM TEST YUQ NO $$ew erwever sado;
28• CASING RECORD tReport all atringa act in seeft)

CASINC 3815 WEIGHT. 1.E./FT. DEPTS 3CT (MD) HOLE 318E CEMENTINC RECORD
AMOUNT PULI.ED8-5/8" 2A# 269.85' 12-1/4" 160 sxs Class "G" w/additives Nane5-1/2" 15,5# 5799.40' 7-7/8" 283 sxs Super "G" w/additives Nane

340 sxs 50-50 10Z w/addtives
29. LINER RECORD 30. TURING RECORD

ast: Tor (Mo) sortou (Mo) sacza cruzny scacan (noi stzz narra azz (un) racrza art (Mo)n/a 2-7/8" 4941.49' I n/a
II, TEATOKATION ascoan (Anterval, sure end number) 32. ACID. SHOT. FRACTURE. CEMENT SQUEEZE. ETC.r i

DEPTR INTENTAt, (MD) AMOUNT AND EIND OF M&TEEt1L OBED4864'-4873' (4 SPF) 4856' - 4873' Break dom w/2814 Aals 2%ICL wtr.4166'-4174' (4 SPF) Frac w/64,00Di/16/30 resh sand w/18,4384176'-4186' (4 SPF) pp1s 2%ICL gelled wtr.4105'-4147' (4 epF) (166' - 4197' 3087 ap1s 2%I€L wtr. Frac w/9'4,760//33.
PRODUCTION 16 SÛBPsh sonri w/26.AlA splo77 WT. yllevi strDATE riasT racDUCitaN raooucitoN Mzrnoo (floteing, gas lift, pumping-esac and type of pump) wzt.L aTATUa (Producing or3-22-95 1-1/2" Insert Rmp "'

ProducingDATE Of 35, a as restro c.n 31AL. CAS CF. WATER-BEL. GAS•OM

FLOW. TVIING FREad. CA3rgC Paz.1sunc CALCOLaTED OIL-Bak. CAS-MCf. WATER-Bat.. GIL CEAVITT-AFI (CCAA.)n/a n/a 24..oca .22.

58.31 N.M. 1.66 3434. DIEFOstTION Of Cas (Seid, used forfuci, rented, «fc.) TEST WITdr3agD BT
Used far fuel. Ihle Griffin33. t.isT OF ATTACBMEWT3

Nw
30. I hereby certify that the foregoing and attached lotormation is compicte and correct as determined from all available recorda

Regulatory and
3IGNED

' ËL t /?Ltl TITLE RwiratiiEntal Specialist DATE 4-2A-95

See Spaces for Additional Data on Reverse Side



1
DAILY OPERATING REPORT

BALÇRON MOWVMENT STATE #13-2
Location: NW SW Section 2, T9S, R17E

Duchesne County, Utah ---TIGHT HOLE---

2210 FSL & 604' FWL

PTD: 5,850' Formation: Green River

Undesignated Field
Elevations: 5077.1' GL
Contractor: Union Drilling #17
Operator: Balcron/EREC
Spud: 3 p.m. 2/12/95
Casing: 8-5/8", 24#, J-55 @ 269.85•

5-1/2", 15.5#, J-55 @ 5799.40'
Tubing: 2-7/8", 6.5#, J-55 @ 4941.49' KB

1-27/2-2-95 Build location.

2-6-95 Install pit liner.

2-13-95 TD: 291' (291') Day 1
Formation: Uintah
MW 8.4 VIS 26 pH 10

Present Operation: NU

MIRU. Set conductor pipe, NU air head, drill rat hole, drill surface
hole. Spud at 3 p.m. 2/12/95. Blow hole clean, TOOH. Run 8-5/8" surf
csg as follows:
Guide shoe .60'

1 jt 8-5/8" 24# shoe jt 43.35'
Insert Float ------

5 jts 8-5/8" 24#, J-55 215,90'
259.85'

Landing jt 10,00'
8-5/8" csg landed @ 269.85'
Cmt'd by Western w/160 sxs "G" w/2% CCL & 1/4#/sx Cello-Seal. 2 bb1s
cmt back to pit. Plug down @ 12:30 a.m.
DC: $11,429 CC: $27,252

2-14-95 TD: 1,250' (959') Day 2
Formation: Uintah
MW 8.4 VIS 26 pH 10

Present Operation: Drilling
Install well head, NU & test BOP & manifold to 2000# - OK. Test csg to
1500# - OK. TIH, drill cmt, survey, drill, change air head rubber &

drill ahead.
DC: $13,530 CC:
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BALÇRON MOWVMENT STATE #13-2
Location: NW SW Section 2, T9S, R17E

Duchesne County, Utah ---TIGHT HOLE---

2210 FSL & 604' FWL

PTD: 5,850' Formation: Green River

Undesignated Field
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BALÇRON MONUMENT STATE #13-2
Location: NW SW Section 2, T9S, R17E
Duchesne County, Utah ---TIGHT HOLE---

2-15-95 TD: 2,713' (1,463') Day 3
Formation: Green River

MW 8.4 VIS 26 pH 10
Present Operation: Drilling
Drill, survey, & clean on rig. BGG 2-4 units, CG 25-50 units.
DC: $19,087 CC: $59,869

2-16-95 TD: 3,802' (1,089') day 4

Formation: Green River

MW 8.4 VIS 26 pH 10

Present Operation: Drilling
Drill, survey, & clean on rig. BGG 2 to 4 units, CG 30 to 50 units.
DC: $14,655 CC: $74,524

2-17-95 TD: 4,216' (414') Day 5
Formation: Green River

MW 8.4 VIS 26 pH 10
Present Operation: Drilling
Load hole with fluid and circulate. TO for bit. Drill, survey, & clean
on rig.
DC: $10,000 CC: $84,524

2-18-95 TD: 4,772' (556') Day 6
Formation: Douglas Creek
MW 8.5 VIS 26 pH 10
Present Operation: Drilling
Drill, survey, & clean on rig.
DC: $8,339 CC: $92,863

2-19-95 TD: 5,322' (550') Day 7
Formation: Black Shale
MW 8.5 VIS 26 pH 10
Present Operation: Drilling
Drill, survey, & clean on rig.
DC: $8,758 CC: $101,621

2-20-95 TD: 5,850' (528') Day 8
Formation: B-Zone

MW 8.5 pH 10
Present Operation: Ream tight spot.
Drill, survey, clean on rig & circ for logs. Start trip out, tight spot
@ 5 stds out 5510'-5530'. Ream & trip back to btm.
DC: $8,562 CC:
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BALCRON MONUMENT STATE #13-2
Location: NW SW Section 2, T9S, R17E
Duchesne County, Utah ---TIGHT HOLE---

2-21-95 TD: 5,850' (0') Day 9
Formation: Green River

Present Operation: Fishing
Start trip out, tight spot still @ 5510', work up through tight spot
without pump. Derrick not tall enough to kelly up. Pull into tight
spot w/70 stds out. Could not get loose. 26 jts drill pipe & 30 drill
collars in hole. Had to free point & back off. Leave 3 drill collars
in hole. Btm 2 collars stuck. GIH w/fishing tools & go beside fish.
Touch top i time, cannot screw into fish. Start out of hole. Top of
fish @ 1335'+.

DC: $5,540 CC: $115,723

2-22-95 TD: 5,850' (0') Day 10

Formation: Green River

Present Operation: PU wash pipe.
TOOH & LD cut-lip sub & PU overshot, 7-3/8" OD. Had to slip & cut 350'
of bad drill line. TIH w/overshot & tag top of fish. Cannot get over
fish, can go beside fish approximately 30', TOOH. TIH w/knuckle jt, sub
above overshot. Could not get over fish, TOH & LD overshot & knuckle
jt. TIH w/cut-lip sub, 1 jt drill pipe, bent sub. Screw into fish,
could not circ. Beat down & jar up on fish 3-1/2 hrs, did not move
fish. Back off, leave 3 drill collars & 1 jt drill pipe in hole. TOH &
LD fishing tools. PU 4 jts wash pipe.
DC: $5,540 CC: $121,263

2-23-95 TD: 5,850' (0') Day 11

Formation: Green River
Present Operation: LD fishing tools.
TIHw/4 jts wash pipe. Get over fish & start working & reaming. 40'

above bit fish came loose & dropped. Wash to where bit was & TOH.
Stand wash pipe in derrick & TIH w/7-7/8" bit to 1500'. Didn't touch a
thing, TOOH & replace bit w/cut-lip sub. TIH, bridge @ 4500', no
problem. Circ polymer sweep out. Stop 10 stds out & circ polymer sweep
out. Stop 2 jts off fish & circ polymer sweep out. Screw into fish &
continue circ. Had to pull 50,000 over to start moving fish. First 20'
had to work 8 or 10 times, then free up. Chain out wet. Drag 10-20,000

@ 1300'-1500'. Start LD fishing tools.
DC: $5,690 CC:
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BALÇRON MONUMENTSTATE #13-2
Location: NW SW Section 2, T9S, R17E

Duchesne County, Utah ---TIGHT HOLE---

2-24-95 TD: 5,850' (0') Day 12
Formation: Green River
Present Operation: Run 5-1/2" csg.
LD all fishing tools & fish. TIH & did not find tight anywhere. Circ 3
polymer sweeps from TD & TOOH for logs. Log well. TIH, LD drill pipe &

drill collars. RU csg crew & start running 5-1/2" csg.
DC: $17,240 CC: $144,193

2-25-95 TD: 5,850' (0') Day 13

Formation: Green River
Present Operation: Move rig to 23-2.

Run 5-1/2" csg as follows:
Guide Shoe .60'

1 jt 5-1/2", 15.5# shoe jt 44.05'
Float collar 1.00'
128 jts 5-1/2" 15.5# J-55 5744.75'

5790.40'
Landing jt 9.00'
5-1/2" csg landed @ 5799.40'
PBTD @ 5753.75'
Cmt by Western w/283 sxs Super "G" w/47#/sx "G", 20#/sx POZ, 17#/sx CSE,
3% salt, 2% gel, 2%/sx HiSeal2, & 1/4#/sx Celloseal. Tail w/340 sxs 50-

50 POZ w/2% gel , 1/4#/sx Celloseal, & 2#/sx HiSeal2. Plug down @ 10
a.m. Set slips, ND BOP, clean mud tanks. Release rig @ 2 p.m. 2-24-95.

DC: $57,094 CC: $201,287

3-5-95 Completion
Dress up location, set rig anchors, MI tbg, move tank, MI rig pump &
tank. MIRU Cannon Well Service Rig #2. NU 5M well head, NU BOP. TIH
w/4-3/4" bit, csg scraper, & 187 jts 2-7/8" tbg. Tag PBTD @ 5758' KB.

Circ hole clean w/135 bb1s 2% KCL wtr. TOOH w/tbg & tools.
DC: $4,104 CC: $205,391

3-6-95 Completion
RU Schlumberger to run CBL & perf. Run CBL from PBTD @ 5758' KB to
1000' KB, cmt top @ 1238' KB. Perf 4856'-60' & 4864'-73' (4 SPF). RD

Schlumberger. TIH w/RBP, retrieving tool, 2-3/8" x 4' sub, HD packer,
2-3/8" x 2-7/8" cross over, SN, & 159 jts 2-7/8" tbg. SEt BP @ 4920'

KB, set packer @ 4817' KB, EOT @ 4825'. RU Western to do KCL break down
on above perfs w/2814 gals 2% KCL wtr. ATP 2400 psi, max 3300 psi. ATR
5.3 bpm, max 5.5 bpm. ISIP 1450 psi. Pumped 4 balls/bbl. RD Western.

Release packer & TOOH w/tbg & packer. SWIFN.
DC: $22,611 CC:
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BALÇRON MONUMENT STATE #13-2
Location: NW SW Section 2, T9S, R17E
Duchesne County, Utah ---TIGHT HOLE---

3-7-95 Completion
BP @ 4920'. RU Western to frac 4856'-60' & 4864'-73' w/64,000# 16/30
mesh sand w/18,438 gals 2% KCL gelled wtr. ATP 2400 psi, max 2800 psi.

ATR 30.4 bpm, max 33.2. ISIP 2300 psi, 5 min 1880 psi, 10 min 1600
psi, 15 min 1560 psi & 30 min 1370 psi. SWI. lk Open well up on forced
closure flow back @ .5 bpm, 1150 psi. 12 p.m. 1100 psi; 12:30 p.m. 945
psi; 1:00 p.m. 760 psi, 1:30 p.m. 625 psi; 2:00 p.m. 420 psi; 2:30 p.m.
300 psi, 3:00 p.m. 200 psi; 3:30 p.m. 100 psi, 4:00 p.m. 60 psi; 4:30
p.m. O psi. Flow back recovered 15 + 142 bbls = 157 BW. Recovered
small amount of sand in last 50 bb1s recovered, estimated 10# sand.
DC: $29,229 CC: $257,231

3-8-95 Completion
BP set @ 4920'. Flow back 40 BW & no sand. TIH w/retrieving tool, 2-

3/8" x 4' sub, HD packer, 2-3/8" x 2-7/8" cross over, SN, & 154 jts 2-
7/8" tbg. Tag sand @ 4742' KB, 114' above top perf. Circ down to BP @
4920' KB, set packer @ 4817' KB. Made 31 swab runs, recovered 35 BO &
126 BW. Last 2 runs, 45% oil & no sand. FL @ 2700' last 4 runs.
Release packer, tag sand @ 4911'. Circ down to BP @ 4920' KB. Used 60
BW to load hole. Release BP, reset BP @ 4245' KB. SWIFN.
DC: $2,120 CC: $259,351

3-9-95 Completion
BP set @ 4245' KB. TOOH w/tbg & packer. RU Schlumberger & perf 4166'-

74', 4176'-86', & 4195'-97' (4 SPF). RD Schlumberger. TIH w/retrieving
tool, 2-3/8" x 4' sub, HD packer, 2-3/8" x 2-7/8" cross over, SN, & 134
jts 2-7/8" tbg. Set packer @ 4141'KB, EOT 4147' KB. RU Western to do
KCL break down on 4166'-74', 4176'-86' & 4195'-97' w/3087 gals 2% KCL
wtr. ATP 2600 psi, max 2700 psi. ATR 6 bpm. ISIP 1700 psi. Pump 4
balls/bbl. TOOH w/tbg & packer. SWIFN. Load to recover on zone 4856'-
73 = 377 BW, on zone 4166'-97 70 BW.
DC: $4,991 CC:
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Location: NW SW Section 2, T9S, R17E

Duchesne County, Utah ---TIGHT HOLE---
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BALÇRON MONUMENT STATE #13-2
Location: NW SW Section 2, T9S, R17E
Duchesne County, Utah ---TIGHT HOLE---

3-10-95 Completion
BP set @ 4245' KB. RU Western to frac 4166'-74', 4176'-86' & 419'-97
w/94,760# 16/30 mesh sand & 26,418 gals 2% KCL wtr. ATP 2350 psi, max
2750 psi. ATR 31.5 bpm, max 32.3 bpm. ISIP 2300 psi, 5min 2100 psi, 10
min 1980 psi, 15 min 1800 psi & 30 min 1380 psi. Start forced closure
flow back. SI forced closure flow back, flow 15 bbls. RD Western.
Restart forced closure flow back, .5 bpm, 1370 psi CP.
TIME CP WTR TEMP BPM

9:30 1210 62°
.05

10:00 1210
62°

.05 No sand
10:30 1100

63°
.05 No sand

11:00 1085
64°

.05 No sand
11:30 970 67°

.05 No sand
12:00 910 69°

.05 Small amount sand
12:30 890 69°

.05
"

1:00 860 69°
.05 1/4 cup sand/5 gal wtr

1:30 790 70°
.05 1/2 cup sand/5 gal wtr

2:00 640 70°
.05

"
2:30 570 70°

.05 2 cup sand/5 gals wtr
3:00 510 69°

.05 1 cup sand/5 gals wtr
3:30 460 69°

.05 3 cup sand/5 gals wtr
4:00 330 "

.05 2 cup sand/5 gals wtr
4:30 240 "

.05 5 cup sand/5 gals wtr
5:30 110

68°
.05 2 cup sand/5 gals wtr

6:00 60 69°
.05

"

SWIFN. Flowed back 270 BW. Load to recover on zone 4856'-73 = 377 BW.
Load to recover on zone 4166'-97' = 414 BW. Total load to recover 791

BW.
DC: $36,146 CC: $300,488

3-11-95 Completion
BP @ 4245' KB. Flow back 65 BW, no sand. TIH w/retrieving tool, 2-3/8"
x 4' sub, HD packer, 2-3/8" x 2-7/8" cross over, SN, & 130 jts 2-7/8"
tbg. Tag sand @ 4012' KB, 154· of sand above top perf. Circ down to BP,
set packer @ 4141' KB. Made 29 swab runs, recovered 1 BO & 149 BW.
Last 3 runs FL @ 2800'. last 4 runs 2% oil, no sand last 7 runs. Gas
cut last 24 runs. SWIFN. Load to recover 4856'-73' = 377 BW, 4166'-971
= 200 BW, total 577 BW.
DC: $1,931 CC: $302,419

3-12-95 Completion
BP @ 4245' KB, packer @ 4141' KB. FL @ 850'. Made 41 swab runs, 40 BO
& 163 BW. FL @ 2900' last 3 runs. Oil 15% last 4 runs - good
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cut last 24 runs. SWIFN. Load to recover 4856'-73' = 377 BW, 4166'-971

= 200 BW, total 577 BW.
DC: $1,931 CC: $302,419

3-12-95 Completion
BP @ 4245' KB, packer @ 4141' KB. FL @ 850'. Made 41 swab runs, 40 BO
& 163 BW. FL @ 2900' last 3 runs. Oil 15% last 4 runs - good



7

SWIFN. Load to recover 4856'-73' = 377 BW, 4166'-97' = 37 BW, total 414
BW.
DC: $1,923 CC: $304,342

DAILY OPERATING REPORT

BALCRON MONUMENT STATE #13-2
Location: NW SW Section 2, T9S, R17E
Duchesne County, Utah ---TIGHT HOLE---

3-13-95 Completion
BP @ 4245' KB, packer @ 4141' KB. Tag fluid @ 1056'. Release packer,
tag sand @ 4231' KB. Circ clean down to BP @ 4245' KB, used 21 BW.

Release BP, TOOH w/tbg, packer & BP. TIH w/tbg production string as
follows:

LENGTH DEPTH KB

1 jt 2-7/8" J-55 6.5# tbg 30.82' 4941.49'
1 perf sub 2-7/8" x 3' 3.20' 4910.67'

1 SN 2-7/8" 1.10' 4907.47'
25 jts 2-7/8" J-55 6.5# 768.25' 4906.37'
1 tbg anchor 2-7/8" X 5-1/2" 2.35' 4138.22'
134 jts 2-7/8" J-55 6.5# 4127.87' 4135.87'
ND BOP, ND 5M well head, NU 3M well head. Set TA w/20" tension. Flush
tbg w/25 BW. TIH w/rod production string as follows:
1 - BHP 2-1/2" x 1-1/2" x 16' FWAC w/SM plunger & anti-lock valve
195 - 3/4" x 25' D-61 Plain rods
1 - 3/4" x 6' Pony
1 - 3/4" x 4' Pony
2 - 1-1/4" x 22' Polish Rod
Flush rods w/40 BW, pressure test BHP & tbg to 1000 psi - OK. RDMO.
Load to recover 4856'-73' = 377 BW, 4166'-97' = 123 BW. Total load to
recover 500 BW.
DC: $10,692 CC: $315,034

3-22-95 Start well pumping @ 12:15 p.m. 5.5 SPM, 84" stroke. Jim Walker will

be pumping.
DC: $1,260 CC:
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EQUITABLE• • RCES
ENERGYCOMPANY
BALCRON OIL DIVISION Office (406) 259-7860
1601 Lewis Avenue FAX: (406) 245-1365 O
Billings, MT 59102 FAX: (406) 245-1361

March 22, 1996

Utah Division of Oil, Gas and Mining
355 West North Temple
Salt Lake City, UT 84180 gjV OF ÛIL,

Gentlemen:

Effective April 1, 1996, our name will change from Equitable Resources

Energy Company, Balcron Oil Division to Equitable Resources Energy

Company. Attached is a sundry notice reflecting that change. To

simplify paperwork, I have done one sundry notice with copies for each

of the wells. To this letter I have attached a list of our wells for

your ease in filing the sundry notices in the well files. This should
be sufficient for your purposes.

I have the listings on a spreadsheet so if it would be easier for you to
have them sorted differently (for example, the Montana Board of oil and

Gas prefers them sorted by API number), please give me a call at (406)
259-7860, extension 240 and I would be glad to provide a list to your
specifications.

This change affects only our company name. The physical locations of

our offices and the personnel remain the same. We will be changing our

well signs and ask for your patience and cooperation as this will be

done as soon as possible but may take some time since we do have so many
properties at which to make the change.

If you have any questions, please do not hesitate to give me a call.

Sincerely,

Bobbie Schuman
Regulatory and

Environmental Specialist

/hs

EQUITABLE• • RCES
ENERGYCOMPANY
BALCRON OIL DIVISION Office (406) 259-7860
1601 Lewis Avenue FAX: (406) 245-1365 O
Billings, MT 59102 FAX: (406) 245-1361

March 22, 1996

Utah Division of Oil, Gas and Mining
355 West North Temple
Salt Lake City, UT 84180 gjV OF ÛIL,

Gentlemen:

Effective April 1, 1996, our name will change from Equitable Resources

Energy Company, Balcron Oil Division to Equitable Resources Energy

Company. Attached is a sundry notice reflecting that change. To

simplify paperwork, I have done one sundry notice with copies for each

of the wells. To this letter I have attached a list of our wells for

your ease in filing the sundry notices in the well files. This should
be sufficient for your purposes.

I have the listings on a spreadsheet so if it would be easier for you to
have them sorted differently (for example, the Montana Board of oil and

Gas prefers them sorted by API number), please give me a call at (406)
259-7860, extension 240 and I would be glad to provide a list to your
specifications.

This change affects only our company name. The physical locations of

our offices and the personnel remain the same. We will be changing our

well signs and ask for your patience and cooperation as this will be

done as soon as possible but may take some time since we do have so many
properties at which to make the change.

If you have any questions, please do not hesitate to give me a call.

Sincerely,

Bobbie Schuman
Regulatory and

Environmental Specialist

/hs



FORM e S OF UTAH

DIVISION OF , GAS AND MINING
5. Lease Designation and Serial Number:

See attached listing
0. If indian, Allottee of Tribe Name:

SUNDRY NOTICES AND REPORTS ON WELLS n/a
7. Unit Agreement Name:

Do not use this form for proposals lo ddll new wells, deepen existing wells, or to reenter plugged and abandoned well• See attached 1i sti ngUse APPUCATION FOR PERMfT TO DRILL OA DEEPEN form for such proposals.

8. Well Name and Number:2.vyp.«w.n: OIL GAS OTHER: See attached listing See attached listing
2. Name « Operator: B. API WellNumber:

See attached listingEquitable Resources Energy ComDanv. Balcron Oil Division
3. Address and Telephone Number: 10. Field and Pool, or Wildcat:

1601 Lewis Avenue Avenue; Billings, MT 59102 (406) 259-7860 See attached listing
4. Location d Well

Footages: See attached listing County: See attached list
OQ, Soc.,T.,R.M.: State: UTAH

it· CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
NOTICE OF INTENT SUBSEQUENT REPORT

(Submit in Duplicate) (Submit Original Form Only)

O Abandon O New Construction O Abandon O New Con6tfUCIIOR

O Repair Casing O Puli or After casing O RePair casing O Pull or Alter casing
O Change of Plans O Recomplet• O Change of Plans O Reperforate

O convertto injection O Reperforat• O convertto injection O Vent or Flare

O Fracture Treat or Acidize O Vent or Flare O Fracture Treat or Acidize O Water Shut-Off

O MultipleCompletion O Water Shut-Off g Other Operator name change
O Other

Date of work completion

Approximate date work will start Aeport results of Multiple Completione and Rooompletione to different reservoirs on WEU.
COMPLEDON OR RECOMPLETION REPORT AND LOG form.

* Must be accompanied by a cement verification report.

12. DESCRIBE PADPOSED OR COMPLETED OPERATlONS (Clearly state all pertinent detalls, and give pertinent dates. If well is directionally drilled, give subsurface locations and measured and true
vertical depths for all mariters and zones pertinent to this work.)

Effective April. 1, 1996, operator will change -its name from Equitable Resources
Energy Company, Balcron Oil Division TO: Equitable Resources Energy Company.
Physical location of the operator remains as: 1601 Lewis Avenue; Billings, MT 59102
(406) 259-7860, FAX: (406) 145-1361. This is to report the operator name change
only. It affects the wells on the attached listing.

* ' Regulatory and
Name&Signature: 4- Rie: Environmental Spedalist oat.: March 27 1996Bobble Schuman

(This spooe for State use only)

(4\94) (See Instructions on Reverse
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ronu r STATE OF UTAH

DIVISION OF OIL GAS AND MINING

REPORT OF WATER ENCOUNTERED DURING DRILLING

1. Well name and number. Ealetæ Ftmœnt State #13-2

API number: 4MS31

2. Well Location: QQ R Section 2 Township 9S Range 17E County Duchesne

3. Well operator: Fquitable Resources Ehery Copany, Ealcran Oil Divisian

Address: 1601 Iewis Aveme

Rillings, ME 59102 Phone: (406) 259-7860

4. OriffÍngCOntractOc Union Drilliag

Address: M 40

Buckhaman, W 26201 Phone: (NYt) 477-4610

S. Water encountered (attach additional pages as needed):

DEPTN VOLUME QUALITY

FROM TO (FLOW RATE OR HEAD) (FRESH OR SALTY)

No meassurable wter eEcountec11

during drilling opetatians.

6. Formation tops: See Geological Report subirittM caparately

if an analysis has been made of the water encountered, please attach a copy of the repo<t to this form.

I hereby certify that this report is true and omplete to the best of my knowledge. Date: 4-2h-95

Name & Signature: We M, ¿¿ D i t//LX 7- Title: Regulataty ard Ehvim1œntal

9 •
ronu r STATE OF UTAH

DIVISION OF OIL GAS AND MINING
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' (Ib til
EOUIPHENT INVENTORY

UTAH DIVISION OF DIL, GAS AND MINING
STATE OF UTAH

Operator: EQUITABLE RESOURCESLease: State: Y Federal: Indian: Fee:

Well Name: BALCRON HONUMENT ST. #13-2 API Number: 43-013-31482

Section:_2_ Township:_98.Range:17E.County: DUCHESNE Field: UNDESIGNATED

Well Status: POW Well Type: Oil: YES Gee:

PRODUCTION LEASE EQUIPHENT: (NUHBER)

Boiler(s): N Compressor(s): N Separator(s): ¾ Dehydrator(s): N

Shed(s): N Line Heater(s): N Heated Separetorfalt N VRU: N

Hester Treater(s): (1)

PUNPS:

Triplex: Chemical: Y Centrifugal: (1)

LIFT METHOD:

Pumpjack: Y Hydraulic: Submersible: Flowing:

GAS EQUIPHENT: (NUMBER)

Purchase Meter: N Sales Meter: N

TANKS: NUMBER SI2E

011 Storage Tank(s): YES 2-400'S W/BURN BBLS

Water Tank(s): YES 1-150 IN PIT BBLS

Power Water Tank: BBLS

Condensate Tank(s): BBLS

Propane Tank: (1)

Central Battery Location: (IF APPLICABLE)

Otr/Qtr: Section:___ Township:___ Range:

REMARKS: RUNNING ON CASING GAS. NO HETERING OR SALES. CENTRIFUGAL IS

FOR HEAT TRACE SYSTEM (GLYCOL IS HEATED BY EXHAUST FROM MOTOR).

Inspector: DENNIS L. INGRAM Date:

' (Ib til
EOUIPHENT INVENTORY
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(Iþ (il
Division of Gil, Gas and Miriing
OPERATORCHANGEHORKSHEET "°" =

i 7-SJ

Attach all documentation received by the division regarding this change. 2 58-FIL

Initial each listed item when completed. Write N/A if item is not applicable. 3 GI
4

O Change of Operator (well sold) O Designation of Agent 5

O Designation of Operator REr0peratorMlame £hange Only IL

The operator of the well(s) listed below has changed (EFFECTIVE DATE: 4-1-96 )

TO (new operator) EQUITABLE RESOURCES ENERGY COEROM(former operator) EQUITABLE RESOURCES ENERGY C(
(address) 1601 LEWIS AVE (address) BALCRON OIL DIVISION

BILLINGS MT 59102-4126 1601 LEWIS AVE
BILLINGS MT 59102-4126

phone (406 )259-7860 phone (406 )259-7860

account no. N9890 account no. N9890

Hell(s) (attach additional page if needed):

Name:**SEE ATTACHED** API:0 i Entity: Sec_Twp_Rng_ Lease Type:
Name: API: Entity: Sec___Twp _Rng___ Lease Type:
Name: API: Entity: Sec Twp___Rng_ Lease Type:
Name: API: Entity: Sec___Twp___Rng___ Lease Type:
Name: API: Entity: Sec___Twp___Rng

_
Lease Type:

Name: API: Entity: Sec___Twp___Rng
_

Lease Type:
Name: API: Entity: Sec___Twp___Rng Lease Type:

OPERATORCHANGEDOCUMENTATION

-1. (Rule R615-8-10) Sundry or other legal documentation has been received from former
operator (Attach to this form). (g// //47¿ ; V4-fg

2. (Rule R615-8-10) Sundry or other legal documentation has been received from new operator
(Attach to this form).

3. The Department of Commerce has been contacted if the new operator above is not currently
operating any wells in Utah. Is company registered with the state? (yes/no) If
yes, show company file number: .

4. (For Indian and Federal Hells ONLY) The BLM has been contacted regarding this change
(attach Telephone Documentation Form to this report). Make note of BLM status in
comments section of this form. Management review of Federal and Indian well operator
changes should take place prior to completion of steps 5 through 9 below.

L5. Changes have been entered in the Öil and Gas Information System (Hang/IBM) -Far-eaeh-we‡4

e 6. Cardex file has been updated for each well listed above. (lC//-Ýá)
7. Hell file labels have been updated for each well listed above. ($Ly-îá)

8. Changes have been included on the monthly "Operator, Address and Account Changes" memo
for distribution to State Lands and the Tax Commission. (it/p,f

9. A folder has been set up for the Operator Change file, and a copy of this page has been
placed there for reference during routing and processing of the original documents.

- OVER

(Iþ (il
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(Iþ (Iþ '

OPERATOR CHANGENORKSHEET (CONTINUED) Initial each item when completed. Write N/A if item is not applicable.

REVeEHR615-8-7)

Entity assi nments have been reviewed for all wells listed above. Here
entity changes made? (yes/ o (If entity assignments were changed, attach gggigs of
Form 6, Entity Action Formr.

At 2. State Lands and the Tax Commission have been notified through normal procedures of
entity changes.

BO D VERIFICATION (Fee wells only)

1. (Rule R615-3-1) The new operator of any fee lease well listed above has furnished a
proper bond.

2. A copy of this form has been placed in the new and former operators' bond files.

¿ L 3. The former operator has requested a release of liability from their bond (yes/no) __.

Today's date 19 _. If yes, division response was made by letter
dated 19___.

LEASE INTERESTOHNER NOTIFICATION RESPONSIBILITY

1. (Rule R615-2-10) The former operator/lessee of any fee lease well listed above has been
notified by letter dated 19__ , of their responsibility to notify any
person with an interest in such lease of the change of operator. Documentation of such
notification has been requested.

2. Co e o do um nts have bee sent to4State Lands for changes involving State leases.

FI ING

1. All attachments to this form have been microfilmed. Date: 19 .

FILING

1. Copies of all attachments to this form have been filed in each well file.

2. The oEiginal of this form and the original attachments have been filed in the Operator
Change file.

COMMENTS

(Iþ (Iþ '

OPERATOR CHANGENORKSHEET (CONTINUED) Initial each item when completed. Write N/A if item is not applicable.
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FdRM 10 STATE OF UTAH

DIVISION OF OIL, GAS AND MINING Ne 8 og ll355 West North Temple, 3 Triad, Suite 350, Salt Lake City, UT 84180-1203 -
----.

MONTHLY OIL AND GAS PRODUCTION REPORT

OPERATOR NAME AND ADDRESS:
UTAH ACCOUNT NUMBER

N9890

BALCRON OIL DIVISION 3 | 96REPORT PERIOD (MONTH/YEAR)
EQUITABLE RESOURCES ENERGY
1601 LEWIS AVE
BI LL I NGS MT 59102-4126

AMENDED REPORT GIighlight Changes)

Well Name Producing Well Days Production Volumes
APINuniber Entity : 4 Zone status Oper OIL(BBL) GAS(MCF) WATER(BBL)
L/'BALCRONFEDERAL 31-SY

4,304732503 il&Bo OSS 18E 5 GRRV
e/AALCRON MONUMENTFEDERAL 21-25

4,304732528 11683 OSS 17E '25 GRRV
VRONUMENTFEDERAL 12-25

4304732526 11694 OSS 17E 25 GRRv
MONUMENTFEDERAL 32-25
#30473252411707 08& 17E 25 GRRV
MONUMENTFEDERAL 31-25
§30473253011716 98& 17E 25 GRRV
BALCRON FEDERAL 12-22Y

31331476 11717 945 17E 12 GRRVe/ALCRON
MONUMENTFEDERAL 33-25

304732525 -11729 OS$ 17E 25 GRRV
th0NUMENTFEDERAL 23-25
4)04732529 11730 -OSS 17E 25 GRRV

VËALCRON MONUMENTŠTATE 24-2
4304732612 11736 95 17E 2 GRRV

v/bALCRON MONUMENT$TATE 13-2
4)D)331482 11738 995 17E 2 GRRV

ALCRONMONUMENTSTATE 22-2
4304732610 11742 095 17E' 2 GRRV

t/bALCRON MONUMENTSTATE 12-2
4)01331480''1174§ 'OS$ '17E 2 GRRV

L/kALCRON FEDERAL 3l-19Y
4304732614 11751 09$ 18E 19 GRRV

TOTALS

X)MMENIS

hereby certify that this report is true and complete to the best of my knowledges Date

eme and Signature Telephone Number

(Iþ (Iþ
FdRM 10 STATE OF UTAH

DIVISION OF OIL, GAS AND MINING Ne 8 og ll355 West North Temple, 3 Triad, Suite 350, Salt Lake City, UT 84180-1203 -
----.

MONTHLY OIL AND GAS PRODUCTION REPORT

OPERATOR NAME AND ADDRESS:
UTAH ACCOUNT NUMBER

N9890

BALCRON OIL DIVISION 3 | 96REPORT PERIOD (MONTH/YEAR)
EQUITABLE RESOURCES ENERGY
1601 LEWIS AVE
BI LL I NGS MT 59102-4126

AMENDED REPORT GIighlight Changes)

Well Name Producing Well Days Production Volumes

APINuniber Entity : 4 Zone status Oper OIL(BBL) GAS(MCF) WATER(BBL)
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VRONUMENTFEDERAL 12-25

4304732526 11694 OSS 17E 25 GRRv
MONUMENTFEDERAL 32-25
#30473252411707 08& 17E 25 GRRV
MONUMENTFEDERAL 31-25
§30473253011716 98& 17E 25 GRRV
BALCRON FEDERAL 12-22Y

31331476 11717 945 17E 12 GRRVe/ALCRON
MONUMENTFEDERAL 33-25

304732525 -11729 OS$ 17E 25 GRRV
th0NUMENTFEDERAL 23-25
4)04732529 11730 -OSS 17E 25 GRRV

VËALCRON MONUMENTŠTATE 24-2
4304732612 11736 95 17E 2 GRRV

v/bALCRON MONUMENT$TATE 13-2
4)D)331482 11738 995 17E 2 GRRV

ALCRONMONUMENTSTATE 22-2
4304732610 11742 095 17E' 2 GRRV

t/bALCRON MONUMENTSTATE 12-2

4)01331480''1174§ 'OS$ '17E 2 GRRV
L/kALCRON FEDERAL 3l-19Y

4304732614 11751 09$ 18E 19 GRRV

TOTALS

X)MMENIS

hereby certify that this report is true and complete to the best of my knowledges Date

eme and Signature Telephone Number



UTAH

Balcron Monument Fed. #32-1J Monument Butte SW NE 1 95 16E Duchesne UT Oil Green River U-33992 43-013-31414 2143' FNL, 198T FEL Vernal JonahBalcron Monument Fed. #32-25 Undesignated SW NE 25 SS 17E Uintah UT Oil Green River U-67645 43-047-32524 1980' FNL, 1980' FEL VernalBalcron Monument Fed. #33-11J Monument Butte NWSE 11 9S 16E Duchesne UT Oli Green River U-096550 43-013-31451 1971' FSL, 2032' FEL Vemal JonahBalcronMonument Fed. #33-25 Undesignated NWSE 25 8S 17E Uintah UT Oil Green River U-67845 43-047-32525 209T FSL, 2067 FEL Vemal
Balcron Monument Fed. #33-6 Monument Butte NW SE 6 9S 17E Duchesne UT WIW Green River U-020252-A 43-013-31361 1832 FSL, 1829 FEL Vernal JonahBalcron Monument Fed. #33-8 Monument Butte NW SE 8 9S 17E Duchesne UT Oil Green River UTU-74108 43-013-31427 1980' FSL, 1980 FEL Vemal BelugaBalcron Monument Fed. #34-10J Monument Butte SW SE 10 9S 16E Duchesne UT WIW Green River U-017985 43-013-31416 592' FSL, 1979' FEL Vemal JonahBalcron Monument Fed. #34-25 Undesignated SW SE 25 8S 17E Uintah UT PND Green River U-47645 800' FSL, 2100' FEL VemalBalcron Monument Fed. #34-7 Monument Butte SW SE 7 9S 17E Duchesne UT PND Green River UTU-72106 43-013-31426 810' FSL, 1736' FEL Vemal
Balcron Monument Fed. #41-12J Monument Butte NE NE 12 9S 16E Duchesne UT Oil Green River UA4426 395' FNL, 476' FEL Vemal JonahBalcron Monument Fed. #41-14J Monument Butte NE NE 14 9S 16E Duchesne UT WIW Green River U-096550 43-013-31408 363' L, 600' FEL Vernal JonahBalcron Monument Fed. #41-15 Monument Butte NE NE 15 9S 16E Duchesne UT WIW Green River U-017985 3-0 3-31367 460' FNL500' FEL Vernal JonahBalcronMonument Fed. #41-17 Monument Butte NE NE 17 9S 17E Duchesne UT Oil Green River UTU-72106 3-0 3-31466 660' FNL, 660° FEL Vemal Beluga

O
Balcron Monument Fed. #41-26 Monument Butte NE NE 26 BS 17E Uintah UT PND Green River U-67845 43-047-32456 660° FNL500' FEL VemalBalcron Monument Fed. #42-11J Monument Butte SE NE 11 9S 16E Duchesne UT Oil Green River U-096550 43-013-30066 1992' FNL, 496' FEL Vemal JonahBalcron Monument Fed. #42-12J Monument Butte SE NE 12 9S 16E Duchesne UT Oil Green River U-035521 43-013-31486 2550' FNL, 391' FEL Vemal JonahBalcron Monument Fed. #42-14J Monument Butte SE NE 14 9S 16E Duchesne UT PND Green River U-096550 43-013-21491 1882' FNL, 773° FEL Vemal JonahBalcron Monument Fed. #42-17 Monument Butte SE NE 17 9S 17E Duchesne UT ¡Oil Green River UTU-72106 43-013-31467 1800° FNL,700' FEL Vernal BelugaBalcron Monument Fed. #42-18 Monument Butte SE NE 18 9S 17E Duchesne UT PND Green River UTU-72106 43-013-31433 1800' FNL,800' FEL VemalBalcron Monument Fed. #42-1) Monument Butte SE NE 1 9S 16E Duchesne UT WIW Green River U-40652 43-013-31404 2087 FNL, 692' FEL Vemal JonahBalcron Monument Fed. #42-26 Undesignated SE NE 26 SS 17E Uintah UT PND Green River U-67845 2100' FNL, 660' FEL VemalBalcron Monument Fed. #42-6 Monument Butte SE NE 6 9S 17E Duchesne UT WIW Green River U-020252-A 43-013-31364 1806' FNL, 921' FEL emal inahBalcron Monument Fed. #43-11) Monument Butte NE SE 11 9S 16E Duchesne UT WIW Green River U-096550 43-013-31002 212T FSL, 693' FEL Vemal JonahBalcron Monument Fed. #43-26 Undesignated NE SE 26 BS 17E Uintah UT PND Green River U-67845 1880' FSL, 379 FEL VemalBalcron Monument Fed. #43-7 Monument Butte NE SE 7 9S 17E Duchesne UT Oil Green River UTU-72106 43-013-31432 1850' FSL, 850' FEL Vernal BelugaBalcron Monument Fed. #44-1J Monument Butte SE SE 1 9S 16E Duchesne UT WIW Green River UA4426 43-013-31415 338' FSL, 859' FEL Vemal JonahBalcron Monument State #12-2 Undesignated SW NW 2 9S 17E Duchesne UT Oil Green River ML-45555 43-013-31481 1980' FNL,660' FWLBalcronMonument State #13-2 Undesignated NW SW 2 9S 17E Duchesne UT Oil Green River ML-45555 43-013-31482 2210' FSL, 604' FWLBalcron Monument State #14-2 Undesignated SW SW 2 9S 17E Duchesne UT Oil Green River ML-45555 43-013-31425 513' FSL, 78T FWLBalcron Monument State #21-2-9-17 Undesignated NE NW 2 9S 17E Uintah UT Oil Green River ML-45555 43-047-32703 821' FNL,218T FWLBalcron Monument State #22-2 Undesignated SE NW 2 9S 17E Uintah UT Oil Green River ML-45555 41447-32610 1980' FNL, 1980' FWLBalcron Monument State #23-2 Undesignated NE SW 2 9S 17E Uintah UT WSW Green River ML-45555 43-047-32613 1980' FSL, 1980' FWLBalcron Monument State #24-2 Undesignated SE SW 2 9S 17E Uintah UT Oil Green River ML-45555 43-047-32612 660' FSL, 1980° FWL

O Balcron Monument State #32-2 Undesignated SW NE 2 9S 17E Uintah UT PND Green River ML-45555 43-047-32609 1980' FNL, 1980' FELBalcron Monument State #34-2 Undesignated SW SE 2 9S 17E Uintah UT PND Green River MLA5555 43-047-32611 800' FSL, 1980° FEL
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DOGM SPEED LETTER $
To: Ed Bonner From: Don Staley

School & Institutional Trust Division of Oil, Gas & Mining

Lands Administration

Subject: Operator Change

MESSAGE Date April 26 19 96

Ed,

For your information, attached are copies of documents regarding an operator change on a state lease(s)

These companies have complied with our requirments. Our records have been updated. Bonding should

be reviewed by your agency ASAP.

Former Operator: Equitable Resources Energy Co., Balcron Oil Division (N9890)

New Operator: Equitable Resources Energy Co. (N9890)

Well(s): API: Entity: S-T-R: Lease:

NAME CHANGE ONLY

(See Attached Lists)

cc: Operator File Signed

REPLY Date 19

Signed

DOGM SPEED LETTER $
To: Ed Bonner From: Don Staley

School & Institutional Trust Division of Oil, Gas & Mining

Lands Administration

Subject: Operator Change

MESSAGE Date April 26 19 96

Ed,

For your information, attached are copies of documents regarding an operator change on a state lease(s)

These companies have complied with our requirments. Our records have been updated. Bonding should

be reviewed by your agency ASAP.

Former Operator: Equitable Resources Energy Co., Balcron Oil Division (N9890)

New Operator: Equitable Resources Energy Co. (N9890)

Well(s): API: Entity: S-T-R: Lease:

NAME CHANGE ONLY

(See Attached Lists)

cc: Operator File Signed

REPLY Date 19

Signed



October 7, 1997
RESOURCES INC.

Bureau of Land Management
Vernal District Office
170 South 500 East
Vernal, UT 84078

RE: Change of Operator
Duchesne & Vernal Counties, Utah

Dear Mr. Forsman:

Please find attached Sundry Notices and Reports on Wells for Change of Operator,

previously operated by Equitable Resources Energy Company for approval.

If you should have questions regarding this matter, please do not hesitate to contact me at

the number listed below.

Sincerely,

INLAND PRODUCTION COMPANY

Patsy Ba u

/pb
encls

475 Seventeenth Street, Suite 1500, Denver, CO 80202 • 303-292-0900 • FAX

October 7, 1997
RESOURCES INC.

Bureau of Land Management
Vernal District Office
170 South 500 East
Vernal, UT 84078

RE: Change of Operator
Duchesne & Vernal Counties, Utah

Dear Mr. Forsman:

Please find attached Sundry Notices and Reports on Wells for Change of Operator,

previously operated by Equitable Resources Energy Company for approval.

If you should have questions regarding this matter, please do not hesitate to contact me at

the number listed below.

Sincerely,

INLAND PRODUCTION COMPANY

Patsy Ba u

/pb
encls

475 Seventeenth Street, Suite 1500, Denver, CO 80202 • 303-292-0900 • FAX



FORM e S OF LITAH

DIVISIONOF OIL, GAS AND MINING
5. Laase Designauon and Serial Numt

See Attached
6. If Indian. Allottee or Tdbo Name:SUNDRY NOTICES AND REPORTS ON WELLS n/a
7. Unit Agreement Name:Do not use this form for proposals to ddll new wells, deepen existing wells, or to reenter plugged and abandoned wells.

Use APPUCATlON FOR PERMIT TO DRILLOR DEEPEN form for such proposals. See Attached
8. Well Name and Numben1. Type of Well: OIL GAS OTHER:

See Attached
2. Name of Operatoc o. API Well Numben

Inland Production Company nf T 1 2 $¶ See Attached
3. Address and Telephone Number: 10. Field and Pool, or Wildcat:

475 - 17th Street, Suite 1500, Denver, CO 80202 See Attached
4. Location of Well

Foot.o..: See Attached Exhibit county:
oa. see..T.,a.M.: stat.:

"· CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
NOTICE OF INTENT SUBSEQUENT REPORT

(Submit in Dupi6eate) (Submit Original Form Only)

O Abandon O New Construction O Abandon O New Construction
O Repair casing O Pull or Alter Casing O Repair Casing O Puli or Atter casing
O Change of Plans O Recomplete O Change of Plans O Reperforate
O convertto injection O RePerforate O convertto injection O Vent or Flare
O Fracture Treat or Acidize O ventor Flare O Fracture Treat or Acidize O Water Shut-Off

O Multiple Completion O Weter Shut-Off Other Change of Operator
g other Change of Operator

Date of work completion 9-30-97 '
Approximate date work will start Report results of Multiple Compietione and Recompietions to different reservoirs on WELL

COMPLETlON OA RECOMPLETION REPORT AND LOG form.
* Must be accompanied by a cement verification report.

12. DESCAIBE PADPOSED OR COMPLETED OPERAT1ONS (Clearty state all pertinent detaJis, and give pertinent dates. !! well is directionally drilled, give subsurface locations and measured and true
vertical depths for all markers and zones pettinent to this wode)

Effective September 30, 1997, Inland Production Company will take over operations of the
wells on the attachèd list. The previous operator was :

Equitable Resources Energy Company
1601 Lewis Avenue
Billings, MT 59102

Effective September 30, 1997, Inland Production Company is responsible under the terms
and conditions of the leases for operations conducted on the leased ig6'rTþónion
thereof under State of Utah Statewide Bond No. 4471291.

OCT1 0 1997

ase.....: y CHRISA.POTW1,ATTORNEY-IN-FACT o., 9 3D Ý7

©4) (See Instructions on Reveme

FORM e S OF LITAH

DIVISIONOF OIL, GAS AND MINING
5. Laase Designauon and Serial Numt
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StateWells

and Change of Operator

' WELL NAME LOCATION COUNTY STATE FIELD NAME API NUMBER LEASE

96ONUMENTSTATE #31-2CD NW NE 2 9S 17E UINTAH UT MONUMENT BUTTE (CD) 43-047-32563-00 ML-45555€ÕÑÜÑ\ËÑÏŠÌÄTE #325927 šWÑE 2 9S 17E Ü\ÑÌÃH UT UÑÕËŠÏÕNÄÏËÕÕ0 43-0Ä7-Ši737-00ML45555
1910NUMENTSTATE #11-2-91-17 NW NW 2 9S 17E DUCHESNE UT MONUMENT BUTTE (CD) 013-31685-00 ML45555
19ÍONUMENTSTATE #11-36Y W NW 368S 17E UINTAH UT MONUMENT BUTTE (CD 43-047-32764-00 ML-44555

ÏTÒNÜlÃÈÑÏBUTTESÏÃTE #12-2 ŠWÑW 2 9Š 17E ÒÜÕÑËŠÑËÜT ÑÕÈSnÑÄÌED (Ò 1 81 00
5¯Ši5

ÒNÜÑÏËÑÌËÜfTE STÃÏE #i3- ÑWŠW iÌÏŠ 17E ÜÕÑEŠÑ UNDESIGNATED (CD) 43-013-31482-00 ML-45555
v160ÑÜMENT BUTTESTATE #24-2 ŠËŠW 2 9S 17E UINTAH ÙNDESIGNATED (CD) 43-047-32612-00 MT-45555

MONUMENT BUTTE STATE #14-2 SW SW 2 9S 17E ÜÕ\TEŠN ÑÒËŠŠÑÃÌED (CÒ 43-013-31425-00 UTU45555
MONUMENT BUTTESTATE #22-2 SE NW 2 9S 17E UINTAH UT UNDESIGNATED (CD) 43-047-32610-00 UTU45555
¾ÏONUMENT S¯iATE #21-2-9-17 NW 2 9S 17E UINTAH ESIGÑATED (CD) 43-047-32703-00 L-45555

O
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and Change of Operator
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0 EQUlTABLERESOURCES
ENERGYCOMPANY
WESTERNREGION
(406) 259-7860 Telephone
(406) 245-1361 Fax

December 10, 1997

Lisha
State of Utah
Division of Oil, Gas and Mining
1594 West Noith Temple, Suite 1210
Box 145801
Salt Lake City, UT 84114-5801

Dear Lisha:

RE: Equitable Sale of Utah Properties

Effective September 30, 1997, Equitable Resources Energy Company sold all of its Utah

properties to Inland Production Company.

Please feel free to contact me if you require additional information.

Sincerely,

Molly Conra
Agent for Equitable Resources

Energy Company

2/10/199705: 15 1-406-6 164 CRAZY MTN O&G PAGE 02

0 EQUlTABLERESOURCES
ENERGYCOMPANY
WESTERNREGION
(406) 259-7860 Telephone
(406) 245-1361 Fax

December 10, 1997

Lisha
State of Utah
Division of Oil, Gas and Mining
1594 West Noith Temple, Suite 1210
Box 145801
Salt Lake City, UT 84114-5801

Dear Lisha:

RE: Equitable Sale of Utah Properties

Effective September 30, 1997, Equitable Resources Energy Company sold all of its Utah

properties to Inland Production Company.

Please feel free to contact me if you require additional information.

Sincerely,

Molly Conra
Agent for Equitable Resources

Energy Company



3/10/1997 05:15 1-406-6 164 CRAZY MTN O&G PAGE 01

CrazyMountain Oil &Gas Services
P.O. Box577
Laurel,MT 59044
(406) 628-4164
(406) 628-4165

TO:

PROM, MollyConrad
CrazyMountain Oil & Gas Services
(406) 628-4164

PagesAttached - Including CoverSheet
.

NOTE
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Ofvision of Oil, Gas and Mining Routi .

OPERATOR CHANGE WORKSHEET

Attach all documentation received by the division regarding this change. 3- R-SI V

Initial each listed item when completed. Write N/A if item is not applicable. 4-VI D 9-FILF,

BChange of Operator (well sold) O Designation of Agent
O Designation of Operator O Operator Name Change Only /

The operator of the well(s) listed below has changed, effective: 9-30-97

TO: (new operator) INLAND PRODUCTION COMPANY FROM: (old operator) EQUITABLE RESOURCES ENERGY
(address) Po Edx 1446 (addiess) C/O CRAZY MTN O&G SYS'S

ROOSEVELT UT 84066 PO BOX 577
LAUREL MT 59044

Phone: (801) 722-5103 Phone: (406) 628-4164

Account no. N5160 Account no.N9890

WELL(S) attach additional page if needed:
*CASTLE DRAN SEC. REC. UNIT

Name: STATE 16-2/GR API: 43-013-30552 Entity: 1451 S 16 y 98 R 17E Lease: ML3453B
Name: K JORGENSON 16-4/GR API: 43-013-30572 Entity: 1452 S

¯íõ¯

T 9S RK Lease: ML3453B
Name: HONUMENT 11-36-8-17Y/GIMPI: 43-047-32764 Entity: 12095 S 36 T 8S R 17E Lease: ML44305
Name: *MONUMENT 24-2/GR API: 43-047-32612 Entity: 11736 S 2 T 9S R 17E Lease: E45555
Name:*MONUMENT1,3-2(GR API:43-013-31482Entity:11738 S T 9S R Lease: ML45555
Name: *MONUMKNT 1A-2]GR API: 43-013-31481 Entity: 11745 S 2 T 9S R 17E Lease: ML45555
Name: *MONUMENT 21-2-9-17/GR API: 43- 47-32703 Entity: 11863 S T 9S R Lease: MLASSSS

OPERATOR CHANGE DOCUMENTATION

1. (r649-8-10) Sundry or other legal documentation has been received from the FORMER operator (attach to this
form). ( ') |p/g7)

C 2. (r649-8-10) Sundry or other legal documentation has been received from the NEW operator (Attach to this
form). / /egg

3. The Department of Commerce has been contacted if the new operator above is not currently operating any
wells in Utah. Is the company registered with the state? (yes/no) If yes, show company file number:

4. FOR INDIAN AND FEDERAL WELLS ONLY. The BLM has been contacted regarding this change. Make
note of BLM status in comments section of this form. BLM approval of Federal and Indian well operator
changes should ordinarily take place prior to the division's approval, and before the completion of steps 5
through 9 below.

5. Changes have been eptered in the Oil and Gas Information System (3270) for each well listed above.

6. Cardex file has been updated for each well listed above. (¡ ÿÿ

7. Well file labels have been updated for each well listed above. /2-/î-î7

C 8. Changes have been included on the monthly "Operator, Address, and Account Changes" memo for distribution
to Trust Lands, Sovereign Lands, UGS, Tax Commission,etc. (/g-¡ý,77)

9. A folder has been set up for the Operator Change file, and a copy of this page has been placed there for
referençe during routing and processing of the original documents,

dons\wpdocs\fonns\operchng
- OVER

Ofvision of Oil, Gas and Mining Routi .

OPERATOR CHANGE WORKSHEET

Attach all documentation received by the division regarding this change. 3- R-SI V

Initial each listed item when completed. Write N/A if item is not applicable. 4-VI D 9-FILF,

BChange of Operator (well sold) O Designation of Agent
O Designation of Operator O Operator Name Change Only /

The operator of the well(s) listed below has changed, effective: 9-30-97

TO: (new operator) INLAND PRODUCTION COMPANY FROM: (old operator) EQUITABLE RESOURCES ENERGY
(address) Po Edx 1446 (addiess) C/O CRAZY MTN O&G SYS'S

ROOSEVELT UT 84066 PO BOX 577

LAUREL MT 59044

Phone: (801) 722-5103 Phone: (406) 628-4164

Account no. N5160 Account no.N9890

WELL(S) attach additional page if needed:
*CASTLE DRAN SEC. REC. UNIT

Name: STATE 16-2/GR API: 43-013-30552 Entity: 1451 S 16 y 98 R 17E Lease: ML3453B
Name: K JORGENSON 16-4/GR API: 43-013-30572 Entity: 1452 S

¯íõ¯

T 9S RK Lease: ML3453B
Name: HONUMENT 11-36-8-17Y/GIMPI: 43-047-32764 Entity: 12095 S 36 T 8S R 17E Lease: ML44305
Name: *MONUMENT 24-2/GR API: 43-047-32612 Entity: 11736 S 2 T 9S R 17E Lease: E45555
Name:*MONUMENT1,3-2(GR API:43-013-31482Entity:11738 S T 9S R Lease: ML45555
Name: *MONUMKNT 1A-2]GR API: 43-013-31481 Entity: 11745 S 2 T 9S R 17E Lease: ML45555
Name: *MONUMENT 21-2-9-17/GR API: 43- 47-32703 Entity: 11863 S T 9S R Lease: MLASSSS

OPERATOR CHANGE DOCUMENTATION

1. (r649-8-10) Sundry or other legal documentation has been received from the FORMER operator (attach to this
form). ( ') |p/g7)

C 2. (r649-8-10) Sundry or other legal documentation has been received from the NEW operator (Attach to this
form). / /egg

3. The Department of Commerce has been contacted if the new operator above is not currently operating any
wells in Utah. Is the company registered with the state? (yes/no) If yes, show company file number:

4. FOR INDIAN AND FEDERAL WELLS ONLY. The BLM has been contacted regarding this change. Make
note of BLM status in comments section of this form. BLM approval of Federal and Indian well operator
changes should ordinarily take place prior to the division's approval, and before the completion of steps 5
through 9 below.

5. Changes have been eptered in the Oil and Gas Information System (3270) for each well listed above.

6. Cardex file has been updated for each well listed above. (¡ ÿÿ

7. Well file labels have been updated for each well listed above. /2-/î-î7

C 8. Changes have been included on the monthly "Operator, Address, and Account Changes" memo for distribution
to Trust Lands, Sovereign Lands, UGS, Tax Commission,etc. (/g-¡ý,77)

9. A folder has been set up for the Operator Change file, and a copy of this page has been placed there for
referençe during routing and processing of the original documents,

dons\wpdocs\fonns\operchng
- OVER



g O
OPERATOR CHANGE WORKSHEET (continued) - Initial each item when completed. Write N/A if item is not applicable.

TITY REV

- Entity assignments have been reviewed for all wells listed above. Were entity changes made?
o) If entity assignments were changed, attach copies of Form 6, Entity Action Form.

C 2. Trust Lands, Sovereign Lands, Tax Commission, etc., have been notified through normal procedures of entity
changes.

BOND VERIFICATION - (FEK-WELLS-ONLY) Tel-i,/s Ôfgo Sw/ Ÿÿ/M/ 'lÁËrÁlÝec.In

e 1. (r649-3-1) The NEW operator of any fee lease well listed above has furnished a proper bond.

2. A copy of this form has been placed in the new and former operator's bond files.

3. The FORMER operator has requested a release of liability from their bond (yes/no) , as of today's date
. If yes, division response was made to this request by letter dated

LEASE INTEREST OWNER NOTIFICATION OF RESPONSIBILITY

1. Copies of documents have been sent on to at Trust Lands for changes
involving State leases, in order to remind that agency of their responsibility to review for proper bonding.

2. (r649-2-10) The former operator of any fee lease wells listed above has been contacted and informed by letter
dated 19

_,

of their responsibility to notify all interest owners of this change.

FILMING

1. All attachments to this form have been microfilmed. Today's date:

FILING

1. Copies of all attachments to this form have been filed in each well file.

2. The original of this form, and the original attachments are now being filed in the Operator Change file.

g O
OPERATOR CHANGE WORKSHEET (continued) - Initial each item when completed. Write N/A if item is not applicable.

TITY REV
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STATE OF UfMI
olvision or 00 , GAS AND HINlNG OPERATOR INLAND PRODUCTION COMPANY n 5160
ENTITY ACTION FORH - FORH 6 ADDRESS

ACTION CUIN2ENT NEW APl NUHDER WELLNAME WEll LOCATIOH SPUO EFFECTIVECODE ENilTY NO. EtlTITY NO. QQ SC TP RG COUNTY DATE DATED 11736 12275 43-047-32612 MONUMENT 24-2 2 9S 17E UINTAH 9-30-97
WELL 1 COMMENTS *OPERATOR CHANGE FR EQUITABLE RES. EFF 9-30-97. (CASTLE DRAW SECONDARY RECOVERY UNIT)INLAND REQUESTS A COMHON ENTITY FOR WELLS WITHIN THE UNIT FOR TAI & REPORTING PURPOSES.

D 11738 12275 43-013-31482 MONUMENT13-2 2 9S 17E DUCHESNE 9-30-97
WELL 2 COHHEllf5:

D 11745 12275 43-013-31481 MONUMENT 12-2 2 9S 17E DUCHESNE ..
9-30-97

WELL 3 CUHNENTS:

D 11863 12275 43-047-32703 HONUMENT21-2-9-17 2 9S 17E UINTAH 9-30-97
WELL 61 COMNEllTS:

D 11878 12275 43-047-32563 MONUMENT 31-2-9-17CD 2 95 17E UINTAH 9-30-97
WELL 5 CUHNENTS:

ACTION CODES (See instructions on back of form)

L CORDOVA
L(DOGM)A - Estab\\sh new entity for new well (single well only) 'D - Add new well to existing entity (group or unit well) SignatureC - Re-assign well from one existing entity to another existing entity

ADMIN. ANALYST 12-19-970 - Re-assign well frein one existin0 entity to a new entityE - Other (explain in convnents section)
Title Oate '

NOTE: Use COHNEilT section to explain why each Action Code was selected. Phone No. ( )

STATE OF UfMI
olvision or 00 , GAS AND HINlNG OPERATOR INLAND PRODUCTION COMPANY n 5160
ENTITY ACTION FORH - FORH 6 ADDRESS
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D 11738 12275 43-013-31482 MONUMENT13-2 2 9S 17E DUCHESNE 9-30-97
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D 11745 12275 43-013-31481 MONUMENT 12-2 2 9S 17E DUCHESNE ..
9-30-97
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D 11863 12275 43-047-32703 HONUMENT21-2-9-17 2 9S 17E UINTAH 9-30-97
WELL 61 COMNEllTS:

D 11878 12275 43-047-32563 MONUMENT 31-2-9-17CD 2 95 17E UINTAH 9-30-97
WELL 5 CUHNENTS:

ACTION CODES (See instructions on back of form)

L CORDOVA
L(DOGM)A - Estab\\sh new entity for new well (single well only) 'D - Add new well to existing entity (group or unit well) SignatureC - Re-assign well from one existing entity to another existing entity

ADMIN. ANALYST 12-19-970 - Re-assign well frein one existin0 entity to a new entityE - Other (explain in convnents section)
Title Oate '

NOTE: Use COHNEilT section to explain why each Action Code was selected. Phone No. ( )
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DOGM SPEED LETTER

To: Ed Bonner From: Don Staley

School & Institutional Trust Division of Oil, Gas & Mining

Lands Administration

Subject: Operator Change

MESSAGE Date 1/5 19 98

Ed,

For your information, attached are copies of documents regarding an operator change on a state lease(s)

These companies have complied with our requirments. Our records have been updated. Bonding should

be reviewed by your agency ASAP.

Former Operator: Equitable Resources Energy (N9890)

New Operator: Inland Production Company (N5160)

Well(s): API: Entity: S-T-R: Lease:

(See attached list)

cc: Operator File Signd

REPLY Date 19

Signed

.

' O e
DOGM SPEED LETTER

To: Ed Bonner From: Don Staley

School & Institutional Trust Division of Oil, Gas & Mining

Lands Administration

Subject: Operator Change

MESSAGE Date 1/5 19 98

Ed,

For your information, attached are copies of documents regarding an operator change on a state lease(s)

These companies have complied with our requirments. Our records have been updated. Bonding should

be reviewed by your agency ASAP.

Former Operator: Equitable Resources Energy (N9890)

New Operator: Inland Production Company (N5160)

Well(s): API: Entity: S-T-R: Lease:

(See attached list)

cc: Operator File Signd

REPLY Date 19

Signed



' O O

Well(s): API: Entity: S-T-R: Lease:

State 16-2 43-013-30552 01451 16-9S-17E ML3453B

K Jorgenson 16-4 43-013-30572 01452 16-9S-17E ML3453B

Monument 11-36-8-17Y 43-047-32764 12095 36-8S-17E ML44305

Monument 24-2 43-047-32612 11736 2-9S-17E ML45555

Monument 13-2 43-013-31482 11738 2-9S-17E ML45555

Monument 12-2 43-013-31481 11745 2-9S-17E ML45555

Monument 21-2-9-17 43-047-32703 11863 2-9S-17E ML45555

Monument 31-2-9-17CD 43-047-32563 11878 2-9S-17E ML45555

Monument 11-2-9-17CD 43-013-31685 11995 2-9S-17E ML45555

Monument 32-2 43-047-32737 12000 2-9S-17E ML45555

Castle Draw 8-2 43-047-32842 99999 2-9S-17E ML45555

Castle Draw 1-2 43-047-32843 99999 2-9S-17E ML45555

Monument 14-2 43-013-31425 11656 2-9S-17E ML45555

Monument 22-2 43-047-32610 11742 2-9S-17E

' O O

Well(s): API: Entity: S-T-R: Lease:
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Monument 24-2 43-047-32612 11736 2-9S-17E ML45555

Monument 13-2 43-013-31482 11738 2-9S-17E ML45555
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Monument 32-2 43-047-32737 12000 2-9S-17E ML45555

Castle Draw 8-2 43-047-32842 99999 2-9S-17E ML45555

Castle Draw 1-2 43-047-32843 99999 2-9S-17E ML45555

Monument 14-2 43-013-31425 11656 2-9S-17E ML45555

Monument 22-2 43-047-32610 11742 2-9S-17E



RESOURCES INC.

January 8, 1998

Mr. Dan Jarvis
State of Utah
Division of Oil, Gas and Mining
P. O. Box 145801
Salt Lake City, Utah 84114-5801

RE: Permit Application for Water Injection Well
Balcron Monument State #13-2
Monument Butte Field, Lease #ML-45555
Section 2-Township 9S-Range 17E
Duchesne County, Utah

Dear Mr. Jarvis:

Inland Production Company herein requests the following approval(s):

1. Conversion of the Balcron Monument State #13-2 from a producing oil well to a water
injection well in the Monument Butte (Green River) Field;

2. Installation of an injection flowline. The injection facility is located at the Monument
State #14-2 well. The existing water injection line leaves the facility and proceeds in a
northerly direction to the Monument State #22-2 well. Inland proposes to install an
injection line that would tie into the existing line that would run approximately 660' in an
easterly direction, and would be a 3" coated steel pipe, buried 5' below the surface.

I hope you find this application complete; however, if you have any questions or require additional
information, please contact Debbie Knight at (303) 376-8117.

Sincer ,

Ke S.
Senior Reservoir Engineer

475 Seventeenth Street, Suite 1500, Denver, CO 80202 • 303-292-0900 • FAX
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INLAND PRODUCTION COMPANY

APPLICATION FOR APPROVAL OF CLASS II INJECTION WELL

BALCRON MONUMENT STATE #13-2

MONUMENT BUTTE FIELD (GREEN RIVER) FIELD

LEASE #ML-45555

JANUARY 7,

O O

INLAND PRODUCTION COMPANY

APPLICATION FOR APPROVAL OF CLASS II INJECTION WELL

BALCRON MONUMENT STATE #13-2

MONUMENT BUTTE FIELD (GREEN RIVER) FIELD

LEASE #ML-45555

JANUARY 7,
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SÍATE OF UTAH
DIVISION OF OIL, GAS AND MINING

APPLICATION FOR INJECTION WELL - UIC FORM 1

OPERATOR Inland Production Company
ADDRESS P.O. Box 790233 Vernal, UT 84079

Well Name and number: Balcron Monument State #13-2

Field or Unit name: Undesignated (Green River) 4;//, gy Lease No. ML-45555

Well Location: QQ NWSW section 2 township 9S range 17E county Duchesne

Is thisapplication for expansion of an existing project? . . . . . . . . . . . . . . Yes [ X ] No [ ]

Will the proposed well be used for: Enhanced Recovery? . . . . . . . . Yes [ X ] No [ ]
Disposal? .................. Yes[ ] No[X]
Storage? ....... ......... Yes[ ] No[X]

Is thisapplication for a new well to be drilled? . . . . . .. . . . . . . . Yes [ ] No [ X ]
If thisapplication is for an existing well,

has a casing test been performed on the well?. . . . . . . . . . . . . . . . . Yes [ X ] No [ ]
Date of test: 3/4/95
API number: 43-013-31482

Proposed injection interval: from 4166' to 4873'
Proposed maximum injection: rate 500 bpd pressure 1432 psig
Proposed injection zone contains [x] oil, [ ] gas, and/or [ ] fresh water within 1/2
mile of the well.

IMPORTANT: Additional information as required by R615-5-2 should
accompany thisform.

List of Attachments: Exhibits "A" through"G"

I certify that this report is true and complete to the best of my knowledg .

Name: Kevin S. Weller Signature
Title Senior Reservoir Engineer Date 1/8/98
Phone No. (303) 376-8131

(State use only)
Application approved by Title
Approval Date

SÍATE OF UTAH
DIVISION OF OIL, GAS AND MINING

APPLICATION FOR INJECTION WELL - UIC FORM 1

OPERATOR Inland Production Company
ADDRESS P.O. Box 790233 Vernal, UT 84079

Well Name and number: Balcron Monument State #13-2

Field or Unit name: Undesignated (Green River) 4;//, gy Lease No. ML-45555
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I certify that this report is true and complete to the best of my knowledg .
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(State use only)
Application approved by Title
Approval Date



BALCRON MONUMENT STATE #13-2
NW SW Sec.2 T9S R17E
Lease #ML-45555
Monument Butte Field
Duchesne County, Utah

RESOURCESINC.

Elev. - 507T GL
KB-508T KB (10') PROPOSED INJECTION DIAGRAM

DATE : 1/31/97 DZ

SURFACE CASING ACID JOB I BREAKDOWN JOB

SIZE: 8-5/8" 3/6/95 Westem 4856'-4873' : 2814 gal 2% KCl wtr
GRADE: J-55 wl 100 balls. no ball offbut ball action

WEIGHT: 24# ATR-5.3 bpm, ATP-2400, ISIP-1450

LENGTH: 259.85' (6 jts)
DEPTH LANDED: 269.85' KB 3/9/95 Westem 4166'-4197': 3087 gal 2% KCI wtr,

HOLE SlZE: 12-1/4" w/ 160 balls. No ball off, but action seen.
CEMENT DATA: 160 sxs class "G"+ 2% CCI + ATR-6.0 bpm,ATP-2600. ISIP-1700

1/4 #lsk celloseal

PRODUCTION CASING 270' KB FRAC JOB

SIZE: 5-1/2" 3/7/95 Westem 4856'-4873': 3000gal 2% KCI pad, 18,438 gal
GRADE: J-55 2% KCI w/ 64,000# 16/30 sand. Flush w/

WEIGHT: 15.5# 4998 gal 2% KCiwtr. ISIP-2300

LENGTH: 5790.4' (129 jts) ATP-2400, ATR-30.4 bpm, 5min-1880, 10min-

DEPTH LANDED: 5799.4' KB 1600, 15min-1560, 30min-1370.

HOLE SIZE: 7-7/8"
CEMENT DATA: 283 sxs super class "G" + (47 #"G" + 3/10/95 Westem 4166'-419T : 4400gal 2% KCI pad, 94,760#

17#CSE+1/4# celloseal+2# HiSeal + 16/30 sand wl 26,418 gal 2% KCI wtr. Flush w/
20# Poz)/sk + 3%salt + 2% gel 4074gal 2% KCI. ATR-31.5bpm, ATP-2350.

Tail w/ 340 sks 50-50 POZ + 2% gel + ISIP-2300, 5min-2100, 10min-1980, 15min-1800,

(1/4# celloseal+2#HiSeal)/sk 30min-1380

CEMENT TOP AT: 1238' KB

TUBING RECORD

SIZEIGRADE/WT.: 2-7/8" / 6.5# / J-55
NO. OF JOINTS: 134 jts (4127.87')

TUBINGANCHOR: trico 2.35' @4139.22'KB PERFORATION RECORD

NO. OF JOINTS: 25 jts (768.25')
SEATINGNIPPLE: 1.1' @4907.4TKB 3/6/95 Schlumberger 4856' - 4860' 4 SPF 4 ft 16 holes

PERF. SUB: 4.2 4864'- 4873' 4 SPF 9 ft 36 holes

MUD ANCHOR: 1 jt - 30.82' wl NC
STRING LENGTH: 4933.59' 3/9/95 Schlumberger 4166'-4174' 4 SPF 8 ft 32 holes

SN at: 4907.4T KB 4176'-4186' 4 SPF 10 ft 40 holes
4195'-419T 4 SPF 2 ft 8 holes

SUCKER ROD RECORD Packer set at 4116°

POLISHED ROD: 1-1/4" x 22' 4166'-74' & 4176'-86'
SUCKER RODS: one - 3/4" x 6' Pony 4195'-97'

195 - 3/4" x 25' D-61 Plain

4856'-60'
4864'-73'

TOTAL STRING LENGTH: 4903'
S.N. @4910' KB

PUMP SIZE: BHP 2-1/2 x 1-1/2 x 16' RHAC
wl SM plunger TRICO #1185 EOT - 4935' KB

PBTD @ 5754' KB
TD @ 5850'
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WORK PROCEDURE FOR INJECTION CONVERSION

1. Rig up hot oil truck to casing. Pump water. Unseat pump. Flush rods. Trip out of hole
with rods and pump.

2. Trip out of hole with tubing, breaking and doping every connection. Trip in hole with
packer and tubing. Rig up water truck to casing. Pump packer fluid. Set packer.

3. Test casing and packer.

4. Rig down, move
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REQUIREMENTS FOR INJECTION OF FLUIDS INTO RESERVOIRS

RULE R615-5-1

1. Operations to increase ultimate recovery, such as cycling of gas, the maintenance of
pressure, the introduction of gas, water or other substances into a reservoir for the purpose
of secondary or other enhanced recovery or for storage and the injection of water into any
formation for the purpose of water disposal shall be permitted only by order of the Board
after notice and hearing.

2. A request for agency action for authority for the injection of gas, liquified petroleum gas,
air, water or any other medium into any formation for any reason, including but not
necessarily limited to the establishment of or the expansion of waterflood projects, enhanced
recovery projects, and pressure maintenance projects shall contain:

2.1 The name and address of the operator of the project.

Inland Production Company
475 17thStreet, Suite 1500
Denver, Colorado 80202

2.2 A plat showing the area involved and identifying all wells, including all proposed
injection wells, in the project area and within one-half mile of the project area.

See Attachment A

2.3 A full description of the particular operation for approval is requested.

Approval is requested to convert the Balcron Monument State #13-2 from a producing oil
well to a water injection well in the Monument Butte (Green River) Field; and to install
an injection line. The injection facility is located at the Monument State #14-2 well. The
existing water injection line leaves the facility and proceeds in a northerly direction to the
Monument State #22-2 well. Inland proposes to install an injection line that would tie
into the existing line that would run approximately 660' in an easterly direction, and
would be a 3" coated steel pipe, buried 5' below the surface. See Attachment D.

2.4 A description of the pools from which the identified wells are producing or have
produced.

The proposed injection well will inject into the Green River Formation.

2.5 The names, description and depth of the pool or pools to be affected.

The injection zone is in the Douglas Creek Member of the Green River Formation. At
the Monument State #13-2 well, the proposed injection zone is from 4166'-4873' with
the top at 4166'. The confining stratum directly above and below the injection zone is
the Douglas Creek Member of the Green River Formation, with the Douglas Creek
Marker top at 4660'.

2.6 A copy of a log of a representative well completed in the pool.

The referenced log for the Balcron Monument State #13-2 is on file with the Utah
Division of Oil, Gas and
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2.7 A statement as to the type of fluid to be used for injection, its source and the

estimated amounts to be injected daily.

The type and source of fluid to be used for injection will be culinary water from the
Johnson Water District supply line. The average estimated injection of fluids will be at a
rate of 300 BPD, and the estimated maximum injection will be at a rate of 500 BPD.

2.8 A list of all operators and surface owners within one-half mile radius of the
proposed project.

See Attachment B.

2.9 An affidavit certifying that said operators or owners and surface owners within a
one-half mile radius have been provided a copy of the petition for injection.

See Attachment C.

2.10 Any additional information the Board may determine is necessary to adequately
review the petition.

Inland Production Company will supply any additional information requested by the Utah
Division of Oil, Gas and Mining.

4.0 Establish recovery projects may be expanded and additional wells placed on
injection only upon authority from the Board after notice and hearing or by
administrative approval.

This proposed injection well is on a State lease (Lease #ML-45555), in the Monument
Butte (Green River) Field and this request if for administrative
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REQUIREMENTS FOR CLASS II INJECTION WELLS INCLUDING WATER DISPOSAL,

STORAGE AND ENHANCED RECOVERY WELLS
SECTION V - RULE R615-5-2

1. Injection well shall be completed, equipped, operated, and maintained in a manner that will
prevent pollution and damage to any USDW, or other resources and will confine injected
fluids to the interval approved.

2. The application for an injection well shall include a properly completed Form DOGM-UIC-1
and the following:

2.1 A plat showing the location of the injection well, all abandoned or active wells
within a one-half mile radius of the proposed wells, and the surface owner and the
operator of any lands or producing leases, respectively, within a one-half mile radius
of the proposed injection well.

See Attachment A and B.

2.2 Copies of electrical or radioactive logs, including gamma ray logs, for the proposed
well run prior to the installation of casing and indicating resistivity, spontaneous
potential, caliper and porosity.

All logs are on file with the Utah Division of Oil, Gas and Mining.

2.3 A copy of a cement bond or comparable log run for the proposed injection well after
casing was set and cemented.

A copy of the cement bond log is on file with the Utah Division of Oil, Gas and Mining.

2.4 Copies of logs already on file with the Division should be referenced, but need not be
refiled.

All copies of logs are on file with the Utah Division of Oil, Gas and Mining.

2.5 A description of the casing or proposed casing program of the injection well and of
the proposed method for testing the casing before use of the well.

The casing program is 8-5/8", 24#, J-55 surface casing run to 269.85' GL, and the 5-1/2"
casing run from surface to 5799.4' KB. A casing integrity test will be conducted at the
time of conversion. See Attachment E.

2.6 A statement as to the type of fluid to be used for injection, its source and estimated
amounts to be injected daily.

The type and source of fluid to be injected is culinary water from the Johnson Water
District supply line. The estimated average rate of injection will be 300 BPD, and the
estimated maximum rate of injection will be 500 BPD.

2.7 Standard laboratory analysis of the fluid to be injected, the fluid in the formation
into which the fluid is being injected, and the compatibility of the fluids.

See Attachment F, F-1, and
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2.8 The proposed average and maximum injection pressures.

The proposed average injection pressure will be approximately 1100 psig and the
maximum injection pressure will not exceed 1432 psig.

2.9 Evidence and data to support a finding that the proposed injection well will not
initiate fractures through the overlying strata or a confining interval that could
enable the injected fluid or formation fluid to enter the fresh water strata.

The fracture gradient for the Balcron Monument State #l3-2, for proposed zones (4166' -

4873') averages approximately .73 psig/ft. The maximum injection pressures will be
limited so as not to exceed this gradient. A step rate test will be performed periodically
to ensure we are below parting pressure. The proposed maximum injection pressure is
1432 psig. See Attachment G, G-1, and G-2.

2.10 Appropriate geological data on the injection interval and confining beds, including
the geologic name, lithologic description, thickness, depth, and lateral extent.

In the Balcron Monument State #13-2, the injection zone (4166'-4873') is in the Douglas
Creek member of the Green River Formation. The reservoir is a very fine-grained
sandstone with minor interbedded shale streaks. The estimated average porosity is 13%.
The Douglas Creek member is composed of porous and permeable lenticular calcareous
sandstone and low porosity carbonates and calcareous shales. The porous and permeable
lenticular sandstone varies in thickness from 0-31', and are confined to the Monument
Butte Field. Outside the Monument Butte Field, the sandstone is composed of tight, very
fine, silty, calcareous sandstone, less than 3' thick. The stratum confming the injection
zone is composed of tight, moderately calcareous, sandy lucustrine shales. All of the
confming strata are impermeable, and will effectively seal off the oil, gas, and water of
the injection zone from any strata directly above or below it.

2.11 A review of the mechanical condition of each well within a one-half mile radius of
the proposed injection well to assure that no conduit exists that could enable fluids
to migrate up or down the wellbore and enter the improper intervals.

See Attachments E through E-8.

Additionally, the injection system will be equipped with high and low pressure shut down
devices that will automatically shut in injection waters if a system blockage or leakage
occurs. One way check valves will also ensure proper flow management. Relief valves
will also be utilized for high-pressure relief.

2.12 An affidavit certifying that a copy of the application has been provided to all
operators or owners, and surface owners within a one-half mile radius of the
proposed injection well.

See Attachment C.

2.13 Any other information that the Board or Division may determine is necessary to
adequately review the application.

Inland Production Company will supply any requested information to the Board or
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T9S, Ri7E, S.L.B.&M.

N89 30'20"W - 2647.59' (Meas.) N89 58'00"E -

2640.00° (G.L.O.)

y WELL LOCATION, BALCRON MONUMENT STATE
#13-·2, LOCATED AS SHOWN IN THE NW 1/4
SW 1/4 OF SECTION 2, T9S, R17E, S.L.B.&M.
DUCHESNE COUNTY, UTAH.

o

604' ŒLL LOCA170N.·
BALCRONMONUMENT
STA7E /13-2
ELEV UNGRADED GROUND = 5077.1' THIS IS TO CERTIFY THAT THE LT

PREPARED FROM FIELD NOTES
MADE BY ME OR UNDER MY
THE SAME ARE TRUE AND g TO THE Êß
MY K Al D BELLA

REG TRATION N 18
STA OF UTAH

\F TRISTATEIANDSURVEYING ING
S89 57'58"W - 2644.35 (Meos.) Y S89°59'00"E

- 2641.98' (Meas.) 38 EAST 100 NORTH, VERNAL, UTAH 84078
(801) 781-2501

= SECTION CORNERS LOCATED SCALE: 1" = 1000' SURVEYED BYG.S. S.S.

BASIS OF BEARINGS; G.L.O. DATED 1909 DATE: 11-21-94 WEATHER: COOL

BASIS OF ELEV; U.S.G.S. 7-1/2 min QUAD (PARIETTE DRAW SW)
NoTES: FILE
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EXHIBIT B
Page 1

Federal or Surface
Minerals Minerals State # & Grazing

Tract Land Description Ownership Leased By Expires Rights Leased By

1 Township 9 South, Range 17 East State Inland Production Company ML-45555 (Surface Rights)
Section 2: All HBP State

(Grazing Rights)
Strawberry River Livestock Inc.

2 Township 9 South, Range 17 East USA Wildrose Resources Corporation UTU-74871 (Surface Rights)
Section 3: Lot 1 USA

(Grazing Rights)
Strawberry River Livestock, Inc.

3 Township 9 South, Range 17 East USA Snyder Oil Corporation UTU-61252 (Surface Rights)
Section 3: Lots 2-4, S/2N/2 HBP USA

(Grazing Rights)
Strawberry River Livestock

EXHIBIT B
Page 1

Federal or Surface
Minerals Minerals State # & Grazing

Tract Land Description Ownership Leased By Expires Rights Leased By

1 Township 9 South, Range 17 East State Inland Production Company ML-45555 (Surface Rights)
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Strawberry River Livestock Inc.

2 Township 9 South, Range 17 East USA Wildrose Resources Corporation UTU-74871 (Surface Rights)
Section 3: Lot 1 USA
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Strawberry River Livestock, Inc.
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Section 3: Lots 2-4, S/2N/2 HBP USA
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Strawberry River Livestock



EXHIBIT B
Page 2

Federal or Surface
Minerals Minerals State # & Grazing

Tract Land Description Ownership Leased By Expires Rights Leased By

4 Township 9 South, Range 17 East USA Inland Production Company UTU-44004 (Surface Rights)
Section 3: N/2S/2 HBP USA

(Grazing Rights)
Strawberry River Livestock Inc.

5 Township 9 South, Range 17 East USA Inland Production Company UTU-75037 (Surface Rights)
Section 3: S/2S/2 Yates Petroleum Corporation HBP USA
Section 25: S/2S/2 (Grazing Rights)
Section 28: All Strawberry River Livestock Inc.
Section 29: SE/4SW/4
Section 31: Lots 2-4, E/2SW/4, W/2SE/4

6 Township 9 South, Range 17 East USA Cochrane Resources UTU-18043 (Surface Rights)
Section 10: E/2NE/4 G. W. McDonald HBP USA

(Grazing Rights)
Strawberry River Livestock
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O O
ATTACHMENT C

CERTIFICATION FOR SURFACE OWNER NOTIFICATION

RE: Application for Approval of Class II Injection Well
Balcron Monument State #13-2

I hereby certify that a copy of the injection application has been provided to all surface owners within a
one-half mile radius of the proposed injection well.

Signed:
land P uction Company
evi . Weller

Senior Reservoir Engineer

Sworn to and subscribed before me this 8th day of January , 1998.

Notary Public in and for the State of Utah: <¾ /A i

or cot

MyCommissionExpires

O O
ATTACHMENT C

CERTIFICATION FOR SURFACE OWNER NOTIFICATION

RE: Application for Approval of Class II Injection Well
Balcron Monument State #13-2

I hereby certify that a copy of the injection application has been provided to all surface owners within a
one-half mile radius of the proposed injection well.

Signed:
land P uction Company
evi . Weller

Senior Reservoir Engineer

Sworn to and subscribed before me this 8th day of January , 1998.

Notary Public in and for the State of Utah: <¾ /A i

or cot

MyCommissionExpires
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** BALCRON MONUMENT STATE #13-2
NW SW Sec.2 T9S R17E
Lease #ML-45555
Monument Butte Field
Duchesne County, Utah

RESOURCESINC.

Elev -507T GL
KB-5087'KB (10) WELLBOREDIAGRAM

DATE : 1/31/97 DZ

SURFACE CASING ACID JOB I BREAKDOWN JOB

SIZE: 8-5/8" 3/6/95 Westem 4856'-4873': 2814 gal 2% KCI wir
GRADE: J-55 w/ 100 balls. no ball off but ball action

WEIGHT: 24# ATR-5.3 bpm, ATP-2400, ISIP-1450

LENGTH: 259.85' (6 jts)
DEPTH LANDED: 269.85' KB 3/9/95 Westem 4166'-419T : 3087 gal 2% KCI wtr,

HOLE SIZE: 12-1/4" w/ 160 balls. No ball off, but action seen.
CEMENT DATA: 160 sxs class "G" + 2% CCI + ATR-6.0 bpm,ATP-2600, ISIP-1700

1/4 #lsk celloseal

PRODUCTION CASING 270' KB FRAC JOB

SIZE: 5-1/2" 3/7/95 Westem 4856'-4873': 3000gal 2% KCI pad, 18,438 gal
GRADE: J-55 2% KCl w/ 64,000# 16/30 sand. Flush w/

WEIGHT: 15.5# 4998 gal 2% KC1wtr. ISIP-2300

LENGTH: 5790.4' (129 jts) ATP-2400, ATR-30.4 bpm, Smin-1880, 10min-

DEPTH LANDED: 5799.4' KB 1600, 15min-1560, 30min-1370.

HOLE SIZE: 7-7/8"
CEMENT DATA: 283 sxs super class "G"+ (47 #"G" + 3/10/95 Westem 4166°-4197': 4400gal 2% KCI pad, 94,760#

17#CSE+1/4# celloseal+2# HiSeal + 16/30 sand w/ 26,418 gal 2% KCI wtr. Flush w/
20# Poz)/sk + 3%salt + 2% gel 4074gal 2% KCI. ATR-31.5bpm, ATP-2350,
Tail w/ 340 sks 50-50 POZ + 2% gel + ISIP-2300, 5min-2100, 10min-1980, 15min-1800,
(1/4# celloseal+2#HiSeal)/sk 30min-1380

CEMENT TOP AT: 1238' KB

TUBING RECORD

SIZEIGRADE/WT.: 2-7/8" / 6.5# I J-55
NO. OF JOINTS: 134 jts (4127.8T )

TUBING ANCHOR: trico 2.35' @4139.22'KB PERFORATION RECORD
NO. OF JOINTS: 25 jts (768.25')

SEATING NIPPLE: 1.1' @ 4907.4TKB 3/6/95 Schlumberger 4856'- 4860' 4 SPF 4 ft 16 holes
PERF. SUB: 4.2 4864'- 4873' 4 SPF 9 ft 36 holes

MUD ANCHOR: 1 jt - 30.82' w/ NC
STRING LENGTH: 4933.59' 3/9/95 Schlumberger 4166'-4174' 4 SPF 8 ft 32 holes

SN at: 4907.4T KB 4176'-4186' 4 SPF 10 ft 40 holes
4195'-4197' 4 SPF 2 ft 8 holes

SUCKER ROD RECORD

POLISHED ROD: 1-1/4" x 22' 4166'-74' & 4176'-86'
SUCKER RODS: one - 3/4" x 6' Pony 4195'-97'

195 -3/4" x 25' D-61 Plain

4856'-60°

4864'-73'
TOTAL STRING LENGTH: 4903'

S.N. @4910' KB
PUMP SIZE: BHP 2-1/2 x 1-1/2 x 16' RHAC

w/ SM plunger TRICO#1185 EOT - 4935' KB

PBTD @ 5754' KB
TD @ 5850'

** BALCRON MONUMENT STATE #13-2
NW SW Sec.2 T9S R17E
Lease #ML-45555
Monument Butte Field
Duchesne County, Utah

RESOURCESINC.

Elev -507T GL
KB-5087'KB (10) WELLBOREDIAGRAM

DATE : 1/31/97 DZ

SURFACE CASING ACID JOB I BREAKDOWN JOB

SIZE: 8-5/8" 3/6/95 Westem 4856'-4873': 2814 gal 2% KCI wir
GRADE: J-55 w/ 100 balls. no ball off but ball action

WEIGHT: 24# ATR-5.3 bpm, ATP-2400, ISIP-1450

LENGTH: 259.85' (6 jts)
DEPTH LANDED: 269.85' KB 3/9/95 Westem 4166'-419T : 3087 gal 2% KCI wtr,

HOLE SIZE: 12-1/4" w/ 160 balls. No ball off, but action seen.
CEMENT DATA: 160 sxs class "G" + 2% CCI + ATR-6.0 bpm,ATP-2600, ISIP-1700

1/4 #lsk celloseal

PRODUCTION CASING 270' KB FRAC JOB

SIZE: 5-1/2" 3/7/95 Westem 4856'-4873': 3000gal 2% KCI pad, 18,438 gal
GRADE: J-55 2% KCl w/ 64,000# 16/30 sand. Flush w/

WEIGHT: 15.5# 4998 gal 2% KC1wtr. ISIP-2300

LENGTH: 5790.4' (129 jts) ATP-2400, ATR-30.4 bpm, Smin-1880, 10min-

DEPTH LANDED: 5799.4' KB 1600, 15min-1560, 30min-1370.

HOLE SIZE: 7-7/8"
CEMENT DATA: 283 sxs super class "G"+ (47 #"G" + 3/10/95 Westem 4166°-4197': 4400gal 2% KCI pad, 94,760#

17#CSE+1/4# celloseal+2# HiSeal + 16/30 sand w/ 26,418 gal 2% KCI wtr. Flush w/
20# Poz)/sk + 3%salt + 2% gel 4074gal 2% KCI. ATR-31.5bpm, ATP-2350,
Tail w/ 340 sks 50-50 POZ + 2% gel + ISIP-2300, 5min-2100, 10min-1980, 15min-1800,
(1/4# celloseal+2#HiSeal)/sk 30min-1380

CEMENT TOP AT: 1238' KB

TUBING RECORD

SIZEIGRADE/WT.: 2-7/8" / 6.5# I J-55
NO. OF JOINTS: 134 jts (4127.8T )

TUBING ANCHOR: trico 2.35' @4139.22'KB PERFORATION RECORD
NO. OF JOINTS: 25 jts (768.25')

SEATING NIPPLE: 1.1' @ 4907.4TKB 3/6/95 Schlumberger 4856'- 4860' 4 SPF 4 ft 16 holes
PERF. SUB: 4.2 4864'- 4873' 4 SPF 9 ft 36 holes

MUD ANCHOR: 1 jt - 30.82' w/ NC
STRING LENGTH: 4933.59' 3/9/95 Schlumberger 4166'-4174' 4 SPF 8 ft 32 holes

SN at: 4907.4T KB 4176'-4186' 4 SPF 10 ft 40 holes
4195'-4197' 4 SPF 2 ft 8 holes

SUCKER ROD RECORD

POLISHED ROD: 1-1/4" x 22' 4166'-74' & 4176'-86'
SUCKER RODS: one - 3/4" x 6' Pony 4195'-97'

195 -3/4" x 25' D-61 Plain

4856'-60°

4864'-73'
TOTAL STRING LENGTH: 4903'

S.N. @4910' KB
PUMP SIZE: BHP 2-1/2 x 1-1/2 x 16' RHAC

w/ SM plunger TRICO#1185 EOT - 4935' KB

PBTD @ 5754' KB
TD @ 5850'



Monument State #11-2-9-17CD
Monument Butte
State ML-4555S
NW NW Section 2, T9S, R17E
634' FNL, 863' FWL
Duchesne County, Utah

RESOURCES INC.

Elev.GR - 5044' GL
Elev.KB - 5054' KB (10' KB) INJECTION DATE : 11/7/96 DZ

WELLBORE DIAGRAM

SURFACE CASING

CSG SIZE: 8-5/8"
GRADE: J-55

WEIGHT: 24#
LENGTH: 246'

DEPTH LANDED: 256' KB
HOLESIZE: 12-1/4"

CEMENT DATA: BJ Services: 160 sks.

256' KB

PRODUCTION CASING

CSG SIZE: 5-1/2" TOC @
GRADE: J-55 1910' KB

WEIGHT: 15.5#
LENGTH: 5429'

DEPTH LANDED: 5439' KB
HOLE SIZE: 7-7/8"

CEMENT DATA: BJ Services: 155 sks Super "G" w/
3% salt, 2% gel, 2#lsk Kolseal,
1/4#lsk Celloflake. Tail w/ 280 sks of
50/50 POZ wl 2% gel, 2#lsk Kolseal,
1/4#lsk Celloflakes.

CEMENT TOP AT: 1910' KB
PERFORATION RECORD
9/20/96 Schlumberger 4790'-4793' 6 Holes

4916'-4920' 5 Holes
4928'-4931' 5 Holes

TUBING 9/25/96 Schlumberger 4232'-4243' 4 SPF
4246'-4252' 4 SPF

SIZE/GRADElWT.: 2-7/8" Brd EUE/J-55/6.5# 4255'-4259' 4 SPF
NO. OF JOINTS: 128 Jts (3978.92')

SEATINGNIPPLE: 2-7/8"x1.10' 9/26/96 Schlumberger 4074'-4084' 4 SPF
ARROW SET 1 PACKER: 2-3/8"x5-1/2"x6.20'

PACKER LANDED AT: 3990' KB
Set WI ? tension

PACKER FLUID: 55 gallons Champion Cortron
2383 mixed w/ 62 bbis 2%
KCL water.

Arrow Set-1 Packer
3990' KB
4074'-4084'

4232'-4243'
4246'-4252'
4255'-4259'

4790'-4793'

E 4916'-4920'
4928'-4931'

PBTD @ 5391' KB
TD @ 5450'

Monument State #11-2-9-17CD

Monument Butte
State ML-4555S
NW NW Section 2, T9S, R17E
634' FNL, 863' FWL
Duchesne County, Utah

RESOURCES INC.

Elev.GR - 5044' GL
Elev.KB - 5054' KB (10' KB) INJECTION DATE : 11/7/96 DZ

WELLBORE DIAGRAM

SURFACE CASING

CSG SIZE: 8-5/8"
GRADE: J-55

WEIGHT: 24#
LENGTH: 246'

DEPTH LANDED: 256' KB
HOLESIZE: 12-1/4"

CEMENT DATA: BJ Services: 160 sks.

256' KB

PRODUCTION CASING

CSG SIZE: 5-1/2" TOC @
GRADE: J-55 1910' KB

WEIGHT: 15.5#
LENGTH: 5429'

DEPTH LANDED: 5439' KB
HOLE SIZE: 7-7/8"

CEMENT DATA: BJ Services: 155 sks Super "G" w/
3% salt, 2% gel, 2#lsk Kolseal,
1/4#lsk Celloflake. Tail w/ 280 sks of
50/50 POZ wl 2% gel, 2#lsk Kolseal,
1/4#lsk Celloflakes.

CEMENT TOP AT: 1910' KB
PERFORATION RECORD
9/20/96 Schlumberger 4790'-4793' 6 Holes

4916'-4920' 5 Holes
4928'-4931' 5 Holes

TUBING 9/25/96 Schlumberger 4232'-4243' 4 SPF
4246'-4252' 4 SPF

SIZE/GRADElWT.: 2-7/8" Brd EUE/J-55/6.5# 4255'-4259' 4 SPF
NO. OF JOINTS: 128 Jts (3978.92')

SEATINGNIPPLE: 2-7/8"x1.10' 9/26/96 Schlumberger 4074'-4084' 4 SPF
ARROW SET 1 PACKER: 2-3/8"x5-1/2"x6.20'

PACKER LANDED AT: 3990' KB
Set WI ? tension

PACKER FLUID: 55 gallons Champion Cortron
2383 mixed w/ 62 bbis 2%
KCL water.

Arrow Set-1 Packer
3990' KB
4074'-4084'

4232'-4243'
4246'-4252'
4255'-4259'

4790'-4793'

E 4916'-4920'
4928'-4931'

PBTD @ 5391' KB
TD @ 5450'



$ O BALCRON MONUMENT STATE #12-2
SW NW Sec.2 T9S R17E
Lease #ML-45555
Monument Butte Field
Duchesne County, Utah

RESOURCESINC.

Elev. -509T GL
KB - 600T KB (10') WELLBORE DIAGRAM

DATE : 7/20/95 vk

SURFACE CASING ACID JOB I BREAKDOWN JOB

SIZE: 8-5/8" 3/29/95 Westem 5266'-5306' : 2885 gal 2% KCI wtr

GRADE: J-55 w/ 100 balls. no ball off but ball action
WEIGHT: 24# ATR-5.8 bpm, ATP-2450, ISIP-1550

LENGTH: 261.55' (7 jts)
DEPTH LANDED: 272.55' KB 4/3/95 Westem 4924-4936': 3360 gal 2% KCI wtr,

HOLE SIZE: 12-1/4" w/100 balls. No ball off, but action seen.

CEMENT DATA: 160 sxs class "G"+ 2% CCI + ATR-6.0 bpm,ATP-3200, ISIP-1640

1/4#lsk celloseal
272 S' KB FRAC JOB

PRODUCTION CASING
3/30/95 Westem 5266'-5306': 2400gal 2% KCI pad, 20,034 gal

SIZE: 5-1/2" 2% KCI w/ 23,060# 20/40 & 41,460# 16/30

GRADE: J-55 sand, flush wl5263 gal 2% KCI wtr. ISIP-2300

WEIGHT: 15.5# ATP-2350, ATR-31.6 bpm, 5min-1740, 10min-

LENGTH: 5834.84' (140 jts) 1680, 15min-1610, 30min-1530.

DEPTH LANDED: 5845.48' KB
HOLE SIZE: 7-7/8" 4/3/95 Westem 4924'-4936': 2500gal 2% KCI pad, 59,020#

CEMENT DATA: 252 sxs super class "G" + (47 #"G" + 16/30 sand w/ 19,278 gal 2% KCl wtr. Flush wl
17#CSE+1/4# celloseal+2# HiSeal)/sk 4914gal 2% KCI. ATR-31.8bpm, ATP-2800,

+3%salt + 2%gel. Tail w/ 320 sks 50-50 POZ + ISIP-2480, 5min-1850, 10min-1610, 15min-1540,

2%gel + (1/4# celloseal+2#HiSeal)/sk 30min-1470

CEMENT TOP AT: 173T KB

TUBING RECORD

SIZE/GRADE/WT.: 2-7/8"l6.5#lJ-55
NO.OF JOINTS: 156jts (4852.26')

TUBING ANCHOR: trico 2.35' @4032.96'KB PERFORATION RECORD

NO. OF JOINTS: 15 jts (464.01')
SEATING NIPPLE: 1.1' @5329.72'KB 3/29/95 Cutter 5266' - 5268' 4 SPF 2 11 8 holes

PERF. SUB: 4.2' 5296' -5306' 4 SPF 10 ft 40 holes

MUD ANCHOR: 1 jt-28.8'w/NC
STRING LENGTH: 5352.72' 4/3/95 Cutter 4924' - 4936' 4 SPF 12 ft 48 holes

SN at: 5329.72' KB

SUCKERRODRECORD 4924'-4936'

POLISHED ROD: 1-1/4" x 22'
SUCKER RODS: three - 3/4" x 4' Pony

212 - 3/4" x 25' D-16 Plain 5266' - 5268'
5296' - 5306'

TOTAL STRING LENGTH: 5328'
S.N. @5330' KB

PUMPSIZE: BHP 2-1/2 x 1-1/2 x 16' RWAC
wl PA plunger TRICO#1104 EOT - 5363' KB

PBTD @ 5745' KB
TD @ 5800'

$ O BALCRON MONUMENT STATE #12-2

SW NW Sec.2 T9S R17E
Lease #ML-45555
Monument Butte Field
Duchesne County, Utah

RESOURCESINC.

Elev. -509T GL
KB - 600T KB (10') WELLBORE DIAGRAM

DATE : 7/20/95 vk

SURFACE CASING ACID JOB I BREAKDOWN JOB

SIZE: 8-5/8" 3/29/95 Westem 5266'-5306' : 2885 gal 2% KCI wtr

GRADE: J-55 w/ 100 balls. no ball off but ball action
WEIGHT: 24# ATR-5.8 bpm, ATP-2450, ISIP-1550

LENGTH: 261.55' (7 jts)
DEPTH LANDED: 272.55' KB 4/3/95 Westem 4924-4936': 3360 gal 2% KCI wtr,

HOLE SIZE: 12-1/4" w/100 balls. No ball off, but action seen.

CEMENT DATA: 160 sxs class "G"+ 2% CCI + ATR-6.0 bpm,ATP-3200, ISIP-1640

1/4#lsk celloseal
272 S' KB FRAC JOB

PRODUCTION CASING
3/30/95 Westem 5266'-5306': 2400gal 2% KCI pad, 20,034 gal

SIZE: 5-1/2" 2% KCI w/ 23,060# 20/40 & 41,460# 16/30

GRADE: J-55 sand, flush wl5263 gal 2% KCI wtr. ISIP-2300

WEIGHT: 15.5# ATP-2350, ATR-31.6 bpm, 5min-1740, 10min-

LENGTH: 5834.84' (140 jts) 1680, 15min-1610, 30min-1530.

DEPTH LANDED: 5845.48' KB
HOLE SIZE: 7-7/8" 4/3/95 Westem 4924'-4936': 2500gal 2% KCI pad, 59,020#

CEMENT DATA: 252 sxs super class "G" + (47 #"G" + 16/30 sand w/ 19,278 gal 2% KCl wtr. Flush wl
17#CSE+1/4# celloseal+2# HiSeal)/sk 4914gal 2% KCI. ATR-31.8bpm, ATP-2800,

+3%salt + 2%gel. Tail w/ 320 sks 50-50 POZ + ISIP-2480, 5min-1850, 10min-1610, 15min-1540,

2%gel + (1/4# celloseal+2#HiSeal)/sk 30min-1470

CEMENT TOP AT: 173T KB

TUBING RECORD

SIZE/GRADE/WT.: 2-7/8"l6.5#lJ-55
NO.OF JOINTS: 156jts (4852.26')

TUBING ANCHOR: trico 2.35' @4032.96'KB PERFORATION RECORD

NO. OF JOINTS: 15 jts (464.01')
SEATING NIPPLE: 1.1' @5329.72'KB 3/29/95 Cutter 5266' - 5268' 4 SPF 2 11 8 holes

PERF. SUB: 4.2' 5296' -5306' 4 SPF 10 ft 40 holes

MUD ANCHOR: 1 jt-28.8'w/NC
STRING LENGTH: 5352.72' 4/3/95 Cutter 4924' - 4936' 4 SPF 12 ft 48 holes

SN at: 5329.72' KB

SUCKERRODRECORD 4924'-4936'

POLISHED ROD: 1-1/4" x 22'
SUCKER RODS: three - 3/4" x 4' Pony

212 - 3/4" x 25' D-16 Plain 5266' - 5268'
5296' - 5306'

TOTAL STRING LENGTH: 5328'
S.N. @5330' KB

PUMPSIZE: BHP 2-1/2 x 1-1/2 x 16' RWAC
wl PA plunger TRICO#1104 EOT - 5363' KB

PBTD @ 5745' KB
TD @ 5800'



O BALCRON MONUMENTSTATE #22-2

SE NW Sec.2 T9S R17E
Lease #ML-45555

Monument Butte Field
Uintah County, Utah

RESOURCESINC.

Elev - 5047 GL
KB -5057' KB (10) INJECTION WELL COMPLETION DIAGRAM

DATE : 8/16/96 JZ

SURFACE CASING

SIZE: 8-5/8"
GRADE: J-55

WEIGHT: 24# PERFORATION RECORD

LENGTH: 261.25' (6 jts)
DEPTH LANDED: 271.25' KB 276.3' KB 3/20/95 Schlumberger 5222' - 522T 4 SPF 5 ft 20 holes

HOLE SIZE: 12-1/4" 5234' - 5242' 4 SPF 8 ft 32 holes
CEMENT DATA: 160 sxs class "G"+ 2% CCI +

1/4#lsk celloflake 3/23/95 Schlumberger 4881' - 4884' 4 SPF 3 ft 12 holes
4896' - 4905' 4 SPF 9 ft 36 holes

- UINTA FORMATION SURFACE to 1500'

PRODUCTION CASING

SIZE: 5-1/2"
GRADE: J-55

WEIGHT 15.5# - GREEN RIVER FORMATION 1500' - 5500'
LENGTH 5779.79' (138 jts)

DEPTH LANDED: 5788.79' KB
HOLE SIZE: 7-7/8"

CEMENT DATA: 285 sxs super class "G" + (47#G + 20#Poz A +

17# CSE+1/4 # celloseal+2# HiSeal)/sk +3%salt

+2%gel, tailwl 315 sk 50-50 POZ + 2%gel +

1/4 #Isk celloseal + 2 #lsk HiSeal 2
CEMENT TOP AT: 1310' KB

- DOUGLAS CREEK MEMBER 4650' - 5500'

TUBINGRECORD

KB: 10'
SIZEIGRADE/WT.: 2-7/8"/ J-55 / 6.5# RETRIEVALBLE CASING PACKER @ 4820' KB

153 jnts @4802.45'
SEAT NIPPLE : 2-7/8" X 1.10' 4881' - 4905'
CROSS OVER: 2-7/8" X 2-3/8" @0.42'

SEAT NIPPLE LANDED @ 4813.55' KB
RETRIEVABLE CSG PACKER 2-3/8"X 6.20'

MODEL : Arrow Set-1
PACKER LANDED @ 4820.17' KB 5222' - 5242'

Set packer wl 21" tension
Pumped 55 gals Champion Cortron-2383 packer fluid mixed wl 80 STB KCIwtr - WASATCH FORMATION TRANSITION 5500' - 6000'

Ran MIT on 7/30/96, pressure csg annulus to 1000 psig.
Test wittnessed & passed by Dan Jarvis (Utah OG&M). PBTD @ 5745' KB

TD @ 5798' KB

- WASATCH FORMATION 6000

O BALCRON MONUMENTSTATE #22-2

SE NW Sec.2 T9S R17E
Lease #ML-45555

Monument Butte Field
Uintah County, Utah

RESOURCESINC.

Elev - 5047 GL
KB -5057' KB (10) INJECTION WELL COMPLETION DIAGRAM

DATE : 8/16/96 JZ

SURFACE CASING

SIZE: 8-5/8"
GRADE: J-55

WEIGHT: 24# PERFORATION RECORD

LENGTH: 261.25' (6 jts)
DEPTH LANDED: 271.25' KB 276.3' KB 3/20/95 Schlumberger 5222' - 522T 4 SPF 5 ft 20 holes

HOLE SIZE: 12-1/4" 5234' - 5242' 4 SPF 8 ft 32 holes
CEMENT DATA: 160 sxs class "G"+ 2% CCI +

1/4#lsk celloflake 3/23/95 Schlumberger 4881' - 4884' 4 SPF 3 ft 12 holes
4896' - 4905' 4 SPF 9 ft 36 holes

- UINTA FORMATION SURFACE to 1500'

PRODUCTION CASING

SIZE: 5-1/2"
GRADE: J-55

WEIGHT 15.5# - GREEN RIVER FORMATION 1500' - 5500'
LENGTH 5779.79' (138 jts)

DEPTH LANDED: 5788.79' KB
HOLE SIZE: 7-7/8"

CEMENT DATA: 285 sxs super class "G" + (47#G + 20#Poz A +

17# CSE+1/4 # celloseal+2# HiSeal)/sk +3%salt

+2%gel, tailwl 315 sk 50-50 POZ + 2%gel +

1/4 #Isk celloseal + 2 #lsk HiSeal 2
CEMENT TOP AT: 1310' KB

- DOUGLAS CREEK MEMBER 4650' - 5500'

TUBINGRECORD

KB: 10'
SIZEIGRADE/WT.: 2-7/8"/ J-55 / 6.5# RETRIEVALBLE CASING PACKER @ 4820' KB

153 jnts @4802.45'
SEAT NIPPLE : 2-7/8" X 1.10' 4881' - 4905'
CROSS OVER: 2-7/8" X 2-3/8" @0.42'

SEAT NIPPLE LANDED @ 4813.55' KB
RETRIEVABLE CSG PACKER 2-3/8"X 6.20'

MODEL : Arrow Set-1
PACKER LANDED @ 4820.17' KB 5222' - 5242'

Set packer wl 21" tension
Pumped 55 gals Champion Cortron-2383 packer fluid mixed wl 80 STB KCIwtr - WASATCH FORMATION TRANSITION 5500' - 6000'

Ran MIT on 7/30/96, pressure csg annulus to 1000 psig.
Test wittnessed & passed by Dan Jarvis (Utah OG&M). PBTD @ 5745' KB

TD @ 5798' KB

- WASATCH FORMATION 6000



O O BALCRON MONUMENT STATE #23-2
NE SW Sec.2 T9S Ri7E
Lease #ML-45555
Monument Butte Field
Uintah County, Utah

RESOURCESINC.

Elev. - 5042' GL
KB-5052'KB (10) WELLBORE DIAGRAM

DATE : 7/20/95 vk

SURFACE CASING ACID JOB I BREAKDOWN JOB

SIZE: 8-5/8" none
GRADE: J-55

WEIGHT: 24#
LENGTH: 257.05' (6 jts)

DEPTH LANDED: 267' KB FRAC JOB

HOLE SIZE: 12-1/4"
CEMENT DATA: 170 sxs class "G"+ 2% CCI + none

1/4#lsk celloflake
26T KB

PRODUCTION CASING
SIZE: 5-1/2"

GRADE: J-55 CEMENT PLUGS

WEIGHT: 15.5#
LENGTH: 3452.3' (83 jts) PLUGBACK FOR WATER WELL :

DEPTH LANDED: 3461.63' KB
HOLE SIZE: 7-7/8" #1 5600'-5500' 52 sxs 100% excess on cement & all

CEMENT DATA: 208 sxs super class "G"+(41# class "G"+ #2 5101'-5001' 52 sxs cement class "G" w/ 1/4 #lsk
2O#Poz+17#CSE+1/4#celloseal+2#HiSeal)/sk #3 3888'-3788' 60 sxs Cello-seal + 1#lsk Hi-seal 2
+3%salt + 2%gel. Tail w/ 260 sks 50-50 POZ +

2%gel + (1/4# celloseal+2#HISeal)/sk

CEMENT TOP AT: 608' KB

TUBING RECORD

SIZE/GRADE/WT.: none
NO. OF JOINTS:

TUBINGANCHOR: PERFORATION RECORD

NO. OF JOINTS:
SEATING NIPPLE: 3/20/95 Schlumberger 2981'- 2988' 4 SPF 7 ft 28 holes

PERF. SUB: 2995'- 3030' 4 SPF 35 ft 140 holes

MUD ANCHOR: WATER BEARING ZONES
STRING LENGTH:

SN at:

2981'-2988'

SUCKER ROD RECORD 2995'-3030'

POLISHED ROD: none
SUCKER RODS:

PBTD @ 3422' KB
CASING LANDED@3462' KB

TOTAL STRING LENGTH:
PLUG #3 3888'-3788'

PUMP SlZE:

PLUG#2 5101'-5001'

PLUG #1 5600'-5500'

TD @ 5700'

O O BALCRON MONUMENT STATE #23-2
NE SW Sec.2 T9S Ri7E
Lease #ML-45555
Monument Butte Field
Uintah County, Utah

RESOURCESINC.

Elev. - 5042' GL
KB-5052'KB (10) WELLBORE DIAGRAM

DATE : 7/20/95 vk

SURFACE CASING ACID JOB I BREAKDOWN JOB

SIZE: 8-5/8" none
GRADE: J-55

WEIGHT: 24#
LENGTH: 257.05' (6 jts)

DEPTH LANDED: 267' KB FRAC JOB

HOLE SIZE: 12-1/4"
CEMENT DATA: 170 sxs class "G"+ 2% CCI + none

1/4#lsk celloflake
26T KB

PRODUCTION CASING
SIZE: 5-1/2"

GRADE: J-55 CEMENT PLUGS

WEIGHT: 15.5#
LENGTH: 3452.3' (83 jts) PLUGBACK FOR WATER WELL :

DEPTH LANDED: 3461.63' KB
HOLE SIZE: 7-7/8" #1 5600'-5500' 52 sxs 100% excess on cement & all

CEMENT DATA: 208 sxs super class "G"+(41# class "G"+ #2 5101'-5001' 52 sxs cement class "G" w/ 1/4 #lsk
2O#Poz+17#CSE+1/4#celloseal+2#HiSeal)/sk #3 3888'-3788' 60 sxs Cello-seal + 1#lsk Hi-seal 2
+3%salt + 2%gel. Tail w/ 260 sks 50-50 POZ +

2%gel + (1/4# celloseal+2#HISeal)/sk

CEMENT TOP AT: 608' KB

TUBING RECORD

SIZE/GRADE/WT.: none
NO. OF JOINTS:

TUBINGANCHOR: PERFORATION RECORD

NO. OF JOINTS:
SEATING NIPPLE: 3/20/95 Schlumberger 2981'- 2988' 4 SPF 7 ft 28 holes

PERF. SUB: 2995'- 3030' 4 SPF 35 ft 140 holes

MUD ANCHOR: WATER BEARING ZONES
STRING LENGTH:

SN at:

2981'-2988'

SUCKER ROD RECORD 2995'-3030'

POLISHED ROD: none
SUCKER RODS:

PBTD @ 3422' KB
CASING LANDED@3462' KB

TOTAL STRING LENGTH:
PLUG #3 3888'-3788'

PUMP SlZE:

PLUG#2 5101'-5001'

PLUG #1 5600'-5500'

TD @ 5700'



O O BALCRON MONUMENT STATE #24-2
SE SW Sec.2 T9S R17E
Lease #ML-45555
Monument Butte Field
Duchesne County, Utah

RESOURCESINC.

Elev. - 5042 GL
KB-5052'KB (10) WELLBOREDIAGRAM

DATE : 7/20/95 vk

SURFACE CASING ACID JOB I BREAKDOWN JOB

SIZE: 8-5/8" 2/27/95 Westem 5116'- 5124' : 2814 gal 2% KCI wtr

GRADE: J-55 w/ 64 balls. balled off,
WEIGHT: 24# ATR-5bpm, ATP-2600, ISIP-1900

LENGTH: 253.9' (6 jts)
DEPTH LANDED: 263.9' KB 3/2/95 Westem 4078'-4114' : 2856 gal 2% KCI wtr,

HOLE SIZE: 12-1/4" w/ 174 balls. Balled off.
CEMENT DATA: 160 sxs class "G" + 2% CCI + ATR-6bpm,ATP-3500, ISIP-1400

1/4#lsk celloflake
264' KB FRAC JOB

PRODUCTION CASING
3/27/95 Westem 5116'-24': 2000gal 2% KCI pad, 15,876 gal

SIZE: 5-1/2" 2% KCI w/ 17,740# 20/40 & 24,120# 16/30
GRADE: J-55 sand, flush w/ 5040 gal 2% KCI wtr. ISIP-2800

WEIGHT: 15.5# ATP-3270, ATR-30.0bpm, Smin-2230, 10min-

LENGTH: 5669.7T (135 jts) 2020, 15min-1860, 30min-1540.

DEPTH LANDED: 5678.77' KB
HOLE SIZE: 7-7/8" 3/2/95 Westem 4078'-4114' : 5000gal 2% KCI pad, 101,820#

CEMENT DATA: 230 sxs super class "G"+ (47# class "G"+ 16/30 sand wl 27,594gal 2% KCI wtr. Flush wl
20#Poz+17#CSE+1/4#celloseal+2#HiSeal)/sk 3990gal 2% KCI. ATR-29.8bpm, ATP-2250,
+3%salt + 2%gel. Tail w/ 223 sks 50-50 POZ+ ISIP-2500, Smin-2350, 10min-2180. 15min-1880

2%gel + (1/4# celloseal+2#HiSeal)/sk 30min-1570

CEMENT TOP AT: 1852' KB

TUBING RECORD

SIZEIGRADE/WT.: 2-7/8" / 6.5# I J-55
NO. OF JOINTS: 130 jts (4020.21')

TUBING ANCHOR: trico2.75' @4032.96'KB PERFORATION RECORD

NO. OF JOINTS: 36 jts (112.08')
SEATING NIPPLE: 1.1' @5162.14'KB 2/24/95 Schlumberger 5116'- 5124' 4 SPF 8 ft 32 holes

PERF. SUB: 4.15'
MUD ANCHOR: 1 jt - 31.5' w/ NC

STRING LENGTH: 5187.79' 3/2/95 Schlumberger 4078'- 4090' 4 SPF 12 ft 48 holes
SN at: 5162.14' KB 4104'- 4114' 4 SPF 10 ft 40 holes

SUCKER ROD RECORD
4078' - 4090'

POLISHED ROD: 1-1/4" x 22' 4104' - 4114'
SUCKER RODS: one - 3/4" x 2' Pony

one -3/4" x 4' Pony
one - 3/4" x 6' Pony
one - 3/4" x 8' Pony 5116' - 5124'
206 - 3/4" x 25' D-16 Plain

TOTAL STRING LENGTH: 5186' S.N. @5162' KB

PUMP SIZE: BHP 2-1/2 x 1-1/2 x 16' RWAC EOT - 5198' KB
w/ SM plunger TRICO #1048

PBTD @ 5745' KB
TD @ 5700'

O O BALCRON MONUMENT STATE #24-2
SE SW Sec.2 T9S R17E
Lease #ML-45555
Monument Butte Field
Duchesne County, Utah

RESOURCESINC.

Elev. - 5042 GL
KB-5052'KB (10) WELLBOREDIAGRAM

DATE : 7/20/95 vk

SURFACE CASING ACID JOB I BREAKDOWN JOB

SIZE: 8-5/8" 2/27/95 Westem 5116'- 5124' : 2814 gal 2% KCI wtr

GRADE: J-55 w/ 64 balls. balled off,
WEIGHT: 24# ATR-5bpm, ATP-2600, ISIP-1900

LENGTH: 253.9' (6 jts)
DEPTH LANDED: 263.9' KB 3/2/95 Westem 4078'-4114' : 2856 gal 2% KCI wtr,

HOLE SIZE: 12-1/4" w/ 174 balls. Balled off.
CEMENT DATA: 160 sxs class "G" + 2% CCI + ATR-6bpm,ATP-3500, ISIP-1400

1/4#lsk celloflake
264' KB FRAC JOB

PRODUCTION CASING
3/27/95 Westem 5116'-24': 2000gal 2% KCI pad, 15,876 gal

SIZE: 5-1/2" 2% KCI w/ 17,740# 20/40 & 24,120# 16/30
GRADE: J-55 sand, flush w/ 5040 gal 2% KCI wtr. ISIP-2800

WEIGHT: 15.5# ATP-3270, ATR-30.0bpm, Smin-2230, 10min-

LENGTH: 5669.7T (135 jts) 2020, 15min-1860, 30min-1540.

DEPTH LANDED: 5678.77' KB
HOLE SIZE: 7-7/8" 3/2/95 Westem 4078'-4114' : 5000gal 2% KCI pad, 101,820#

CEMENT DATA: 230 sxs super class "G"+ (47# class "G"+ 16/30 sand wl 27,594gal 2% KCI wtr. Flush wl
20#Poz+17#CSE+1/4#celloseal+2#HiSeal)/sk 3990gal 2% KCI. ATR-29.8bpm, ATP-2250,
+3%salt + 2%gel. Tail w/ 223 sks 50-50 POZ+ ISIP-2500, Smin-2350, 10min-2180. 15min-1880

2%gel + (1/4# celloseal+2#HiSeal)/sk 30min-1570

CEMENT TOP AT: 1852' KB

TUBING RECORD

SIZEIGRADE/WT.: 2-7/8" / 6.5# I J-55
NO. OF JOINTS: 130 jts (4020.21')

TUBING ANCHOR: trico2.75' @4032.96'KB PERFORATION RECORD

NO. OF JOINTS: 36 jts (112.08')
SEATING NIPPLE: 1.1' @5162.14'KB 2/24/95 Schlumberger 5116'- 5124' 4 SPF 8 ft 32 holes

PERF. SUB: 4.15'
MUD ANCHOR: 1 jt - 31.5' w/ NC

STRING LENGTH: 5187.79' 3/2/95 Schlumberger 4078'- 4090' 4 SPF 12 ft 48 holes
SN at: 5162.14' KB 4104'- 4114' 4 SPF 10 ft 40 holes

SUCKER ROD RECORD
4078' - 4090'

POLISHED ROD: 1-1/4" x 22' 4104' - 4114'
SUCKER RODS: one - 3/4" x 2' Pony

one -3/4" x 4' Pony
one - 3/4" x 6' Pony
one - 3/4" x 8' Pony 5116' - 5124'
206 - 3/4" x 25' D-16 Plain

TOTAL STRING LENGTH: 5186' S.N. @5162' KB

PUMP SIZE: BHP 2-1/2 x 1-1/2 x 16' RWAC EOT - 5198' KB
w/ SM plunger TRICO #1048

PBTD @ 5745' KB
TD @ 5700'



* O BALCRON MONUMENT STATE #14-2
SW SW Sec.2 T9S R17E
Lease #ML-45555
Monument Butte Field
Duchesne County, Utah

RESOURCESINC.
INJECTION WELL COMPLETION DIAGRAM

Elev -5066 GL
KB - 5076 KB (10 )

DATE : 8/16/96 JZ

SURFACE CASING

SIZE: 8-5/8"

GRADE: J-55

WEIGHT 24#
LENGTH 266.30' (6 jts) PERFORATION RECORD

DEPTH LANDED: 276.3'KB
HOLE SIZE: 12-1/4" 8/29/94 Schlumberger 5073' - 5080' 4 SPF (38") 7 ft 28 holes

CEMENT DATA 160 sxs class "G" + 2% cci +

1/4#lsk celloflake 9/6/94 Schlumberger 4756' - 4758' 4 SPF 2 ft 8 holes
276 3 KB 4760' - 4762' 4 SPF 2 ft 8 holes

4771' - 4781' 4 SPF 10 ft 40 holes

7/16/96 Cutters Wierline 4094' - 4100' 4 SPF 6 ft 24 holes

- UINTA FORMATION SURFACE to 1500'

PRODUCTION CASING

SIZE: 5-1/2"
GRADE: J-55

WEIGHT: 15 5#
LENGTH: 5762.35' (135 jts) - GREEN RIVER FORMATION 1500', 5500'

DEPTH LANDED: 5771.35' KB
HOLE SIZE: 7-7/8"

CEMENT DATA: 370 sxs super class "G" + (47#G + 20#Ron A +

17# CSE)/sk +3%salt + 2%gel +1/4 #lsk celloseal,
tail wl 242 sk 50-50 POZ + 2%ge! + 1/4 #lsk
celloseal + 2 #lsk HiSeal 2

CEMENT TOP AT: 860' KB

- DOUGLAS CREEK MEMBER 4650 - 5500'

RETRIEVABLBE CASING PACKER @ 4043' KB

TUBINGRECORD 4094' - 4100'

KB: 10'
SIZEIGRADElWT.: 2-7/8" / J-55 / 6.5#

128 jnts @4025.09' 4756' - 4781'
SEAT NIPPLE : 2-7/8" X 1.10'
CROSS OVER: 2-7/8"X 2-3/8" @0.37'

SEAT NIPPLE LANDED @ 4036.15' KB
RETRIEVABLE CSG PACKER 2-3/8" X 6.20' 5073' - 5080'

MODEL: Arrow Set-1
PACKER LANDED @ 4042.76' KB

Set packer w/ 18" tension - WASATCH FORMATION TRANSITION 5500' - 6000'

Pumped 55 gals Champion Cortron-2383 packer fluid mixed w/ 90 STB KCI wtr

Ran MIT on 7/30/96, pressure csg annulus to 1225 psig. PBTD @ 5734' KB
Test wittnessed & passed by Dan Jarvis (Utah OG&M). TD @ 5800' KB

- WASATCH FORMATION 6000

* O BALCRON MONUMENT STATE #14-2
SW SW Sec.2 T9S R17E
Lease #ML-45555
Monument Butte Field
Duchesne County, Utah

RESOURCESINC.
INJECTION WELL COMPLETION DIAGRAM

Elev -5066 GL
KB - 5076 KB (10 )

DATE : 8/16/96 JZ

SURFACE CASING

SIZE: 8-5/8"

GRADE: J-55

WEIGHT 24#
LENGTH 266.30' (6 jts) PERFORATION RECORD

DEPTH LANDED: 276.3'KB
HOLE SIZE: 12-1/4" 8/29/94 Schlumberger 5073' - 5080' 4 SPF (38") 7 ft 28 holes

CEMENT DATA 160 sxs class "G" + 2% cci +

1/4#lsk celloflake 9/6/94 Schlumberger 4756' - 4758' 4 SPF 2 ft 8 holes
276 3 KB 4760' - 4762' 4 SPF 2 ft 8 holes

4771' - 4781' 4 SPF 10 ft 40 holes

7/16/96 Cutters Wierline 4094' - 4100' 4 SPF 6 ft 24 holes

- UINTA FORMATION SURFACE to 1500'

PRODUCTION CASING

SIZE: 5-1/2"
GRADE: J-55

WEIGHT: 15 5#
LENGTH: 5762.35' (135 jts) - GREEN RIVER FORMATION 1500', 5500'

DEPTH LANDED: 5771.35' KB
HOLE SIZE: 7-7/8"

CEMENT DATA: 370 sxs super class "G" + (47#G + 20#Ron A +

17# CSE)/sk +3%salt + 2%gel +1/4 #lsk celloseal,
tail wl 242 sk 50-50 POZ + 2%ge! + 1/4 #lsk
celloseal + 2 #lsk HiSeal 2

CEMENT TOP AT: 860' KB

- DOUGLAS CREEK MEMBER 4650 - 5500'

RETRIEVABLBE CASING PACKER @ 4043' KB

TUBINGRECORD 4094' - 4100'

KB: 10'
SIZEIGRADElWT.: 2-7/8" / J-55 / 6.5#

128 jnts @4025.09' 4756' - 4781'
SEAT NIPPLE : 2-7/8" X 1.10'
CROSS OVER: 2-7/8"X 2-3/8" @0.37'

SEAT NIPPLE LANDED @ 4036.15' KB
RETRIEVABLE CSG PACKER 2-3/8" X 6.20' 5073' - 5080'

MODEL: Arrow Set-1
PACKER LANDED @ 4042.76' KB

Set packer w/ 18" tension - WASATCH FORMATION TRANSITION 5500' - 6000'

Pumped 55 gals Champion Cortron-2383 packer fluid mixed w/ 90 STB KCI wtr

Ran MIT on 7/30/96, pressure csg annulus to 1225 psig. PBTD @ 5734' KB
Test wittnessed & passed by Dan Jarvis (Utah OG&M). TD @ 5800' KB

- WASATCH FORMATION 6000



Pleasant Valley #33-2-H
Pleasant Valley
State ML-21843
NW NW Section 16, T9S, R17E
660' FNL, 659' FWL
Uintah County, Utah

RESOURCESINC.

Elev GR - 5044' GL
Elev KB - 5054' KB (10' KB) P&A DATE : 1/5/98 dek

WELLBORE DIAGRAM

SURFACE CASING

CSG SIZE: 9-5/8"
GRADE: K-55

WEIGHT: 36#
LENGTH: 290'

DEPTH LANDED: 290'
HOLE SIZE: 12-1/4" 290' KB

CEMENT DATA:

Circ 140 sx cement thru holes @ 375' and fill 5-1/2" &
375' KB 5-1/2" × 9-5/8" csg annulus w/cmt from 375' to surface

PRODUCTION CASING

CSG SIZE: 5-1/2"
GRADE: N-80

WEIGHT: 17#
LENGTH: 5429'

DEPTH LANDED: 6149'
CEMHENLED

T : 6 0 s

CEMENT TOP AT:

TUBING

SIZEIGRADElWT.:
NO. OF JOINTS: CIBP @3990, 10 sx cement on top

SEATING NIPPLE:
ARROW SET 1 PACKER:

PACKER LANDED AT:

PACKER FLUID:
5178'-5210

4790'-4797'

4161'-4171'
4085'-4093'

PBTD @ 6065' KB
TD @ 6150'

Pleasant Valley #33-2-H

Pleasant Valley
State ML-21843
NW NW Section 16, T9S, R17E
660' FNL, 659' FWL
Uintah County, Utah

RESOURCESINC.

Elev GR - 5044' GL
Elev KB - 5054' KB (10' KB) P&A DATE : 1/5/98 dek

WELLBORE DIAGRAM

SURFACE CASING

CSG SIZE: 9-5/8"
GRADE: K-55

WEIGHT: 36#
LENGTH: 290'

DEPTH LANDED: 290'
HOLE SIZE: 12-1/4" 290' KB

CEMENT DATA:

Circ 140 sx cement thru holes @ 375' and fill 5-1/2" &
375' KB 5-1/2" × 9-5/8" csg annulus w/cmt from 375' to surface

PRODUCTION CASING

CSG SIZE: 5-1/2"
GRADE: N-80

WEIGHT: 17#
LENGTH: 5429'

DEPTH LANDED: 6149'
CEMHENLED

T : 6 0 s

CEMENT TOP AT:

TUBING

SIZEIGRADElWT.:
NO. OF JOINTS: CIBP @3990, 10 sx cement on top

SEATING NIPPLE:
ARROW SET 1 PACKER:

PACKER LANDED AT:

PACKER FLUID:
5178'-5210

4790'-4797'

4161'-4171'
4085'-4093'

PBTD @ 6065' KB
TD @ 6150'



M nt Fed. #11-11-9-17Y
N Section 11, T9S, Ri7E
656' FNL & 741' FWL
Lease No.: U-65210
Monument Butte

RESOURCESINC. Duchesne County, Utah

Elev.GR - 5077' GL
Elev.KB - 5087' WELLBORE DIAGRAM DATE : 04/18/96 lac/ DZ

SURFACE CASING
ACID JOB IBREAKDOWN

CSG SIZE: 8-5/8" 4/22/96 4765'-4772' BJ Services:
GRADE: J-55 1764 gal KCL wtr, w/

WEIGHT: 24# 56 ball sealers, ball out.

LENGTH: 251.03 · ATP=1600 psi, ATR= 3.0 bpm

DEPTH LANDED: 261.03'KB ISIP=500psi.

HOLE SIZE:
CEMENT DATA: 160 sxs "G" + 2% CaCl2 4/26/96 4126'-4135' BJ Services:

+1/4#/sx cello flake 1806 gal 2% KCL wtr, w/
75 ball sealers, ball out.

PRODUCTION CASING 251.03· KB ATP=2250 psi, ATR= 4.0 bpm,
ISIP=1700 psi.

CSG SIZE: 5-1/2"

GRADE: J-55

WEIGHT: 15.5# FRAC JOB
LENGTH: 5679 .31· 4/23/96 4765'-4772BJ Services:

DEPTH LANDED: 5689.31'KB 15,288gal2%KCLwl
HOLE SIZE: 7-7/8" 35,924#16/30sand.

CEMENT DATA: Lead - 150 sxs "Super G" = 47#lsx poz ATP= 1700 psi, ATR=

+34#lsx BA-91 + 3% salt + 2% Gel + 2#lsx Toc o 20.0 bpm, ISIP=1900 psi,
Hi-seal2 + 1/4#lsx cello flake. Tail - 390 1730 ' KB 5 min.=1800 psi, 10 min.=

sxs 50/50 poz + 2% gel + 1/4#/sx cello seal 1650 psi, 15 min.=1560 psi,
+ 2#/sx Hi-seal2. 30 min.=1420 psi.

CEMENT TOP AT: 1730' KB
4/26/96 4126'-4135' BJ Services.

TUBING 14,742 gal. 2% KCL wtr, w/
41,500 # 16/30 sand.

SIZE/GRADE/WT.: 2-7/8" EUE / J-55 / 6.5# ATP= 2300 psi, ATR=

NO. OF JOINTS: 128 jts, (4089.74') 30.5 bpm, ISIP= 2250 psi,

TUBING ANCHOR: 2-1/2"x5-1/2" Trico (2.75') 5 min.= 1840 psi, 10 min.=

NO. OF JOINTS: 22 jts (717.94') 1660 psi, 15 min.= 1550 psi,

SEATING NIPPLE: 2-7/8" (1.10) 30 min.= 1420 psi.

PERFORATED SUB: 2-7/8"x4' (4.20')
MUD ANCHOR: 2-7/8"x 32.78' PERFORATION RECORD

STRING LENGTH: 4848.91' 4/22/96 Schlumberger 4765'-4772' 4 SPF

SN LANDED AT: 4821.53' KB
4/25/96 Schlumberger 4126'-4135' 4 SPF

4126'-4135' 4742'-4745' 4 SPF
SUCKER RODS 4747'-4753' 4 SPF

4742'-4745'
POLISHED ROD:

SUCKER RODS: 191- 3/4"x25' Plain D-54 4747'-4753'
1-1"x2' Pony w/ 2-1/2" guide
1- 1-1/2"x25' K-Bar 4765'-4772'
1- 1"x2' Pony w/ 2-1/2" guide

STRING LENGTH: SN LANDED @4821.53' KB
EOT LANDED @ 4858.91' KB

PUMP SIZE: 2-1/2"x1-1/2"x16'RHAC
w/ SM Plunger

PUMP NUMBER: Trico #1162 PBTD @ 5641' KB
STROKE LENGTH: 82 inches TD @ 5700' KB

PUMP SPEED, SPM: 8 SPM
PUMPING UNIT: Lufkin C320D-305-100

PRIME MOVER: Ajax E42- 8-1/2 x 10

LOGS: CBL w/ Gamma ray & Collars
Dual Laterolog w/ Linear correlation Gamma Ray
Litho-Density compensated neutron gamma

M nt Fed. #11-11-9-17Y
N Section 11, T9S, Ri7E
656' FNL & 741' FWL
Lease No.: U-65210
Monument Butte

RESOURCESINC. Duchesne County, Utah

Elev.GR - 5077' GL
Elev.KB - 5087' WELLBORE DIAGRAM DATE : 04/18/96 lac/ DZ

SURFACE CASING
ACID JOB IBREAKDOWN

CSG SIZE: 8-5/8" 4/22/96 4765'-4772' BJ Services:
GRADE: J-55 1764 gal KCL wtr, w/

WEIGHT: 24# 56 ball sealers, ball out.

LENGTH: 251.03 · ATP=1600 psi, ATR= 3.0 bpm

DEPTH LANDED: 261.03'KB ISIP=500psi.

HOLE SIZE:
CEMENT DATA: 160 sxs "G" + 2% CaCl2 4/26/96 4126'-4135' BJ Services:

+1/4#/sx cello flake 1806 gal 2% KCL wtr, w/
75 ball sealers, ball out.

PRODUCTION CASING 251.03· KB ATP=2250 psi, ATR= 4.0 bpm,
ISIP=1700 psi.

CSG SIZE: 5-1/2"

GRADE: J-55

WEIGHT: 15.5# FRAC JOB
LENGTH: 5679 .31· 4/23/96 4765'-4772BJ Services:

DEPTH LANDED: 5689.31'KB 15,288gal2%KCLwl
HOLE SIZE: 7-7/8" 35,924#16/30sand.

CEMENT DATA: Lead - 150 sxs "Super G" = 47#lsx poz ATP= 1700 psi, ATR=

+34#lsx BA-91 + 3% salt + 2% Gel + 2#lsx Toc o 20.0 bpm, ISIP=1900 psi,
Hi-seal2 + 1/4#lsx cello flake. Tail - 390 1730 ' KB 5 min.=1800 psi, 10 min.=

sxs 50/50 poz + 2% gel + 1/4#/sx cello seal 1650 psi, 15 min.=1560 psi,
+ 2#/sx Hi-seal2. 30 min.=1420 psi.

CEMENT TOP AT: 1730' KB
4/26/96 4126'-4135' BJ Services.

TUBING 14,742 gal. 2% KCL wtr, w/
41,500 # 16/30 sand.

SIZE/GRADE/WT.: 2-7/8" EUE / J-55 / 6.5# ATP= 2300 psi, ATR=

NO. OF JOINTS: 128 jts, (4089.74') 30.5 bpm, ISIP= 2250 psi,

TUBING ANCHOR: 2-1/2"x5-1/2" Trico (2.75') 5 min.= 1840 psi, 10 min.=

NO. OF JOINTS: 22 jts (717.94') 1660 psi, 15 min.= 1550 psi,

SEATING NIPPLE: 2-7/8" (1.10) 30 min.= 1420 psi.

PERFORATED SUB: 2-7/8"x4' (4.20')
MUD ANCHOR: 2-7/8"x 32.78' PERFORATION RECORD

STRING LENGTH: 4848.91' 4/22/96 Schlumberger 4765'-4772' 4 SPF

SN LANDED AT: 4821.53' KB
4/25/96 Schlumberger 4126'-4135' 4 SPF

4126'-4135' 4742'-4745' 4 SPF
SUCKER RODS 4747'-4753' 4 SPF

4742'-4745'
POLISHED ROD:

SUCKER RODS: 191- 3/4"x25' Plain D-54 4747'-4753'
1-1"x2' Pony w/ 2-1/2" guide
1- 1-1/2"x25' K-Bar 4765'-4772'
1- 1"x2' Pony w/ 2-1/2" guide

STRING LENGTH: SN LANDED @4821.53' KB
EOT LANDED @ 4858.91' KB

PUMP SIZE: 2-1/2"x1-1/2"x16'RHAC
w/ SM Plunger

PUMP NUMBER: Trico #1162 PBTD @ 5641' KB
STROKE LENGTH: 82 inches TD @ 5700' KB

PUMP SPEED, SPM: 8 SPM
PUMPING UNIT: Lufkin C320D-305-100

PRIME MOVER: Ajax E42- 8-1/2 x 10

LOGS: CBL w/ Gamma ray & Collars
Dual Laterolog w/ Linear correlation Gamma Ray
Litho-Density compensated neutron gamma



UNIC HEM RECE
P.O. Box 217 Office (801) 722-5066A Division of BJ Services

Roosevelt, Utah 84066 Fax (801) 722-5727

WATER ANALYSIS REPORT

Company INLAND Address Date 05-08-97

Source T ITySQy yrgTTTP Date Sampled 05-OR-07 · Analysis No.

Analysis mg/I(ppm) *Megli

1. PH 8.5
2. H,S (Qualitative) 0.5
3. Specific Gravity 1.001
4. Dissolved Solids 974
5. Alkalinity (CaCO,) Co, O ÷ 30 0 co,
6. Bicarbonate (HCO,) HCo, 490 ÷ 61 8 HCO,
7. Hydroxyl (OH) OH 0 ÷ 17 0 OH
8. Chlorides (Cf) Cl 7 i ÷ 35.5 2 ct
9. Sulfates (SO,) so, 130 ÷48 i SO,
10. Calcium (Ca) . Ca 48 ÷20 2 ca
11. Magnesium (Mg) MG 94 ÷ 12.2 2 Mg
12. Total Hardness (CaCO,) 990
13. Total fron (Fe) 37
14. Manganese

15. Phosphate Residuais

'Milli equivalents per liter

PROBABLE MINERAL COMPOSITION

Comoound Eauiv. wt X Maall = MS/1

2 ca « sco, 8 Ca(HCO2)2 81.04 9 Î Á9

CaSO4 68.07

2 Mg SO• 3 CaCl2 55.50

Mg(HCO2)2 73.17 7 146
Na FCI

Q Q MgSO4 60.19

Saturatlon Values Distilled Water 20°C MgC12 47.62

CaCO2 13 Mg/1 NaHCo, s4.oo 4 336

CaSO4 - 2H2O 2,090 Mg/1 Na2SO4 71.03 3 213

MgCO2 103 Mg/1 NaCI 58.46 2 117

UNIC HEM RECE
P.O. Box 217 Office (801) 722-5066A Division of BJ Services

Roosevelt, Utah 84066 Fax (801) 722-5727

WATER ANALYSIS REPORT

Company INLAND Address Date 05-08-97

Source T ITySQy yrgTTTP Date Sampled 05-OR-07 · Analysis No.

Analysis mg/I(ppm) *Megli

1. PH 8.5
2. H,S (Qualitative) 0.5
3. Specific Gravity 1.001
4. Dissolved Solids 974
5. Alkalinity (CaCO,) Co, O ÷ 30 0 co,
6. Bicarbonate (HCO,) HCo, 490 ÷ 61 8 HCO,
7. Hydroxyl (OH) OH 0 ÷ 17 0 OH
8. Chlorides (Cf) Cl 7 i ÷ 35.5 2 ct
9. Sulfates (SO,) so, 130 ÷48 i SO,
10. Calcium (Ca) . Ca 48 ÷20 2 ca
11. Magnesium (Mg) MG 94 ÷ 12.2 2 Mg
12. Total Hardness (CaCO,) 990
13. Total fron (Fe) 37
14. Manganese

15. Phosphate Residuais

'Milli equivalents per liter

PROBABLE MINERAL COMPOSITION

Comoound Eauiv. wt X Maall = MS/1

2 ca « sco, 8 Ca(HCO2)2 81.04 9 Î Á9

CaSO4 68.07

2 Mg SO• 3 CaCl2 55.50

Mg(HCO2)2 73.17 7 146
Na FCI

Q Q MgSO4 60.19

Saturatlon Values Distilled Water 20°C MgC12 47.62

CaCO2 13 Mg/1 NaHCo, s4.oo 4 336

CaSO4 - 2H2O 2,090 Mg/1 Na2SO4 71.03 3 213

MgCO2 103 Mg/1 NaCI 58.46 2 117
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UNICHEM
A Division of BJ Services P.O. Box 217 Office (801) 722-5066

Roosevelt, Utah 84066 Fax (801) 722-5727

WATER ANALYSIS REPORT

Company INLAND Address Date 12-73-97

Source C'ASTI R DR AW ST ATP 1L2)ate Sampled Analysis No.

Analysis mg/I(ppm) *Meg/I

1. PH 9.3

2. H2S (Qualitative) 0

3. Specific Gravity 1.020
4. Dissolved Solids 22,8 39
5. Alkalinity (CaCO,) CO, 300 ÷ 30 10 CO,

6. Bicarbonate (HCO,) HCO, 1,1,50 ÷61 19 HCO,

7. Hydroxyl (OH) OH 0 ÷ 17 Û OH

8. Chlorides (Cl) Cl 12,400 ÷ 35.5 349 ci
9. Sulfates (SO,) SO, O ÷ 48 SO,

10. Calcium (Ca) Ca 8 ÷ 20 Ca

11. Magnesium (Mg) MG ÷12.2 Mg

12. Total Hardness (CaCO,) 20
13. Total Iron (Fe) 0.8
14. Manganese

15. Phosphate Residuals

*Milliequivalents per liter

PROBABLE MINERAL COMPOSITION

Compound Equiv. W1. X Meg/l = Mall

0 c. 4 sco, 29 Ca(HCO2)2 81.04

CaSO. 68.07

0 Mg So- 0 caci, ss.so

Mg(HCOa), 73.17

378
_

Na CI
$ÊÛ MgSO4 60.19

Saturation Values Distilled Water 20°C MgC12 47.62

CaCO, 13 Mg/I NaHCO2 84.00

CaSO4 - 2H2O 2,090 Mg/l Na2SO. 71.03

MgCO2 103 Mg/\ NaCI 58.46 349 20,403

- O O
UNICHEM
A Division of BJ Services P.O. Box 217 Office (801) 722-5066

Roosevelt, Utah 84066 Fax (801) 722-5727

WATER ANALYSIS REPORT

Company INLAND Address Date 12-73-97

Source C'ASTI R DR AW ST ATP 1L2)ate Sampled Analysis No.

Analysis mg/I(ppm) *Meg/I

1. PH 9.3

2. H2S (Qualitative) 0

3. Specific Gravity 1.020
4. Dissolved Solids 22,8 39
5. Alkalinity (CaCO,) CO, 300 ÷ 30 10 CO,

6. Bicarbonate (HCO,) HCO, 1,1,50 ÷61 19 HCO,

7. Hydroxyl (OH) OH 0 ÷ 17 Û OH

8. Chlorides (Cl) Cl 12,400 ÷ 35.5 349 ci
9. Sulfates (SO,) SO, O ÷ 48 SO,

10. Calcium (Ca) Ca 8 ÷ 20 Ca

11. Magnesium (Mg) MG ÷12.2 Mg

12. Total Hardness (CaCO,) 20
13. Total Iron (Fe) 0.8
14. Manganese

15. Phosphate Residuals

*Milliequivalents per liter

PROBABLE MINERAL COMPOSITION

Compound Equiv. W1. X Meg/l = Mall

0 c. 4 sco, 29 Ca(HCO2)2 81.04

CaSO. 68.07

0 Mg So- 0 caci, ss.so

Mg(HCOa), 73.17

378
_

Na CI
$ÊÛ MgSO4 60.19

Saturation Values Distilled Water 20°C MgC12 47.62

CaCO, 13 Mg/I NaHCO2 84.00

CaSO4 - 2H2O 2,090 Mg/l Na2SO. 71.03

MgCO2 103 Mg/\ NaCI 58.46 349 20,403



AQUAMIX SCALING PREDICTIONS

COMPANY: INLAND 12-23-97

LOCATION:
SYSTEM:

WATER DESCRIPTION: CDS 13-2
INPUT VALUES USED
ANALYSIS IN CALCULATIONS

P-ALK AS PPM CaCO3 300 300
M-ALK AS PPM CaCO3 1150 1150
SULFATE AS PPM SO4 0
CHLORIDE AS PPM Cl 12400 12400
RARDNESS AS PPM CaCO3 20 20
CALCIUM AS PPM CaCO3 8 8
MAGNESIUM AS PPM CaCO3 0
SODIUM AS PPM Na 8694 8694
BARIUM AS PPM Ba O
STRONTIUM AS PPM Sr 0
CONDUCTIVITY 0 0
TOTAL DISSOLVED SOLIDS 22839 21787
TEMP (DEG-F) 100
SYSTEM pH 9.3
pH 9.3

RESULTS:
IONIC STRENGTH-MOLAL .372

SPECIFIC GRAVITY (EST. VALUE) 1.01
TOTAL DISSOLVED SOLIDS-PPM (EST. VALUE) 21787

SCALING PREDICTIONS OVER A RANGE OF TEMPERATURES:

DEG-F STIFF DAVIS lbs/1000 mg/l BaSO4 mg/1 SrO4 mg/1 Gypsum
CaCO3 INDEX BBL IN EXCESS IN EXCESS IN EXCESS

EXCESS OF OF OF
CaCO3 SATURATION SATURATION SATURATION

80 .22 1 0 0 0
100 .49 1 0 0 0

120 .76 2 0 0 0

140 1.09 2 0 0 0

160 1.40 2 0 0 0
180 1.80 2 0 0 0

200 2.21 2 0 0

AQUAMIX SCALING PREDICTIONS

COMPANY: INLAND 12-23-97

LOCATION:
SYSTEM:

WATER DESCRIPTION: CDS 13-2
INPUT VALUES USED
ANALYSIS IN CALCULATIONS

P-ALK AS PPM CaCO3 300 300
M-ALK AS PPM CaCO3 1150 1150
SULFATE AS PPM SO4 0
CHLORIDE AS PPM Cl 12400 12400
RARDNESS AS PPM CaCO3 20 20
CALCIUM AS PPM CaCO3 8 8
MAGNESIUM AS PPM CaCO3 0
SODIUM AS PPM Na 8694 8694
BARIUM AS PPM Ba O
STRONTIUM AS PPM Sr 0
CONDUCTIVITY 0 0
TOTAL DISSOLVED SOLIDS 22839 21787
TEMP (DEG-F) 100
SYSTEM pH 9.3
pH 9.3

RESULTS:
IONIC STRENGTH-MOLAL .372

SPECIFIC GRAVITY (EST. VALUE) 1.01

TOTAL DISSOLVED SOLIDS-PPM (EST. VALUE) 21787

SCALING PREDICTIONS OVER A RANGE OF TEMPERATURES:

DEG-F STIFF DAVIS lbs/1000 mg/l BaSO4 mg/1 SrO4 mg/1 Gypsum
CaCO3 INDEX BBL IN EXCESS IN EXCESS IN EXCESS

EXCESS OF OF OF
CaCO3 SATURATION SATURATION SATURATION

80 .22 1 0 0 0
100 .49 1 0 0 0

120 .76 2 0 0 0

140 1.09 2 0 0 0

160 1.40 2 0 0 0
180 1.80 2 0 0 0

200 2.21 2 0 0



AQUAMIX SCALING PREDICTIONS

COMPANY: INLAND 12-23-97
LOCATION:
SYSTEM:

WATER DESCRIPTION: MONUMENT BUTTE WA CDS 13-2
P-ALK AS PPM CaCO3 0 300
M-ALK AS PPM CaCO3 1100 1150
SULFATE AS PPM SO4 60 0
CHLORIDE AS PPM Cl 7100 12400
HARDNESS AS PPM CaCO3 70 20
CALCIUM AS PPM CaCO3 8 8
MAGNESIUM AS PPM CaCO3 12 0
SODIUM AS PPM Na 5014 8694
BARIUM AS PPM Ba O O
STRONTIUM AS PPM Sr 0 0
CONDUCTIVITY 0 0
TOTAL DISSOLVED SOLIDS 13264 22839
TEMP (DEG-F) 100 100
SYSTEM pH 8.6 9.3

WATER COMPATIBILITY CALCULATIONS
MONUMENT BUTTE WA AND CDS 13-2
CONDITIONS: TEMP.=100AND pH=9
WATER ONE IS MONUMENT BUTTE WA

WoðF STIFF DAVIS lbs/1000 mg/1 BaSO4 mg/1 SrO4 mg/l Gypsum

b3ATEp CaCO3 INDEX BBL IN EXCESS IN EXCESS IN EXCESS
EXCESS OF OF OF

CaCO3 SATURATION SATURATION SATURATION

100 .35 1 0 0 0
90 .33 1 0 0 0
80 .31 1 0 0 0
70 .29 1 0 0 0
60 .27 1 0 0 0
50 .25 1 0 0 0
40 .22 1 0 0 0
30 .20 1 0 0 0
20 .18 0 0 0 0
10 .16 0 0 0 0
0 .14 0 0 0

AQUAMIX SCALING PREDICTIONS

COMPANY: INLAND 12-23-97
LOCATION:
SYSTEM:

WATER DESCRIPTION: MONUMENT BUTTE WA CDS 13-2
P-ALK AS PPM CaCO3 0 300
M-ALK AS PPM CaCO3 1100 1150
SULFATE AS PPM SO4 60 0
CHLORIDE AS PPM Cl 7100 12400
HARDNESS AS PPM CaCO3 70 20
CALCIUM AS PPM CaCO3 8 8
MAGNESIUM AS PPM CaCO3 12 0
SODIUM AS PPM Na 5014 8694
BARIUM AS PPM Ba O O
STRONTIUM AS PPM Sr 0 0
CONDUCTIVITY 0 0
TOTAL DISSOLVED SOLIDS 13264 22839
TEMP (DEG-F) 100 100
SYSTEM pH 8.6 9.3

WATER COMPATIBILITY CALCULATIONS
MONUMENT BUTTE WA AND CDS 13-2
CONDITIONS: TEMP.=100AND pH=9
WATER ONE IS MONUMENT BUTTE WA

WoðF STIFF DAVIS lbs/1000 mg/1 BaSO4 mg/1 SrO4 mg/l Gypsum

b3ATEp CaCO3 INDEX BBL IN EXCESS IN EXCESS IN EXCESS
EXCESS OF OF OF

CaCO3 SATURATION SATURATION SATURATION

100 .35 1 0 0 0
90 .33 1 0 0 0
80 .31 1 0 0 0
70 .29 1 0 0 0
60 .27 1 0 0 0
50 .25 1 0 0 0
40 .22 1 0 0 0
30 .20 1 0 0 0
20 .18 0 0 0 0
10 .16 0 0 0 0
0 .14 0 0 0



Attachment G

Balcron Monument State #13-2
Proposed Maximum Injection Pressure

Frac Interval Frac
(feet) Avg. Depth ISIP Gradient

Top Bottom (feet) (psi) (psilft) Pmax
4166 4197 4182 1700 0.84 1687
4856 4873 4865 1450 0.73 1432

Minimum 1432

Calculation of Maximum Surface Injection Pressure
Pmax = (Frac Grad -(0.433*1.005)) x Depth of Top Perf
where pressure gradient for the fresh water is .433 psilft and
specific gravity of the injected water is 1.005.

Frac Gradient is obtained from the service company's frac summary report.

Attachment G

Balcron Monument State #13-2
Proposed Maximum Injection Pressure

Frac Interval Frac
(feet) Avg. Depth ISIP Gradient

Top Bottom (feet) (psi) (psilft) Pmax
4166 4197 4182 1700 0.84 1687
4856 4873 4865 1450 0.73 1432

Minimum 1432

Calculation of Maximum Surface Injection Pressure
Pmax = (Frac Grad -(0.433*1.005)) x Depth of Top Perf
where pressure gradient for the fresh water is .433 psilft and
specific gravity of the injected water is 1.005.

Frac Gradient is obtained from the service company's frac summary report.



O EQUlTABLERESOURCES TREATMENTREPORT
ENERGYCOMPANY
EW.CRONOL EXVSICN
18)1 LewisAenue
RO Box21017

DRE OF TREATMENT: 5 " A ~ U

Ä'ww,,g; /3 2 Sec, A TMN. ? RNG. / 7 2

e mera7'tiA County...ÑtwÊWW State _¿.<fÂ
Formation •///ru

Forforations : t/ert, A //4 b ý'-73

Treatment Type . /fd FÆRAr p al
.. TotalNumber of Holes: 31

Treaiment Company: 4/FaTP/W SANDCHARACTERIST1CS
'vOLUME FLUID CONC. SIZE SAND\OLUME

c # / GA BPM PSI CAC. ACTUAL

TOTAlFI\ llDPtIMPFD . Oct 1d
gal. A 6A ' Fluid

TOTA.SAND\OLUMP lbs. / sand
ibs. / sand
Ibs. / sand

Flushed well Wih gal, of
/ ball sealers we pumped. Mbs ball oc ion seen7,7 5; Æo /

Rarrels of Ionct to Recover RITR

Avg.Treating Fressure = psl,ma× = 13mo pai, / go o ps¡,
Avg. Treating Rate = 5 3 _ _.

bpm, max =
... ..

bpm, mi l' ? bpm.

ISIP= /UÑÀ psl, 5 min. = psi, 10 min. = pal, 15 min. psi,

IlWllbe shut in for O
.

hours before bringing back fluid.

REMARKS:Ek?? Y ANU,, PM ÑF - .

/y//kA ßÆrAry/¯3- gg yr ,c a ppy/ pyck Rr 7 a 4/ R¯ o µßy, ygge ;;ps q??;

¡¾f 7,4 gy po 6/¾/ ATArre /°57
- WallsiteSupervislor: (A -# ->

1/aona P'A k & A AWyf ,

O EQUlTABLERESOURCES TREATMENTREPORT
ENERGYCOMPANY
EW.CRONOL EXVSICN
18)1 LewisAenue
RO Box21017

DRE OF TREATMENT: 5 " A ~ U

Ä'ww,,g; /3 2 Sec, A TMN. ? RNG. / 7 2

e mera7'tiA County...ÑtwÊWW State _¿.<fÂ
Formation •///ru

Forforations : t/ert, A //4 b ý'-73

Treatment Type . /fd FÆRAr p al
.. TotalNumber of Holes: 31

Treaiment Company: 4/FaTP/W SANDCHARACTERIST1CS
'vOLUME FLUID CONC. SIZE SAND\OLUME

c # / GA BPM PSI CAC. ACTUAL

TOTAlFI\ llDPtIMPFD . Oct 1d
gal. A 6A ' Fluid

TOTA.SAND\OLUMP lbs. / sand
ibs. / sand
Ibs. / sand

Flushed well Wih gal, of
/ ball sealers we pumped. Mbs ball oc ion seen7,7 5; Æo /

Rarrels of Ionct to Recover RITR

Avg.Treating Fressure = psl,ma× = 13mo pai, / go o ps¡,

Avg. Treating Rate = 5 3 _ _.
bpm, max =

... ..
bpm, mi l' ? bpm.

ISIP= /UÑÀ psl, 5 min. = psi, 10 min. = pal, 15 min. psi,

IlWllbe shut in for O
.

hours before bringing back fluid.

REMARKS:Ek?? Y ANU,, PM ÑF - .

/y//kA ßÆrAry/¯3- gg yr ,c a ppy/ pyck Rr 7 a 4/ R¯ o µßy, ygge ;;ps q??;

¡¾f 7,4 gy po 6/¾/ ATArre /°57
- WallsiteSupervislor: (A -# ->

1/aona P'A k & A AWyf ,



9tchmerrtErl
EQUITABLERESGURCES TREATMENTREPORT
ENERGYCOMPANY
MLCrìCNOL EWSICN
1601 LewisAenue
O Box21017

78
061017 DATEOF TREATMENT:

Mail Name
pg"ySá¯ZÄ

A3'
_ __

Sec... .A- .T½N.
. ,. RNG 77

Field 2Ávngwµ«T NAT£ Couniy AñÊta State
--a

Formation : ÁuAÂñ Af
Rarforoflons : WM - 7//, ¥ / 7/- U //

Treatment Type :_Ë.4À.,Â¾2d".E2 Total Number of Ho
Treatment Company: R/ff7¾/f/>' SANDCHARACTOS11CS

LUME FLUID CONC. SIZE SANDV3LUME
st.ura e 9 # / GÆ BW FS CAC. ACTUAL

TOTALFLUIDPUMPED gal. ¯¯~¯°/o

¯¯

·
--

- Acid
gal. Zo Ñ lu -fÑß Ruld

TOTALSAND\OLUME: -------~~' lhs. / sand
Ibs. I sand
Ibs. / sand

Rushed well with gal. of
/lO.. ball sea ers were pumped. Mbs ball oc on seen'? p's e en ç PF .

Barrelsof I.cad to Recover Z3 ¥'•·3¿' ~ N BLTR
Avg.Treatng Ressure = 2 psi, max = 0-_.,

. psl, mln, = a psi,
Avg. Treating Rate = & D bpm, max = bpm, min. =

.
bpm.

ISlP= /700 psi, 5 min. - psi, 10 min. =
...._.

.
psl, 15 min. - psl.

Wallwillbe shut in for-. O hours before bringing back fluid.
AFMARkS' Ñ«NP // ÑNU Ñ£Ñ N ,

ft 8 Ñ//2' m/ 67/4 //7¯ Ä7e ÑA Wallslte Supervisior:

9tchmerrtErl
EQUITABLERESGURCES TREATMENTREPORT
ENERGYCOMPANY
MLCrìCNOL EWSICN
1601 LewisAenue
O Box21017

78
061017 DATEOF TREATMENT:

Mail Name
pg"ySá¯ZÄ

A3'
_ __

Sec... .A- .T½N.
. ,. RNG 77

Field 2Ávngwµ«T NAT£ Couniy AñÊta State
--a

Formation : ÁuAÂñ Af
Rarforoflons : WM - 7//, ¥ / 7/- U //

Treatment Type :_Ë.4À.,Â¾2d".E2 Total Number of Ho
Treatment Company: R/ff7¾/f/>' SANDCHARACTOS11CS

LUME FLUID CONC. SIZE SANDV3LUME
st.ura e 9 # / GÆ BW FS CAC. ACTUAL
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WORK PROCEDURE FOR PLUGGING AND ABANDONMENT

1. Plug #1 Set 167' plug from 4923'-4756' with 30 sxs Class "G" cement.

2. Plug #2 Set 181' plug from 4247'-4066' with 45 sxs Class "G" cement.

3. Plug #3 Set 200' plug from 2200'-2000' with 30 sxs Class "G" cement.

4. Plug #4 Set 100' plug from 320'-220' (50' on either side of casing shoe) with 15 sxs
Class "G" cement.

5. Plug #5 Set 50' plug from surface with 10 sxs Class "G" cement.

6. Pump 10 sxs Class "G" cement down the 8-5/8" x 5-1/2" annulus to cement
270' to surface.

The approximate cost to plug and abandon this well is
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BALCRON MONUMENT STATE #13-2
NW SW Sec.2 T9S R17E
Lease #ML-45555
Monument Butte Field
Duchesne County, Utah

RESOURCESINC.

Elev - 507T GL
KB - 5087' KB (10') PROPOSED P&A

DATE : 12/22/97 dek

SURFACE CASING
10 sxs Down Annulus 270' to surface

SIZE: 8-5/8"
GRADE: J-55 10 sxs Class "G" cement 50' to surface

WEIGHT: 24#
LENGTH: 259.85' (6 jts)

DEPTH LANDED:269.85' KB
HOLE SIZE: 12-1/4"

CEMENT DATA: 160 sxs class "G" + 2% CCI +

1/4 #lsk celloseal

15 sxs Class "G"cement 320' to 220'
PRODUCTION CASING 270' KB

SIZE: 5-1/2"
GRADE: J-55

WEIGHT: 15.5#
LENGTH: 5790.4' (129 jts)

DEPTH LANDED:5799.4' KB
HOLESIZE: 7-7/8"

CEMENT DATA: 283 sxs super class "G" + (47 #"G" +

17#CSE+1/4# celloseal+2# HiSeal +

20# Poz)/sk + 3%salt + 2% gel
Tail wl 340 sks 50-50 POZ + 2% gel +

(1/4# celloseal+2#HiSeal)/sk 30 sxs Class "G"cement 2200'-2000'

CEMENTTOP AT: 1238' KB

TUBING RECORD

SIZEIGRADE/WT.:
NO. OF JOINTS:

TUBINGANCHOR:
NO. OF JOINTS:

SEATINGNIPPLE:
PERF. SUB:

MUD ANCHOR:
STRING LENGTH: 30 sxs Class "G"cement, 4247'-4066°

SN at:
4166'-74' $ 4176'-86'
4195'-9T

30 sxs Class "G"cement, 4923'-4756'

4856'-60'
4864'-73'

S.N. @4910' KB

EOT - 4935' KB

PBTD @ 5754' KB
TD @ 5850'
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BEFORE THE DIVISION OF OIL, GAS AND MINING
DEPARTMENT OF NATURALRESOURCES

STATE OF UTAH

---00000---

IN THE MATTER OF THE APPLICATION : NOTICE OF AGENCY ACTION
OF INLAND PRODUCTION COMPANY FOR
ADMINISTRATIVEAPPROVAL OF THE : CAUSE NO. UIC-204
MONUMENT STATE 13-2, 11-2, AND 31-2
WELLS LOCATED IN SECTION 2,
TOWNSHIP 9 SOUTH RANGE 17 EAST,
S.L.M., DUCHESNE AND UINTAH COUNTIES,
UTAH, AS CLASS Il INJECTION WELLS

---ooOoo-

THE STATE OF UTAH TO ALL PERSONS INTERESTED IN THE ABOVE ENTITLED MATTER.

Notice is hereby given that the Division of Oil, Gas and Mining (the "Division") is commencing
an informal adjudicative proceeding to consider the application of Inland Production Company for
administrative approval of the Monument State 13-2, 11-2 and 31-2 wells, located in Section 2,
Township 9 South, Range 17 East, Duchesne and Uintah Counties, Utah, for conversion to Class II
injection wells. The proceeding will be conducted in accordance with Utah Admin. R.649-10,
Administrative Procedures.

The Douglas Creek Member of the Green River Formation will be selectively perforated for
water injection. The maximum injection pressure will be determined on a well by well basis, based
on fracture gradiant information submitted by Inland.

Any person desiring to object to the application or otherwise intervene in the proceeding, must
file a written protest or notice of intervention with the Division within fifteen days of the date of
publication of this notice. If such a protest or notice of intervention is received, a hearing will be
scheduled before the Board of Oil, Gas and Mining. Protestants and/or intervenors should be
prepared to demonstrate at the hearing how this matter affects their interests.

DATED this 29th day of January, 1998.
STATE OF UTAH

N OF GA M NING

J hn R. Baza
Associate Director, Oil and
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O State of Utah
DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING
1594 West North Temple, Suite 1210

Michael O. Leavitt PO Box 145801Governor
Ted Stewart Salt Lake City, Utah 84114-5801

Executive Director 801-538-5340

Lowell P. Braxton 801-359-3940 (Fax)

Division Director 801-538-7223 (TDO)

January 29, 1998

Salt Lake Tribune
PO Box 867
Salt Lake City, UT 84110

Gentlemen:

Re: Notice of Agency Action - Cause No. UIC-204

Enclosed is a copy of the referenced Notice of Agency Action. Please publish
the Notice, once only, as soon as possible. Please send proof of publication and billing
to the Division of Oil, Gas and Mining, 1594 West North Temple, Suite 1210, Salt Lake
City, Utah 84114-5801.

Sincerely,

Lórie Szudera
‡>ecretary
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Inland Production Company
State 13-2, 11-2, and 31-2 Wells

Cause No. UIC-204

Publication Notices were sent to the following:

Salt Lake Tribune
PO Box 867
Salt Lake City, UT 84110

Uintah Basin Standard
268 South 200 East
Roosevelt, Utah 84066

Bureau of Land Management
Vernal District Office
170 South 500 East
Vernal, Utah 84078

Inland Production Company
P.O. Box 1446
Roosevelt, Utah 84066

Inland Production Company
475 17th Street
Denver, Co 80202

Lorie Szudera
Secretary
January 29,
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sta&ofUtah
DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING
1594 West North Temple, Suite 1210

Michael O. Leavitt PO Box 145801Governor
Ted Stewart Salt Lake City, Utah 84114-5801

Executive Director 801-538-5340

Lowell P. Braxton 801-359-3940 (Fax)
Division Director 801-538-7223 (TDD)

January 29, 1998

Salt Lake Tribune
268 South 200 East
Roosevelt, Utah 84066

Gentlemen:

Re: Notice of Agency Action - Cause No. l)\C-204

Enclosed is a copy of the referenced Notice of Agency Action. Please publish
the Notice, once only, as soon as possible. Please send proof of publication and billing
to the Division of Oil, Gas and Mining, 1594 West North Temple, Suite 1210, Salt Lake
City, Utah 84114-5801.

Sincerely,

Lo Szudera
S retary
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State of Utah
DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING
1594 West North Temple, Suite 1210

Michael O. Leavitt PO Box 145801Governor
Ted Stewart Salt Lake City, Utah 84114-5801

Executive Director 801-538-5340

Inwell P. Braxton 801-359-3940 (Fax)

Division Director 801-538-7223 (TDD)

January 29, 1998

Uintah Basin Standard
268 South 200 East
Roosevel, Utah 84066

Gentlemen:

Re: Notice of Agency Action - Cause No. UIC-204

Enclosed is a copy of the referenced Notice of Agency Action. Please publish the Notice,
once only, as soon as possible. Please send proof of publication and billing to the Division of Oil,
Gas and Mining, 1594 West North Temple, Suite 1210, Salt Lake City, Utah 84114-5801.

Sincerely,

Lor Szudera
Se retary

State of Utah
DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING
1594 West North Temple, Suite 1210

Michael O. Leavitt PO Box 145801Governor
Ted Stewart Salt Lake City, Utah 84114-5801

Executive Director 801-538-5340

Inwell P. Braxton 801-359-3940 (Fax)

Division Director 801-538-7223 (TDD)

January 29, 1998

Uintah Basin Standard
268 South 200 East
Roosevel, Utah 84066

Gentlemen:

Re: Notice of Agency Action - Cause No. UIC-204

Enclosed is a copy of the referenced Notice of Agency Action. Please publish the Notice,
once only, as soon as possible. Please send proof of publication and billing to the Division of Oil,
Gas and Mining, 1594 West North Temple, Suite 1210, Salt Lake City, Utah 84114-5801.

Sincerely,

Lor Szudera
Se retary



DIVISION OF OIL, GAS AND MINING
UNDERGROUND INJECTION CONTROL PROGRAM

PERMIT
STATEMENT OF BASIS

Applicant: Inland Production Company Well:Monument State 13-2
Location: 2/9S/17E API: 43-013-31482

Ownership Issues: The proposed well is located on lands administered by the School
Institutional Trust Lands Administration (SITLA). SITLA and the BLM are the only surface
owners in the one-half mile radius of the well. SITLA and the BLM are also the mineral
owners. Inland holds all leases in section 2 which was approved as a waterflood project
(Castledraw Unit cause # 228-3). Mineral leases outside the unit and within the one-half
mile radius are held by Inland and various other individuals. Inland has submitted an
affidavit stating that all owners and interest owners have been notified of their intent to
convert the well to an injection well.

Well Integrity: The well proposed for injection is the Monument State 13-2. The well has
surface casing set at 270 feet and is cemented to surface. A 5 ½ inch production casing
is set at 5790 feet and has a cement top at approximately 1200 feet. A cement bond log
verifies adequate bond well above the injection zone. A 2 7/8 inch tubingand packer will
be set at 4116 feet. A mechanical integrity test will be run on the well prior to injection.
There are 4 producing wells and 3 injection wells in the area of review. All of the wells
have adequate casing and cement. No corrective action willbe required.

Ground Water Protection: The base of moderately saline water is at a depth very near
the surface in this area. The proposed injector and all wells in the ares of review have
cement tops well above the proposed injection zone. Injection shall be limited to the
interval between 4166 feet and 4873 feet in the Green River Formation. Information
submitted by Inland indicates that the fracture gradient for the 13-2 well is .73 psig/ft.,
which was the lowest reported fracture gradient for the injection zone. The resulting
fracture pressure at the proposed uppermost perforation at 4166 feet is 1432 psig. The
requested maximum pressure was 1432 psi., the anticipated average injection pressure
is 1100 psig. Injection at this pressure should not initiate any new fractures or propagate
existing fractures in the adjacent confining intervals. Any ground water present should be
adequately protected.Water analysis submitted by Inland indicates that the quality of the
water in the zone of injection exceeds 20,000 mg/I. The zone is not considered a USDW.
The water to be injected is from the Johnson water district, reports indicate the quality of
this water to be approximately 900 mg/I.
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Monument State 13-2
page 2

Oil/Gas& Other Mineral Resources Protection: At the time the Castledraw unit was
approved there was no other wells ouside the unit area and itwas felt that correlative rights
were protected. Since that timenew wells have been drilled outside the area and are within
the one-half mile area of review. Additionally the location of thiswell places it near the unit
boundary and there is one producing well off to the west. Although Inland is the major
lease holder in the surrounding acreage, it is felt that allowing injection into this well may
not be in the best interest of the mineral owner.

Bonding: The well is bonded with the SITLA.

Actions Taken and Further Approvals Needed: A notice of agency action has been sent
to the Salt Lake Tribune and the Uinta Basin Standard. A casing tubingpressure test will
be required prior to injection. It is recommended that the well be conditionally approved.
The application is technicallycomplete but the issue of correlative rights should be
addressed by Inland prior to granting an approval to inject. SITLA was notified of the
possible correlative rights issue. Jim Cooper will contact Inland, additionally I spoke with
Kevin Weller of Inland and notified him of our concerns. He said that Inland has plans to
unitize the area.

3-2-98, The issue of correlative rights has been discussed with both John Dyer of Inland
and Jim Cooper with SITLA. Inland submitted structure maps and sand isopach maps
which show that the proposed injection interval does not appear to be connected to the
producing interval in wells outside the unit boundary. An agreement has been reached
between the SITLA, Inland and Division staff. The Division willstipulate that after 6 months
of injection, a radioactive tracer survey willbe run to help determine ifthe zones are in fact
not connected. SITLA has agreed to allow injection contingent on the fact that Inland run
the tracer survey and move to expand the unit to encompass leases and production
outside the unit area. Inland has agreed to the above conditions. Additionally Inland has
stated that in their experience with the Monument Butte water floods, effects of the flood
generally take up to 12 months. They feel that measures to expand the unit will be
underway much sooner than the 12 months. The Division staff recommends approval of
the three proposed injectors with the stipulation that Inland run the radioactive tracer
survey and initiate a proposal to expand the unit.

Note: Applicable technical publications concerning water resources in the general vicinity of this project have been
reviewed and taken into consideration during the permit review process.

Reviewer(s): D.Jarvis Date: 2/4/98
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boundary and there is one producing well off to the west. Although Inland is the major
lease holder in the surrounding acreage, it is felt that allowing injection into this well may
not be in the best interest of the mineral owner.

Bonding: The well is bonded with the SITLA.

Actions Taken and Further Approvals Needed: A notice of agency action has been sent
to the Salt Lake Tribune and the Uinta Basin Standard. A casing tubingpressure test will
be required prior to injection. It is recommended that the well be conditionally approved.
The application is technicallycomplete but the issue of correlative rights should be
addressed by Inland prior to granting an approval to inject. SITLA was notified of the
possible correlative rights issue. Jim Cooper will contact Inland, additionally I spoke with
Kevin Weller of Inland and notified him of our concerns. He said that Inland has plans to
unitize the area.

3-2-98, The issue of correlative rights has been discussed with both John Dyer of Inland
and Jim Cooper with SITLA. Inland submitted structure maps and sand isopach maps
which show that the proposed injection interval does not appear to be connected to the
producing interval in wells outside the unit boundary. An agreement has been reached
between the SITLA, Inland and Division staff. The Division willstipulate that after 6 months
of injection, a radioactive tracer survey willbe run to help determine ifthe zones are in fact
not connected. SITLA has agreed to allow injection contingent on the fact that Inland run
the tracer survey and move to expand the unit to encompass leases and production
outside the unit area. Inland has agreed to the above conditions. Additionally Inland has
stated that in their experience with the Monument Butte water floods, effects of the flood
generally take up to 12 months. They feel that measures to expand the unit will be
underway much sooner than the 12 months. The Division staff recommends approval of
the three proposed injectors with the stipulation that Inland run the radioactive tracer
survey and initiate a proposal to expand the unit.

Note: Applicable technical publications concerning water resources in the general vicinity of this project have been
reviewed and taken into consideration during the permit review process.

Reviewer(s): D.Jarvis Date: 2/4/98
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O State of Utah
DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING
1594 West North Temple, Suite 1210

Michael O. Leavitt PO Box 145801Governor
Ted Stewart Salt Lake City, Utah 84114-5801

Executive Director 801-538-5340

Lowell P. Braxton 801-359-3940 (Fax)

Division Director 801-538-7223 (TDD)

February 2, 1998

Inland Production Company
410 Seventeenth Street, Suite 700
Denver, Colorado 80202

Re: Monument State 11-2, 13-2 and 31-2 wells, Castledraw Unit Section 2, Township 9
South, Range 17 East, Duchesne and Uintah Counties, Utah

Gentlemen:

Pursuant to Utah Admin. Code R649-5-3-3, the Division of Oil, Gas and Mining
(the "Division") issues its administrative approval for conversion of the referenced wells to
Class II injection wells. Accordingly, the following stipulations shall apply for full
compliance with this approval:

1. Compliance with all applicable requirements for the operation, maintenance and
reporting for Underground Injection Control ("UIC") Class II injection wells
pursuant to Utah Admin. Code R649-1 et seq.

2. Conformance with all conditions and requirements of the complete application
submitted by Inland Production Company.

3. A radioactive tracer survey will be run six months after the well commences
injection. This survey will be run to help determine if there is communication
with other productive intervals outside the Castledraw unit area. If with test
results it is determined that there is communication, injection shall cease until the
unit is expanded to include the effected wells outside the existing unit.

If you have any questions regarding this approval or the necessary requirements,
please contact Dan Jarvis at this office.

incer ,

hn R. Baza
Associate Director, Oil and'Gas

cc: Jim Cooper, SITLA (wlattachments)
Dan Jackson, Environmental Protection Agency
Bureau of Land Management, Vernal
Inland Production Company,
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i FRANK A. RADELLA, INC.

Oil & Gas Exploration & Consulting
1601 Uwis Suite 202E

Billings, MT 59102

i
Balcron Oil, Inc.

I Monument Butte State 13-2
NW SW Sec 2-T9S-R17E
Duchesne County, Utah

I
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i Insert Drill Time log
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CertifiedPetroleum Geologist
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i
i FRANK A. RADELLA, INC.

Oil & Gas Exploration & Consulting
1601 Lewis, Billings, MT 59102

406-245-5375

i
OPERATOR: Balcron Oil, Inc.

WELL NAME: MonumentButte State 13-2

i LOCATION: NW SW Sec 2(2210' FSL x 604' FWL)
T9S-Rl7E

COUNTY: Duchesne

STATE· Utah

ELEVATIONS: GL 5077', KB 5086'

SPUD DATE: 2-12-95 @ 5:00 AM

OUT FROM UNDER SURFACE CASING: 2-13-95 @ 2:30 PM

REACHED T.D.: 2-20-95 @ 3:00 AM

RIG RELEASE· 2-24-95 @ 2:00 PM

DAYS SPUD THROUGH LOGGING 12 TO RIG RELEASE: 13

TOTAL DEFTH: 5850' Driller, 5828' logger (22' fill by drill time)

HOLE SIZE· 12 1/4" 0-291', 7 7/8" 291-5850'

STATUS: To complete as an oil well

PENETRATION: 354' below Carbonate Marker

GEOLOGIST: Frank A. Radella, ConsultingGeologist

DRILLING ENGINEER: Al Plunkett - Consultant

LOGGING PROGRAM: HalliburtonVernal Unit #52546
K. Evatt - Engineer

i Dual Laterolog 269-5780'
Spectral Den Dual Spaced Neutron Log 3700- 5780'

LOST CIRCULATION OR
DRILLING PROBLEMS: 1) Got stuck @5510' tripping out for logs, got loose,

then got stuck @1335'. Backed off, fished.
See Drilling History for details.

I 2
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i DRILL TIME LOG: 2" = 100' 1400 - 4000'

5" = 100' 4000 - 5850'

SAMPLE DISPOSAL: Dry Cut to Utah GeologicalSurvey Sample Library
4060 South 500 West #4
Salt Lake City, Utah

MUD LOGGING EQUIPMENT: Northwest Well Logging Service

i Larry Vodall, Ray Schmoldt - Loggers
Hot Wire and Chromatograph Instruments

CORES: None

DST's None

i SURFACE CASING: 8 5/8" set @ 270'RKB w/160 sx.
See page 9 for details.

I PRODUCTION CASING: 5 1/2" set @ 5799' w/623 sx.
See page 10 for details.

I
i
I
i
I
i
i
I
i
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i Balcron Oil, Inc.

MonumentButte State 13-2

i NW SW Sec 2-T9S-Rl7E
DuchesneCounty, Utah

KB 5086'

Dual Laterolog Tops Depth Datum Çomparedto 14-2

Uintah Surface
Green River 1456 (+3630) 57' Low

Horsebench Sandstone 2336 (+2750) 63' Low

2nd Garden Gulch 3888 (+1198) 73' Low
Y-2 Sandstone Pay 4162 (+924) 55' Low
YellowMarker 4496 (+590) 74' Low
Y-6 Sandstone 4554 (+536) NC
Douglas Creek 4659 (+427) 76' Low
R-2 Sandstone 4731 (+355) NC
R-5 Sandstone Pay 4855 (+231) 84' Low
2nd Douglas Creek 4905 (+181) 81' Low

Green Marker 5050 (+36) 87' Low
G-5 Sandstone Pay 5206 (-120) NC
Black Shale Facies 5376 (-290) 69' Low

CarbonateMarker 5496 (410) 79' Low
B-1 Sandstone Pay 5525 (439) 73' Low
B-2 Sandstone 5588 (-502) 83' Low
B-3 Sandstone 5654 (-569) NC

T.D. Driller 5850' NC - No Comparison
T.D. Logger 5828' (22' Fill @ bottom of hole)

I Comparison Well: Balcron Oil
BMS 14-2
SW SW Sec 2-T9S-RI7E

I (directly south 40 acre offset)

4
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i MUD LOGSHOWSAND POTENTIAL PRODUÇTIONZONES

I Balcron Oil
Monument Butte State 13-2
NW SW Sec 2-T9S-Rl7E

Duchesne County, Utah

i
Zone Depth *

Drill Rate mpf Total Gas 2hromatogra >h %
Before During After Before Peak After Ci C C'4 Cg Lithology 'otential Production

S.S. - tan, poor vis

i 3946-3950 2 1 1/2 2 10 30 6 .3 .1 .05 .05

por, sptty oil stain, Fair
inst gd cut

Y -2

S.S. - bm, poor vis

i Sandstone 4164-4186 2 1-13/4 3 6 280 8 23 1.2 .6 .4

por, f-gd oil sat, Good
inst gd strm cut

Y-6 S.S. - m brn, poor vis

i Sandstone 4554-4564 2.2 2 2.2 16 120 16 .95 3 .2 .2

por, f-gd oil sat, Fair-Good
gd inst strm cut

R-2 S.S. - tan, , white,
Sandstone 4731-4750 2 1/2 2 1/2 2 1/2 10 10 10 - - -

- v light oil stain Poor

Sandstone 4860-4872 2 1 3 8 255 30 2.2 1.5 .6 .6

gd oil sat, inst gd strm Good

I cut, tr bleeding oil

i
San one 5212-5216 3 2-2 1/2 3 20 100 20 .7 .1 .1 .1

- mMbrn,lt gry, y

Sand tone 5526-5552 3 1 1/4 - 3 30 300 50 2.6 .8 .6 .7

S.S. - tan, sptty oil stn,
l 1/2 poor samp

Sa one 5588-5594 3 13/4 3 40 260 60 2 3 .2 .15

rs
Fair-Good

i B-3 1 1/4 - S.S. - wk strm cut
Sandstone 5656-5668 2 1/2 1 1/2 2 1/2 50 260 50 2 .6 .5 35 poor samples

' Fair-Good

i
I
i
i

5
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PENETRATIONCHLA
BALCRON OIL STATE 13-2

Total Days 13 y 2
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------------------

BIT RECORD
County Field State Section Township Range Location Well No -

Duchesne Monument Butte Utah NW SW 9S 17E State 13-2

Contractor Rig No. Operator Toolpusher Drillers Bill Satterfield
Union Drilling 17 Balcron Oil Dave Gray Greg Ferguson Chris Chapman

Spud Under Surf. Under Intr. Set Sand St Reached TD Pump No. 1 Uner Pump No. 2 Uner Pump Power Type Mud
3 PM 2:30 PM 3:00 AM Air to 3802'

2-12-95 2-13-95 2-20-95 Gardiner Denver FXN 6" x 14" NA KCL H Ð to TD
Drill Pipe Tool Size Type O.D. Drill Number O.D. I.D. Length Drawworks Power

E 16.6# Joints 4 1/2" X-Hole 6 1/4. Collars 20 6" 2 3/8" 605' 343 CAT

No. Size Make Type 32 in Serial Feet Hours Ft/Hr
m W

RPM " P rp SPM2
Wt.

MV

s WL
TDull Con t on

15/
1 12 1/4" STC FB open RR 291 291 5 58.2 5 6/10 25

55/
2 7 7/8" Sec S88CF 3-20 651278 3802 3511 58 60.5 63 40 60 1025 53 3 4 l

65/
3 77/8" HTC ATJ44 3-13 JSSWW 5850 2048 85 24 148 40 70 1100 53

Surveys

Depth Deviation

675' 3/4°
1175' I 1/4°

1707 1 3/4°
2250' 2 1/2°
2750' 1 3/4°
3268' I 1/2°

3925' 2 1/4°
4420' 1 1/4°
4947' 1°

5450' 1°

------------------
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i
i Drilling Fluid Data

Balcron Oil, Inc.
MonumentButte State 13-2
NW SW Sec 2-T9S-Rl7E

Duchesne County, Utah

I
i Date Depth Wt Vis Ph Chl KCL% Daily Çost Çum Cost

i 2-14-95 1250 8.4 26 10 8400 1.6 $ 100 $ 100
2-15-95 2713 8.4 26 10 8400 1.7 150 250
2-16-95 3802 8.4 26 10 8400 1.7 150 400
2-17-95 4216 8.4 26 10 14000 2.9 150 550
2-18-95 4772 8.5 26 10 14000 2.9 150 700
2-19-95 5322 8.5 26 10 13500 2.6 100 800
2-20-95 5850 8.5 26 10 14400 2.7 150 950
2-23-95 5850 150 1100
2-24-95 5850 .1_000 1200

i Field Total $1200

i
I
i
I
i
i 8

e e
i
i Drilling Fluid Data

Balcron Oil, Inc.
MonumentButte State 13-2
NW SW Sec 2-T9S-Rl7E

Duchesne County, Utah

I
i Date Depth Wt Vis Ph Chl KCL% Daily Çost Çum Cost

i 2-14-95 1250 8.4 26 10 8400 1.6 $ 100 $ 100
2-15-95 2713 8.4 26 10 8400 1.7 150 250
2-16-95 3802 8.4 26 10 8400 1.7 150 400
2-17-95 4216 8.4 26 10 14000 2.9 150 550
2-18-95 4772 8.5 26 10 14000 2.9 150 700
2-19-95 5322 8.5 26 10 13500 2.6 100 800
2-20-95 5850 8.5 26 10 14400 2.7 150 950
2-23-95 5850 150 1100
2-24-95 5850 .1_000 1200

i Field Total $1200

i
I
i
I
i
i 8



¡ e e
i
i Balcron Oil, Inc.

Monument Butte State 13-2
NW SW Sec 2-T9S-Rl7E

Duchesne County, Utah

Drilling History

Data compiledfrom the tower sheets and the recordsof Al Plunkett, Drilling Consultant. The depth
reported is at midnight. The activity of the calendar date is followedby the daily footage, daily
hours drilled and cumulative rotating hours.

Day I2Date Depthand activity at report time.

1. 2-12-95 Depth 0: Rigging Up:

i Drill and set conductor pipe, Drill rat hole. Spud 12 14/N Surface hole
@3:00 PM. 2-12-95. Drilled to 291'.
Drilled 291' in 5 RH. Cum RH 5.

I 2. 2-13-95 Depth 291'; Circulating Hole:
Trip out to run casing, Nippledown, Ran 6 Jts (260') of 8 5/8" 24#lft J55
casing @270'RKB, Cementedby Western with 160 sx class "G" with 2%

i CaC1+ 1/4# Cello Seallsk, plug down @ 12:30 AM. Wait on cement. cut
off casing, weld on head, Nippleup, pressuretest, trip in and blow hole with
air, Drill cement, Drill out from under surface casing @ 2:30 PM on

i
2-13-95 with 7 7/8" bit, drillingwith air. Drilledto 692'.
Drilled 401' in 7 RH, Cum RH 12.

3. 2-14-95 Depth 692'; Drilling:

i Drill, check rams. Drilled to 2272'.
Drilled 1580'in 23 RH, Cum RH 35.

I 4. 2-15-95 Depth 2272'; Running wireline survey:
Drilled to 3426'.
Drilled 1154' in 22 RH, Cum RH 57.

5. 2-16-95 Depth 3436'; Drilling:
Drilled to 3802'. Could not unload hole with air, making too much water.
Load hole with KCL water, condition hole, Trip out, check pipe rams. Trip

i in with Bit #3 @ 3802', SLM correct 2' uphole. Drilled to 4017'.
Drilled 591' in 16 3/4 RH, Cum RH 73 3/4.

I 6. 2-17-95 Depth 4017'; Drilling:
Drill, check pipe rams, survey. Drilled to 4610'.
Drilled 593' in 22 3/4 RH, Cum RH 96 1/2.
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i 7. 2-18-95 Depth4610'; Drilling:

Drill. Check pipe rams. Drilled to 5140'.
Drilled 530' in 23 RH, Cum RH 96 3/4.

8. 2-19-95 Depth 5140'; Drilling:

I Drill, survey, check pipe rams. Drilled to 5721'.
Drilled 581' in 23 RH, Cum RH l19 3/4.

I 9. 2-20-95 Depth 5721'; Drilling:
ReachT.D. of 5850' @ 3:00 AM on 2-20-95. I hr. condition hole, Trip out
to 5500' and got stuck @ noon. Work stuck pipe, got loose, trip out,
got stuck @1425'. Work stuck pipe.
Drilled 129' in 5 RH, Cum RH 124 3/4.

10. 2-21-95 Depth 5850'; Rieging up to run free point:

i Free point leaving3 drill collars, Bit sub and Bit in hole, top of fish @1335'.
Rig down free point. Trip out, rig up fishing tools. Trip in; 2 1/2 hrs. try to
screw into fish, no luck, Trip out, pick up overshot. Slip drill line, trip in,

I could not screw into fish. Trip out, trip in with knucklejointsub above
overshot. Could not get over fish. Trip out, trip in with cut lip sub 1 Jt drill
pipe and bent sub. Screw into fish,jar,could not free fish.

11. 2-22-95 Depth 5850'; Wait on Dialog to freepoint:
Rig up, trip in with freepoint,back off leaving 1 Jt drill pipe plus 3 drill
collars, Bit sub and Bit in hole. Top of fish @ +/-1285'. Trip in with wash

I pipe, wash over pipe and collamand freed the fish, assume fish went to
bottom. Trip out with washover pipe, trip in with 7 7/8" Bit to 1500'. Trip
out with bit. Trip in with cut lip sub.

12. 2-23-95 Depth 5850'; Condition hole:
Screw into fish, trip out, trip in, condition hole, trip out for logs.
Commencelogging @ 5:00 PM, Rig down @9:45PM, 4 3/4 hrs;
Driller'sT.D. 5850, Logger'sT.D. 5828' = 22' of fill on bottom.
Trip in hole to lay down pipe.

I 13. 2-24-95 Depth 5850'; Trippine in with Pipe and Collars:
Ran 129Jts (5790.40') 5 1/2" 15.50#lft J55 casing set @5799'.Cemented
with a lead of 283 sx of 50-50 Pozmix plus additives, followed with 340 sx

i lite plus additives. Plug down @10:00 AM.
Rig Release @2:00 PM on 2-2495

i
I
i
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i Balcron Oil, Inc.

Monument Butte State 13-2
NW SW Sec 2-T9S-Rl7E

Duchesne County, Utah

Sample Descriptions
by

i Frank A. Radella

i Samples run wet and dry at the wellsite. Cutting agent used was trichlorothene. Geologist
on locationfrom 1400' to T.D. and for logs. Descriptionsare corrected to Dual Laterolog depths.
I.ng tops are noted below. Drill cuttings are extremely fine, quality was very good to 5500'. The

i samples contained mostly uphole caveings below 5500' to T.D.
A two man mud logging unit (NorthwestWell I.ngging Service) with hot wire and

chromatograph was utilized from 1400' to T.D. Lagged samples were caught by the Mud Loggers.
The drill fluidwas air and mist to 3802'. KCL water was used from 3802 to T.D. of 5850'. The
Driller's T.D. is 5850' and the Logger's T.D is 5828'. Drill time to logger's depth comparison
indicates22' of fill.

I
Sand Grain Size Parameters

Silt .004
-

.062 mm
Very fine grained .062

-

.125 mm

i Fine grained .125
- 250 mm

Medium grained .250
-

.50mm

Coarse grained .50+ mm

i Sample Program

i 1400 - 3800' 50' samples
3800 - 5850' 30' samples
SelectedIntervals 10' samples

1400 - 1450 Sandstone: white, very finegrained, tmce salt and pepper,silty, white
dolomiticcement, pyritic,no visible porosity, moderate amount loose grains,
fewblobs of freeoil on cuttings, weak milky cut, poor show.

1450 - 1500 Sandstone: as above; Sandstone: light gray, very fine to fine grained, silty,
slightly argillaceous; Siltstone: tan, spotty oil stain, very weak milky cut,
poor show.

1500 - 1600 Shale: orange tan, slightly to moderately calcareous, pale gold fluorescence,

I weak slow milky cut; with Siltstone and Sandstone: as above.
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i 1600 - 1750 Shale: orange tan, oil shale, as above.

1750 - 2050 Shale: richer orange tan, waxy, oil shale.

2050 - 2250 Shale: orange tan to medium brown, dolomitic, waxy, oil shale; trace Pyrite.

2250 - 2300 Shale: as above; traceof Sandstone: white, very fine grained, no porosity,
no show.

HORSEBENCH SANDSTONE 2336' (+2750')

2300 - 2400 Sandstone: white, light tan, very Ene grained,calcareous cement, no visible
porosity, moderately friable,spotty brown oil stain, fairstreamer cut,
abundant loose quartz grains.

I 2400 - 2450 Shale: light brown, silty, trace sandy,dolomitic, platy; loose Quartzgrains:
as above.

2450 - 2500 Shale: dark gray brown, sub blocky, oil shale, slow weak streamer cut.

2500 - 2550 Shale: as above; moderate amount loose Quartzgrains: fair to medium, sub
angular, clear quartz; Pyrite.

I 2550 - 2650 Shale: dark brown to dark gray-brown,as above; Pyrite.

2650 - 2750 Shale: orange brown, dark brown, trace black wavy banding, oil shale.

2750 - 2800 Shale: medium to dark brown, dolomitic, trace pyritic, fewblobs of dark

i brown black oil on cuttings; trace of Sandstone: white, very fine to fine
grained, angular to sub angular, trace weak stain, poor cut.

2800 - 2900 Shale: gray tan, silty; Shale: brown, as above; loose Quartzgrains: clear
to opaque, fine to medium, sub angular, few tight clusters with no visible
porosity, no show.

I 2900 - 2950 Shale: orange brown to dark brown, oil shale: Sandstone: white, very fine
to fine grained, tight, dolomiticcement, no porosity, no show.

I 2950 - 3000 loose Quartzgrains: clear to opaque, angular to sub angular, few tight
clusters, beach sand appearance, slieht milky cut, may be flushed;
Shale: light gray, silty, pyritic,platy.

3000 - 3050 loose Quartzgrains: as above, tan, cast, slieht milky cut, may be flushed;
Shale: orange tan, oil shale.

3050 - 3150 Shale: orange tan, medium brown; Shale: gray, tan.

3150 - 3250 Isose Quartzgrains: clear to opaque, very fine to fine grained, angular to

i sub angular; trace of Sandstone: clusters, very fine to fine grained, pyritic,
platy, calcareous cement, no visible stain, very weak milky cut, poor show,
may be flushed.
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i 3250 - 3300 Shale: light orange tan, dolomitic, oil shale: traceof loose Sand: as above.

3300 - 3350 Shale: as above; traceof Shale: light gray; traceof Sandstone: white, very
fine grained, well cemented, no porosity,no show.

I 3350 - 3400 Shale: light gray, gray tan; traceof Sandstone: white, very fine to fine
grained, angular to sub angular, few tight clusters, mostly loose grains.

I 3400 - 3410 Sandstone: white, light tan, very fine to fine grained,angular to sub angular,
clear to opaque quartz, few gray grains,clusters are well cemented, slightly
calcareous, trace pyritic, no visible porosity, trace spotty brown oil stain,
poor show.

I 3410 - 3450 Shale: dark gray brown, light gray, orange tan.

I 3450 - 3500 Limestone: cream, microcrystalline,blocky, no porosity,no show;
Shale: as above.

I 3500 - 3550 Sandstone: white to light gray, very fine grained,trace salt and pepper,rare
green grain, dolomitic cement, no visible porosity, trace of spotty dark
brown oil stain with slow weak blossum cut, poor show.

3550 - 3600 Shale: light gray, silty, no fluorescence,no cut.

3600 - 3700 Shale: light gray; trace of Shale: gray tan, light brown.

3700 - 3800 Shale: light to medium brown, slightly calcareous, platy, oil shale.

Converted to KCL Water Drilling Fluid @ 3802'.

3800 - 3850 Shale: light gray, trace silty; traceof Sandstone: white, very fine grained,
trace spotty oil stain, no visible porosity.

3850 - 3900 Limestone: white, cream, microcrystalline,blocky; Shale: orange tan, light
green gray.

2nd GARDEN GULCH 3888' (+1198')

3900 - 3955 Shale: tan, pale greengray; traceof Limestone: as above.

3955 - 3960 Sandstone: tan, speckled black with oil, very fine grained,angular to sub
angular, slightly calcareous cement, poor visible porosity,moderately friable,

I spotty black oil stain wet, medium brown when dry, medium bright overall
fluorescence,instant good streamer cut.

I 3960 - 4000 Limestone: cream, micritic to microcrystalline, no porosity, platy, pale gold
mineral fluorescence,no show; Shale: light gray; trace of Sandstone:
white, very fine grained,white calcareous cement, no porosity,no show.

4000 - 4100 Limestone: cream, as above; Shale: light gray, light tan; trace of
Sandstone: light gray, very fine grained,argillaceous, no porosity, no show,
platy.
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4000 - 4100 Limestone: cream, as above; Shale: light gray, light tan; trace of
Sandstone: light gray, very fine grained,argillaceous, no porosity, no show,
platy.
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i 4100 - 4150 trace of Shale: pale green, trace silty and very fine sandy, trace pyritic,

dolomitic, platy; Shale: tan and light gray.

I 4150 - 4166 Shale: pale green to green gray,as above; Shale: tan to medium brown;
traceof Sandstone: light gray, very fine grained,argillaceous, well cemented,
no porosity, no show.

Y-2 SANDSTONE 4162' (+924')

4166 - 4180 Sandstone: brown, very fine grained,few black grains, well sorted,dolomitic
cement,poor visible porosity,moderately friable, fairto good oil saturation,
pale green gold fluorescence,instant good streamer cut, good show,
scattered blobs of oil on chips. Shale: orange tan, dolomitic, bleedingoil in
fewchips, oil shale.

I 4180 - 4210 Shale: light gray, gray tan; Sandstone: light gray to tan, very fine grained,
well cemented, trace with spotty to good oil stain, tight.

I 4210 - 4240 Shale: light gray, trace silty, platy,no show; traceof Sandstone: light gray,
very fine grained,argillaceous, platy; Shale: medium brown.

4240 - 4330 InterbeddedShale: gray; Shale: medium orange brown; and Siltstone:
light gray, argillaceous, platy; with trace of Sandstone: white to light gray,
tight,no show.

I 4330 - 4360 Increasein Shale: orange brown, few white crystalline calcite inclusions;
traceof Shale: dark brown.

4360 - 4390 Shale: dark brown, platy, instant fairstreamer cut, oil shale.

4390 - 4420 traceof Limestone: cream, micritic, blocky; Shale: orange brown to brown,
dolomitic, platy, oil shale; traceof Sandstone: white, very fine grained,sub
angular, argillaceous in part, few gray grains, trace spotty oil stain, poor cut,
no porosity.

I 4420 - 4450 Limestone: cream, micritic,blocky to platy,pale mineralfluorescence,no
porosity,no show; Shale: orange brown, tan, light gray.

I 4450 - 4490 Shale: as above; traceof Sandstone: light gray, light green,very fine to fine
grained,poor sorting, trace salt and pepper, no porosity,no show; trace
Shale: dark brown, fewchips bleedingoil.

YELLOW MARKER 4496' (+590')

4490 - 4500 Shale: orange brown, light gray; trace of Limestone: cream; trace of
Sandstone: white, pale green.

4500 - 4530 Shale: as above; Shale: orange brown with abundant coarse white calcite

i crystal inclusions,platy, oil shale; trace of Shale: black, bleeding oil;
traceof Limestone: cream.
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i crystal inclusions,platy, oil shale; trace of Shale: black, bleeding oil;
traceof Limestone: cream.
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I
4530 -4550 as above; trace of Sandstone: white, very fine grained,occasionalgreenand

orange gmins, pyritic, no porosity, no show.

V-6 SANDSTONE 4554' (+536')

I 4550 4560 Sandstone: mediumbrown, very fine grained,angular to sub angular, few
blackgrains, well sorted, dolomiticcement, poor visible porosity, fairto
good oil saturation, bleeding oil from5 % of chips, pale green gold

i fluorescence,good instant streamer cut, good show in poor apparent
reservoir.

I 4560 - 4600 trace of Sandstone: white, very finegrained,white, well cemented, no
porosity,platy; Shale: orange brown to medium brown, dolomitic,waxy, oil
shale; trace of Limestone: cream, micritic,platy.

4600 - 4630 Shale: light gray,dolomitic, trace silty, no cut.

4630 - 4660 Shale: medium to dark brown, oil shale; Shale: light gray to light green
gray,platy, as above.

DOUGLAS CREEK 4659' (+427')

4660 - 4720 Siltstone: light gray,argillaceous, dolomitic,platy, no show; traceof
Sandstone: white, very fine to fine grained, poorly sorted, tight; trace of
Shale: brown, as above.

4720 - 4740 Shale: light gray, trace silty, platy; Shale: medium orange brown, oil shale.

R-2 SANDSTONE 4731' (+355')

4740 - 4750 Sandstone: tan to white, very fine to fine grained, traceblack gmins,poor

i sorting,well cementedwith lime, no visible porosity,tan, light oil stain,pale
green gold fluorescence,slow weak steamer cut, poor show.

4750 - 4790 Shale: medium orangebrown, dark brown, dolomitic,oil shale; Shale: light

i gray, trace silty, dolomitic,no show; Sandstone: white to light gmy, trace
black grains, angular to sub angular, poorly sorted, argillaceous in part, well
cemented,platy, no porosity,no show.

4790 - 4800 Shale: as above; Sandstone: as above, pyritic, no porosity,no show;
traceof Sandstone: light tan, very fine grained,no visible porosity,
trace spotty oil stain, poor show.

I 4800 - 4860 Shale: brown, gray,as above; Sandstone: light gray,argillaceous, very fine
grained to fine, poorly sorted, salt and pepper, no porosity, no show.

R-5 SANDSTONE 4855' (+231')

i 4860 - 4870 Sandstone: medium brown, very fine to fine grained, well sorted, traceblack
and gray grains, angularto sub angular,dolomiticcement, moderately friable,
poor to trace fair porosity, good oil saturation, pale green-gold
fluorescence,instant good streamer cut, fewchips bleedingoil, good show.
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i
sorting,well cementedwith lime, no visible porosity,tan, light oil stain,pale
green gold fluorescence,slow weak steamer cut, poor show.

4750 - 4790 Shale: medium orangebrown, dark brown, dolomitic,oil shale; Shale: light

i gray, trace silty, dolomitic,no show; Sandstone: white to light gmy, trace
black grains, angular to sub angular, poorly sorted, argillaceous in part, well
cemented,platy, no porosity,no show.
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trace spotty oil stain, poor show.

I 4800 - 4860 Shale: brown, gray,as above; Sandstone: light gray,argillaceous, very fine
grained to fine, poorly sorted, salt and pepper, no porosity, no show.

R-5 SANDSTONE 4855' (+231')

i 4860 - 4870 Sandstone: medium brown, very fine to fine grained, well sorted, traceblack
and gray grains, angularto sub angular,dolomiticcement, moderately friable,
poor to trace fair porosity, good oil saturation, pale green-gold
fluorescence,instant good streamer cut, fewchips bleedingoil, good show.
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2nd DOUGLAS CREEK 4905' (+181')

4870 - 4960 Shale: orange brown, tan, trace gray; trace of Sandstone: light gray, very
fine to fine, argillaceous, platy, no porosity,no show.

I 4960 -5020 Shale: orange-brown,mediumbrown,waxy, oil shale; trace of Limestone:
cream, micritic; twee of Sandstone: white, very fine grained,trace orange
and gray grains,well cemented, no porosity,no show.

5020 - 5050 Shale: dark brown-black, oil shale; Shale: orange brown; and tmceof
Sandstone: white, as above.

GREEN MARKER 5050' (+36')

5050 - 5110 Shale: orange brown, tracebrown-black,oil shale; trace Shale: light gray,

I platy; trace of Sandstone: white, light gray, very fine grained, argillaceous,
silty, no porosity,no show.

I 5110 - 5140 trace of Sandstone: light gray to medium brown, very fine gmined,angular
to sub angular, good sorting, well cemented, slightly calcareous, no visible
porosity, spotty to fairoil stain, instant weak streamer cut, pale green gold

i fluorescence,poor show; Shale: as above.

5140 -5170 Shale: medium orange brown, tracedark brown and light gray; trace of
Limestone: cream, micritic, platy; tmce of Sandstone: white, very fine
grained, no porosity, trace spotty oil stain, poor show.

5170 -5205 Shale: light gray, no calcareous, platy; trace Shale: orange brown.

G-5 SANDSTONE 5206' (-120')

i 5205 - 5220 traceSandstone: medium brown, very fine to fine grained, silty, angular to
sub angular, poorly sorted, calcareous, well cemented, trace ofoilstain in
mostpart with fewchips with good oil stain, with no fluorescence,good
streamer cut in stained chips, overall poor show in poor reservoir.

5220 - 5230 Shale: orange brown, medium brown, trace gray.

5230 - 5260 Shale: brown-black,platyoil shale; Shale: brown and gray, as above.

5260 - 5290 Shale: orangebrown to medium brown; trace of Limestone: white, micritic,
platy.

5290 - 5320 Shale: medium brown,orange brown, light gray; trace of Sandstone: white,
very fine grained,no porosity,no show; traceof Limestone: cream, micritic,
blocky.

BLACK SHALE FACIES 5376' (-290')

5320 - 5440 Shale: brown-black to black, sub blocky, oil shale.
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i
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5260 - 5290 Shale: orangebrown to medium brown; trace of Limestone: white, micritic,
platy.

5290 - 5320 Shale: medium brown,orange brown, light gray; trace of Sandstone: white,
very fine grained,no porosity,no show; traceof Limestone: cream, micritic,
blocky.
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5320 - 5440 Shale: brown-black to black, sub blocky, oil shale.
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i 5440 - 5500 Shale: light to medium brown,dolomitic, platy, oil shale; trace Shale: light

gray, medium cut; traceof Limestone: white, micritic, platy; trace of Shale:
black,as above.

CARBONATE MARKER 5496' (-410')

5500 - 5525 Shale: medium brown, dolomitic, oil shale; traceof Limestone: white,
micritic; traceof Sandstone: white, light gray, very fine grained,white
cement, no porosity, no show.

B-1 SANDSTONE 5525' (-439')

5525 - 5540 2% Sandstone: white to light tan, very fine grained, sub angular, no visible
porosity,spotty oil stain, pale overall green gold fluorescence,weak
streamer cut, poor show; Shale: medium brown, as above; trace of
Limestone: white,chalky.

5540 - 5550 1% Sandstone: white, trace tan, very fine grained,few tightclusters with

I spotty oil stain, even green goldfluorescence,fairinstant steamer cut,
better than above, fairshow.

5550 - 5590 Shale: medium brown, orange tan, light gray; traceof Limestone: cream,
micritic; 1% Sandstone: as above.

B-2 SANDSTONE 5588' (-502')

5590 - 5600 1% Sandstone: tan to white, very fine grained, no visible porosity,sootty oil
stain, fairshow, as above, caveings?; Shale: tan, orange tan, dolomitic,oil
shale.

5600 - 5610 Shale: black, very carbonaceous, oil shale.

5610 - 5620 Shale: light to medium orangebrown, dolomitic, platy,oil shale; trace of
Limestone: cream, micritic,platy; tmce of Sandstone: white, light gray, very
fine gmined,trace salt and pepper,well cemented, no porosity,no show.

5620 - 5655 Shale: as above; trace of Gilsonite: black, brittle; 3 chips of Sandstone:
white, very fine to fine grained,few black grains,angular to sub angular,no
visible porosity, spotty oil stain, no fluorescence,slow fairstreamer cut.

B-3 SANDSTONE 5654' (-569')

5655 - 5670 1% Sandstone: white, light tan, very fine grained, slightly calcareous cement,
no visible porosity, moderately friable, medium green goldfluorescence,
instant weak streamer cut, poor show, samples very poor; mostly Shale:
medium to light brown.

5670 - 5700 Shale: as above; trace of Shale: light gray, silty, platy; trace of Sandstone:
white, very fine grained,well cemented, no porosity,no show.

5780 - 5800 Shale: dark brown-blackto black,carbonaceous, few ostracods, platy, oil
shale; Shale: as above.
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instant weak streamer cut, poor show, samples very poor; mostly Shale:
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5670 - 5700 Shale: as above; trace of Shale: light gray, silty, platy; trace of Sandstone:
white, very fine grained,well cemented, no porosity,no show.
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i 5800 - 5830 Shale: light gray, light greengray; Shale: brown, as above; trace of Shale:

black; traceof Sandstone,white, few black, orange and green grains, very

I fine to fine grained,well soned, slightly dolomitic cement, very friable, fair
porosity, spotty oil stain, medium bright fluorescence,fairinstant streamer
c_g

5800 - 5830 Shale: light gray, light green gray; Shale: medium orange brown.

I 5830 - 5850 Shale: light gray, green grayand orange brown, as above.

I 5850' Driller T.D.
5828' Logger T.D. (22' Fill)

i
I
i
i
i
I
i
I
i
I
i
i 18
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i 5800 - 5830 Shale: light gray, light greengray; Shale: brown, as above; trace of Shale:

black; traceof Sandstone,white, few black, orange and green grains, very
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porosity, spotty oil stain, medium bright fluorescence,fairinstant streamer
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RESOURCES INC.

April 13, 1998

Mr. Dan Jarvis
State of Utah
Division of Oil, Gas & Mining
P. O. Box 145801
Salt Lake City, Utah 84114-5801 f) S v1/NING
RE: Mechanical Integrity Test

Balcron Monument State #13-2
NWSW Sec 2-T9S-Rl7E
Duchesne County, Utah

Dear Mr. Jarvis:

Please find attached, Form 3160-5, Sundry Notice and Report on Wells, for work

performed on the above referenced well. Should you have any questions, please contact

me at (303) 382-4434.

Sincerely,

Debbie E. Knight
Permitting Specialist

cc: Mr. Edwin Forsman, BLM

410 Seventeenth Street, Suite 700, Denver, CO 80202 • 303-893-0102 • FAX
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RESOURCESINC.

Daily Workover Report

CASTLE DRAW 13-2 Spud Date: 2/12/95
NWISW Section 2, TO9S R17E TD: 5850'
DUCHESNE Co., Utah WO Rig: Flint #1455
API #43-013-31482

3/31/98 PO: Injection Conversion. (Day 1)
Summary: 3/30/98 - TP: 45, CP: 45. MIRUSU. Pump 40 bbls water down casing.
Test tubing to 1300 psi. Unseat pump. Flush tubingwith 40 bbls water.TOOH w/ rods
laying them down, several bad rods from worn pins. NU BOP. Release TA. TOOH wl
tubing breaking every collar and applying liquid "O"ring to every pin. SIFN.
DC: $2,464 TWC: $2,464

4/1/98 PO: Injection Conversion. (Day 2)
Summary: 3/31/98 - TP: 0, CP: 0. TlH w/ 5 1/2" Arrow Set 1 packer, SN, 132 jts tbg.
RD BOP. Pump 60 bb\s fresh water down casing. Add Anhib 2 to water. Pump 60 bbls
treatedwater. Set packer w/ 16000# tension.Pump 35 bbis treated water to test casing
to 1000 psi for 30 minutes. RDMOSU.
DC: $10,745 TWC:
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STEP RATE RECORD
Mechanical Integrity Test

4-1-98

Balcron Monument State 13-2
NW SW Sec 2-T9S-R17E
Duchesne County, Utah

0 Min 1100 psig
5 Min 1100 psig
10 Min 1000 psig
15 Min 1100 psig
20 Min 1100 psig
25 Min 1100 psig
30 Min 1100 psig
35 Min 1100 psig
40 Min 1100 psig
45 Min 1100 psig
50 Min 1100 psig
55 Min 1100 psig
60 Min 1100 psig
65 Min 1100 psig
70 Min 1100 psig
75 Min 1100 psig
80 Min 1100
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RESOURCES INC DIV.OFOIL,GAS&MINING

May 22, 1998

Mr. Dan Jarvis
State of Utah
Division of Oil, Gas & Mining
P. O. Box 145801
Salt Lake City, Utah 84114-5801

RE: Date of First Injection
Balcron Monument State #13-2
Section 2-T9S-Rl7E
Duchesne County, Utah

Dear Mr. Jarvis:

Please find attached, Form 3160-5, Sundry Notice and Report on Wells, for work
performed on the above referenced well. Should you have any questions, please contact
me at (303) 382-4434.

Sincerely,

Debbie E. Knight
Manager, Regulatory Compliance

cc: Mr. Edwin Forsman, BLM

4lO Seventeenth Street, Suite 700, Denver, CO 8O2O2 • 303-893-0102 • FAX
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FØfËM 3160-5 ITED STATES FORM APPROVED

(June 1990) DEP ENT OF THE INTERIOR Budget Bureau No. 1004-0135

BUREAU OF LAND MANAGEMENT Expires: March 31, 1993

5. Lease Designation and Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS ML-45555
Do not use this form for proposals to drill or to deepen or reentry a different reservoir. 6. Iflndian, Allotteeor Tribe Name

Use "APPLICATION FOR PERMIT -" for such proposals NA

7. If Unit or CA, Agreement Designation

SUBMIT IN TRIPLICATE NA
1. Type of Well

Oil Gas 8. Well Name and No,

Well Well Other WIW BALCRON MONUMENT STATE 13-2
9. API Well No.

2.NameofOperator 43-013-31482
INLAND PRODUCTION COMPANY 10. Field and Pool, or Exploratory Area

3. Address and Telephone No. MONUMENT BUTTE
475 17TH STREET, SUITE 1500, DENVER, COLORADO 80202 (303) 292-0900 ll. County or Parish, State

4. Location of Well (Footage, Sec., T., R., m., or Survey Description)

2210 FSL 0604 FWL NW/SW Section 2, T09S R17E DUCHESNE COUNTY, UTAH

12. CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Abandonment Change of Plans

Recompletion New Construction

X Subsequent Report Plugging Back Non-Routine Fracturing

Casing Repair Water Shut-Off

Final Abandonment Notice Altering Casing Conversion to Injection

X Other First Injection Dispose Water

(Note: Report results of multiple completion on Well

Completion or Recompletion Report and Log form.)

13. Describe Proposed or Completed Operations (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any proposed work. If well is direction-

ally drilled, give subsurface locations and measured and true vertical depths for all markers and zones peninent to this work.)*

The date of first injection for the above referenced well is April 30, 1998.

DEcauva-
MAY26 1998

DIV.OFOIL,GAS&MINING

14. I her y certify that

Title Manager, Regulatory Compliance Date 5/22/98

(This space for Federal or State office use)

Approved by Title Date

Conditions of approval, if any:

CC: UTAH DOGM
Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, fictitious

or fradulent statements or representations as to any matter within its
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O State of Utah
DEPARTMENTOFNATURALRESOURCES
DIVISION OF OIL, GAS AND MINING
1594 West North Temple, Suite 1210

PO Box 145801

Michael O. Leavitt Salt Lake City, Utah 84114-5801

Governor 801-538-5340

Lowell P. Braxton 801-359-3940 (Fax)
Division Director 801-538-7223 (TDD)

UNDERGROUND INJECTION CONTROL PERMIT

Cause No. UIC-204

Operator: Inland Production Company

Wells: Balcron Monument State 13-2

Location: Section 2, Township 9 South, Range 17 East,

County: Duchesne

API No.: 43-013-31482

Well Type: Enhanced Recovery (waterflood)

Stipulations of Permit Approval

1. Approval for conversion to Injection Well issued on
February 2, 1998

2. Maximum Allowable Injection Pressure: 1432 psig

3. Maximum Allowable Injection Rate: (restricted by pressure
limitation)

4. Injection Interval: Douglas Creek Member of the Green
River Formation (4166 feet - 4873 feet)

Approved by :

hn R. Baza Date

ssociate Director, And

O State of Utah
DEPARTMENTOFNATURALRESOURCES
DIVISION OF OIL, GAS AND MINING
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RESOURCES INC.

OCT30 1998
October 29, 1998

'

StateofUtah
DIV.0FOIL,GAS&MINING

Division of Oil, Gas & Mining
Attn: Carolyn
1594 West North Temple - Suite 1210
P.O. Box 145801
Salt Lake City, Utah 84114-5801

Dear Carolyn:

Please findenclosed the Production & Disposition Reports forAugust 1998. I have
changed my computer program so that there will not be wells listed on the reports that haven't
gone on production yet. This is one of the items we discussed. The only discrepancies between
the models and my reports are wells that have gone on injection. I have looked through our files
and it appears that all the paperwork is in order. I have deleted these wells off my reports. They
are as follows:

Well Name & Number Entity # Date of1"1njection
-> 3/

Monument Butte #7-2699 12187 March 18, 1998
Monument Butte #1-26 A 12187 January 23, 1998
Monument State #13-2 12275 April 29, 1998 +'

Monument State #31-2 12275 June 4, 1998 ye a
Wells Draw #43-5W 12276 July 2, 1998 4 6 0

Wells Draw #23-34B 12276 June 5, 1998 V B"

Tar Sands #5-30WW 12308 July 30, 1998 // 6 / /'3

Tar Sands#3-28W 12391 June 25, 1998 VS

Tar Sands #5-28 12391 August 5, 1998 ¥

Please check your records and let me know ifyou need any furtherinformation forany of
these wells. As always, thanks foryour assistance. Ifyou have any questions or need further
information, please don't hesitate to call me.

District Administrator

/k;

Inland Production Company Field Office • RO. Box 1446 • Roosevelt, UT 84066 • 801-722-5103 • FAX 801-722-9149

410 Seventeenth Street, Suite 700, Denver, CO 80202 • 303-893-0102 • FAX
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PRODUCTION COMPANY
A Subsidiarr of Inland Resources Inc.

February 24, 1999

State of Utah
Division of Oil, Gas & Mining
Attn: Dan Jarvis
1594 West North Temple - Suite 1210
P.O. Box 145801
Salt Lake City, Utah 84114-5801

Dear Dan:

Please findenclosed a "Sundry Notice and Report on Wells" for the Monument State
#13-2. With this sundry notice are the results of a Step Rate Test (SRT) conducted by lnland
Production Company on February 4, 1999. Due to the results ofthis SRT, Inland is requesting
approval to increase our Maximum Allowable Injection Pressure to 1760 psi on the Monument
State #13-2 in the Castle Draw Unit.

Thanks foryour assistance. If you have any questions or need furtherinformation, please
don't hesitate to call me.

Sincerely,

Brad Mecham
Utah Manager

Enclosures

cc: George Rooney - Jon Holst - Inland Resources
Mike Guinn - Inland Production Company
Roosevelt & Denver Well Files

/kj

Inland Production Company Ficki Office • Route 3. Box 3630 • Myton. UT 84052 • 435-(54(5-3721 • FAX 435-646-3031

Corporate Office • 410 Seventeenth Strect. Suite 7OO • Denver, CO BO2O2 • 303-893-0102 • FAX
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987

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCE ,

DIVISION OF OIL, GAS, AND MINING 5 IGNATION AND SERIAL NO.'
DIV.OFOlL,GSS Mb¾l ML-45555

I- SUNDRY NOTICES AND REPORTS OltWEttS i IFINDIAN,ALLOTTEEORTRIBALNAME

(Do not use this formfor proposals to drill or to deepen or plug back to a different reservoir. N/A
Use "APPLICATIONFOR PERMIT-" for such proposals.)

7. UNITAGREEMENTNAME
LLL SLL

OTHER Water Injection Well CASTLE DRAW UNIT

2. NAME OF OPERATOR 8. FARM OR LEASE NAME
INLAND PRODUCTION COMPANY BALCRON MONUMENT STATE

3. ADDRESS OF OPERATOR 9. WELL NO.
ROUTE #3 BOX 3630 MYTON, UTAH 84052 13-2
(435) 646-3721

4. LOCATION OF WELL (Report location clearly and in accordance with any State requirements.* 10 FIELD AND POOL, OR WILDCAT
See also space 17 below.)
At surface MONUMENT BUTTE

NW/SW 2210 FSL 604 FWL
ll SEC., T., R., M., OR BLK. AND

SURVEYOR AREA
NWISW SECTION 2, T9S, R17E

14 API NUMBER 15. ELEVATIONS (Show whether DF, RT, GR, etc.) 12 COUNTYOR PARISH l3 STATE43-013-31482 5077' GR DUCHESNE UT

16. Check Appropriate Box To Indicate Nature of Notice, Report, or Other Data
NOTICE OF INTENTION TO: SUBSEQUENT REPORT OF:

TESTWATERSHUT-OFF PULL OR ALTER CASING WATER SHUT-OFF REPAIRING WELL

FRACTURE TREAT MULTIPLE COMPLETE ALTERINGCASING

SHOOT OR ACIDIZE ABANDON* SHOOTINGOR ACIDIZING ABANDONMENT*

REPAIR WELL (OTHER) CONDUCT STEP RATE TEST

(OTHER) (Note: Report results of multiple completion on Well
Completion or Recompletion Report and Log form.)

17 DESCRIBE PROPOSED OR COMPLETED OPERATIONS (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any
proposed work. If well is directionally drilled, give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work)*

On February 4, 1999, Inland Production Company conducted a step rate test (SRT) on the Monument State
#13-2 in the Castle Draw Unit. Due to the results of this SRT, we are requesting that the Maximum
Allowable Injection Pressure be increased to 1760 psi.

18 ISIhGbE

TITLE Utah Manager
Brad Mecham

(This space for Federal or State office use)

APPROVED BY TITLE DATE
CONDITIONS OF APPROVAL, IF ANY:

See Instructions On Reverse
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DOGM Fonn 5

May 5, 1987

STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 5. LEASE DESIGNATION AND SERIAL NO.

ML-45555

1. SUNDRY NOTICES AND REPORTS ON WELLS 6. ]FINDIAN,ALLOTFEEORTRlBALNAME

(Do not use this form for proposals to drill or to deepen or plug back to a different reservoir. N/A

Use "APPLICATION FOR PERMIT--" for such proposals.)

ELLL GWAESLL

OTHER

7. UNTTAA

L I RW

2.NAMEOFOPERATOR 8. FARMORLEASENAME

INLAND PRODUCTION COMPANY MON ST 13-2

3.ADDRESSOFOPEKATOR 9. WELLNO.

Rt. 3 Box 3630, Myton Utah 84052 MON ST 13-2
435-646-3721

4. LOCATION OF WELL (Report location clearly and in accordance with any State requirements.* 10. FlELD AND POOL, OR WILDCAT

See also space 17 below.)

At surface MONUMENT BUTTE
NWISW Section 2, T9S R17E
2210 FSL 0604 FWL ]I. SEC., T., R., M., OR BLK. AND

SURVEY OR AREA

NWISW Section 2, T9S R17E

14 API NUMBER 15. ELEVATIONS (Show whether DF, RT, GR, etc.) 12. COUNTY OR PARISH 13. STATE

43-013-31482 5077 GR DUCHESNE UT

16. Check Appropriate Box To Indicate Nature of Notice, Report, or Other Data

NOTICE OF INTENTION TO: SUBSEQUENT REPORT OF:

TOSTwATVRsiit)T-OFF PULLORALTERCASING WATERSHUT-OFF O REPAIRINGWELL

FRACTURE TREAT MULT]PLE COMPLETE FRACTURE TREATMENT ALTERING CASING

SHOOTORACID1ZE ABANDON* SHOOTINGORACIDIZING ABANDONMENT*

REPAlR WELL (OTHER) 5 Year MIT

(OTHER) (Note: Report results of multiple completion on Well

Completion or Recompletion Report and Log form.)

17 DESCRIBE PROPOSEDOR COMPLETED OPERATIONS (Clearly state all pertinent details, and give pertinentdates, including estimated date of starting any

proposed work. If well is directionally drilled, give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

A 5 Year MIT was conducted on the subject well. On 3/6/03, Mr. Al Craver with the EPA was contacted and

gave permission to conduct an MIT on the casing. On 3/10/03, the casing was pressured to 1185 psig and

charted for 1/2 hour test with no pressure loss. No governmental agencies were able to witness the test.

RECEIVED

MAR13 2003
DIV.OF OIL GAS & MINING

18 I hereby certify th the foregoing is true and ect

SIGNED TITLE Office Manager DATE 3/l 1/2003

Marth Hall

cc: BLM
(This space for Federal or State ofilce use)

APPROVEDBY TITLE _ DATE

CONDITIONSOF APPROVAL, IF ANY:

Accepted by the
se to Utah Division of

*SeelustructionsOnReverseSide Oil,Gas and
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e O
Mechanical Integrity Test

Casing or Annulus Pressure Mechanical Integrity Test
U.S. Environmental Protection Agency

Underground injection Control Program, UICDirect Implementation Program 8P-W-GW
999 18* Street. Suite 500 Denver, CO 80202-2466

EPA Witness: Date: 5 / / Q / O 3
Test conducted by: Sg-ET i gggg,
Otherspresent:

Field: $4 m DRAwdNW
Location: M Mvd See: A T 'i N / S R 19 E / W County: Chwk State:_L__tr
Operator: O òŒ

Last MIT: 4 / \ / 6 MaximumAllowable Pressure: ÌWoQ PSIG

Is this a regularly scheduled test? [ Yes [ ] No RECE IVED

Initial test for permit? [ ] Yes [N No Î¾
Test after well rework? [ ] Yes [y() No D F GAS & MINING

Well injecting duringtest? M Yes [ ] No If Yes, rate: bpd

Pre-test casing/tubing annulus pressure: psig

Initial Pressure psi psi

0 minutes psig psig psig
5 minutes psig psig psig

10 minutes psig psig
.psig

15 minutes psig psig psig
20 minutes Ilß psig psig psig
25 minutes Ig psig psig psig
30 minutes lig psig

.

psiR 9514
mmutes osie psie psia

RESULT

Does the annulus pressure buildback up after the test ? f 1 Yes ( 1

e O
Mechanical Integrity Test

Casing or Annulus Pressure Mechanical Integrity Test
U.S. Environmental Protection Agency

Underground injection Control Program, UICDirect Implementation Program 8P-W-GW
999 18* Street. Suite 500 Denver, CO 80202-2466

EPA Witness: Date: 5 / / Q / O 3
Test conducted by: Sg-ET i gggg,
Otherspresent:

Field: $4 m DRAwdNW
Location: M Mvd See: A T 'i N / S R 19 E / W County: Chwk State:_L__tr
Operator: O òŒ

Last MIT: 4 / \ / 6 MaximumAllowable Pressure: ÌWoQ PSIG

Is this a regularly scheduled test? [ Yes [ ] No RECE IVED

Initial test for permit? [ ] Yes [N No Î¾
Test after well rework? [ ] Yes [y() No D F GAS & MINING

Well injecting duringtest? M Yes [ ] No If Yes, rate: bpd
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Initial Pressure psi psi

0 minutes psig psig psig
5 minutes psig psig psig

10 minutes psig psig
.psig

15 minutes psig psig psig
20 minutes Ilß psig psig psig
25 minutes Ig psig psig psig
30 minutes lig psig

.

psiR 9514
mmutes osie psie psia

RESULT

Does the annulus pressure buildback up after the test ? f 1 Yes ( 1
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MECHAMCAL INTEGRITY PRESSURE TEST

Additional comments for mechanical integrity pressure test, such as volume of fluid added to annulus
and bled back at end of test, reason for failing test (casing head leak, tubing leak, other), etc.:

Signature of Witness:

OFFICE USE ONLY - COMFUANCE FOLLCWUP

Staff Date: I /
Do you agree with the reported test results? f ] YES ( ) NO +

If not. why?
Possible violation identified? I ] YES [ ] No RECElVED

IfYES, what
MARI 3 2003IfYES - followup initiatea? ( ) YES

( ) NO-whynot? DwofDILGAS&MNy

[ ] Data Entry [ ] Compliance Staff [ ] 2"6 Data Entry [ ] Hardcopy

e O
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STATE DE UTAH

DIVISION OF OIL, GAS, AND MINING 5. LEASEDES1GNAT10NANDSERIALNO.

ML-45555

SUNDRY NOTICES AND REPORTS ON WELLS O IFIND1AN.ALLOTTEEORTRlBALNAME

Do not use this forni for proposals io drill new wells, deepen exisiing wells, or to reenter plugged and abandolied wells N/A
ITLlí ATluN FOR PERMIT TO DRIl.L OR DEEPEN Ihmi lor snell propos,ils

\\PI L \ L OTiiEl Injection Well

7. UN1TAGREE

T'MEDRAW

2. NAMEOFDPERATOR 8. WELLNAMEandNUMBER

INI.AND PRODUCTION COMPANY MON ST 13-2

A. ADDRESS AND TELEI'HONE NUMBER 9 API NUMBER

Rt. 3 Box 3630, Myton Utah 84052 43-013-31482
435-646-3721

4 LOCAT10N OF WELI. 10 FlELD AND POOL OR W1LDCAT

Enotages 2210 FSL 604 FWL MONUMENT BUTTE

oo.sEC TRy NWlSW Section 2, T9S R17E
cousTa DUCHESNE
STATE UTAH

I 1 CIIECK APPROPRIATE BOXES TO INDICATE NATURE OF N(T ICE REPORT OR OTHER DATA

NOTICE OF INTENT: SUEISEQUENT REPORT OF:

(Subinil in Duplicate) (Submit Original Fom1Only)

ABANDON NEW CONSTRI T TION AHANIX)N* NEW CONSTRUCTION

REPAIR (ASIN(i I DI,L OR Al TER CAS1NG REl'AIR CASIN(i PULL OR ALTER CASING

CHANGE OF PLANS RECOMPLETE CIIAN(iE OF PLANS RECOMPLETE

CONVERT TO 1NJECTlON REPERFORATE CONVERT TO INJECTION REPERFORATE

FRACTlíRF TRI \T HI< U IDIZE VENT Oll FLARE FRACTHIŒ TRF \T OR AflDIZE VENT OR FLARE

MELTIPl.E( MPI.ETM)N WATERSIllTOFF Tlieu StepRateTest

OTHER DATE WORK COMPLETED

Report results of Multiple Completion and Recompletions to different

reservoirs on WELL COMPLETION OR RECOMPLETION REPORT AND

I OG forni
*Must he accompanies by a cement verification report.

DESCRIBE PROI USED OR COMPLETED OPERAT10NS. (Clearly sta‡e all pertinent details. and give pertinent dates. If well is directionally drilled, give subsurface locations

and measured and irue vertical depth for all markers and zones peninent to this work.

A step rate test was conducted on the subject well on 10/14/03. Results from the test indicate that the fracture
gradient is .922 psi/ft. Therefore, Inland is requesting that the maximum allowable injection pressure (MAIP) be

changed to 2030
psi.

NAME & SlGNATl R TlTLE VICC TCSitlent of OperationS DATE 10/17/2003
Michael Guinn /

Accepted by the
Utah Division of

Oil, Gas and M RECEIVED

Date: I OCT2 0
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Monument State 13-2-9-17
Castle Draw Unit
Step Rate Test

October 14, 2003
2200

2100

2000

1000

1800

1700

1600

0 30 60 90 120 150 180 210 240 270 300

Rate (BPD)

Step Rate(bpd) Pressure(psi)
Start Pressure: 1535 psi 1 30 1645
Instantaneous Shut In Pressure (ISIP): 2105 psi 2 60 1700
Top Perforation: 4166 feet 3 90 1765
Fracture pressure (Pfp): 2030 psi 4 120 1830
FG: 0.922 psilft 5 150 1895
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UNITED STATES ENVIRONMENTAL PROTECTION AGENCY

REGION 8
999 18TH STREET - SUITE 300

DENVER,CO 80202-2466
Phone 800-227-8917

http:llwww.epa.gov/regionO8

0CT 29 2003

Ref: 8P-W-GW
ypted by the

CERTIFIED MAIL
UtkD·mrisiono

RETURN RECEIPT REQUESTED Oil,Gas and Mining

ORRECORDONLY
Mr. Michael Guinn
Vice President of Operations
Inland Production Company
Route 3 - Box 3630
Myton, UT 84052

RE: UNDERGROUND INJECTION CONTROL (UIC)
APPROVAL TO INCREASE MAXIMUM

SURFACE INJECTION PRESSURE

EPA Permit No. UT20776-04430

Balcron Monument State No. 13-2

NW SW Sec. 2 - T9S - R17E
Uintah County, Utah

Dear Mr. Guinn:

The Environmental Protection Agency(EPA) Castle Draw Area

Permit UT20776-00000 (Effective November 29, 1995), Part II,

Section C. 5. (b), permits the "Director" to authorize, by

letter, an increase in the maximum surface injection pressure

(MIP) for the Monument State No. 13-2-9-17 following receipt and

approval of a valid step-rate test (SRT).

On October 17, 2003, Inland Production Company (Inland)

submitted an SRT, dated October 14, 2003, which was reviewed and

approved by the EPA on October 21, 2003. The EPA approved the

fracture gradient (FG) of 0.922 psi/ft for the Garden

Gulch/Douglas Creek/Basal Carbónate Members of the Green River

Formation injection interval.

As of the date of this letter, the EPA authorizes an

increase in the maximum surface iniection pressure (MIP) from

1760 psig to 2030 psig. The 2030 psig MIP is less than the

maximum surface injection pressure of 2137 psig as cited in the

Castle Draw Area Permit, Part II, Section C. Condition 5. b. FIECEIVED
NOVO32UG

ÛPrintedonlì9PT d6fko¾AS &
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ÛPrintedonlì9PT d6fko¾AS &



2

FG = 0.922 psi/ft
D = 4166 feet: Top perforation
SG = Specific gravity: 1.005

MIP = [(0.922) - (0.433)(1.005)] 4166

MIP = 2030 psig

Please send all compliance correspondence relative to this
well to the ATTENTION: NATHAN WISER, at the letterhead address,

citing MAIL CODE: 8ENF-T very prominently. You may call Mr.

Wiser at 303-312-6211, or 1-800-227-8917 (Ext. 6211).

Sincerely,

Stephen S. Tuber
Assistant Regional Administrator
Office of Partnerships and

Regulatory Assistance

cc: Ms. Maxine Natchees
Chairwoman
Uintah & Ouray Business Council
Ute Indian Tribe
P.O. Box 190
Fort Duchesne, Ut 84026

Ms. Elaine Willie
Environmental Coordinator
Ute Indian Tribe
P.O. Box 460
Fort Duchesne, UT 84026

Mr. Chester Mills
Superintendent
Bureau of Indian Affairs
Uintah & Ouray Indian Agency
P.O. Box 130
Fort Duchesne, UT 84026

Mr. David Gerbig
Operations Engineer
Inland Production Company
410 Seventeenth Street - Suite 700

Denver, CO

2
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Mr . Gil Hunt
Technical Services Manager
State of Utah - Natural Resources

Division of Oil, Gas and Mining

1594 West North Temple - Suite 1220

Salt Lake City, UT 84111-00581

Mr. Jerry Kenczka
Petroleum Engineer
Bureau of Land Management
Vernal District
170 South 500 East
Vernal, UT 84078

Mr. Nathan Wiser

e e
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Corporations Section E o, Geoffrey S. Connor .

P.O.Box 13697 Secretaryof State
Austin, Texas 78711-3697

Office of the Secretary of State

The undersigned, as Secretary of State of Texas, does hereby certify that the attached is a true and
correct copy of each document on file in this office as described below:

Newfield Production Company
Filing Number: 41530400

Articles of Amendment September 02, 2004

In testimony whereof, I have hereunto signed my name
officially and caused to be impressed hereon the Seal of
State at my office in Austin, Texas on September 10,
2004.

Secretary of State

Come visit us on the internet at http://www.sos.state.tx.us/
PHONE(512) 463-5555 FAX(512) 463-5709 TTY7-1-1
Prepared by:

O O
Corporations Section E o, Geoffrey S. Connor .

P.O.Box 13697 Secretaryof State
Austin, Texas 78711-3697
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ARTICLES OF AMENDMENT 10theÛffcOf the
TO THE Secretaryof 3tate ofTeXa6

ARTICLES OF INCORPORATION
OF 39 02 MN

INLAND PRODUCTION COMPAN Y CorporationsSection

- Pursuant.tothe provisionsof Article 4.04 of the Texas Business Corporation Act (the
"TB0A"), the undersigned corporation adopts the following articles of amendment to the articles

of incorporation:

ARTICLE 1- Name

The name of the corporation is Inland Production Company.

ARTICLE 2 - Amended Name

The following amendment to the Articles of Incorporation was approved by the Board of
Directors and adopted by the shareholders of the corporation on August 27, 2004.

The amendment alters or changes Article Oné of the Articles of Incorporation to change

the name of the corporation so that, as amended, Article One shallread in its entirety as follows:

"ARTI.CLE ONE - The name of the corporation is Newfield Production Company."

ARTICLE 3 - Effective Date of Filing

This document will become effective upon filing.

The holder of all of the shares outstanding and entitled to vote on said amendment has

signeda consent in writing pursuantto Article 9.10 of the TBCA, adopting said amendment,and

any written notice required has been given.

IN WITNESSWHEREOF, the undersigned corporation has executed these Articles of
Amendment as of the 1" day of September, 2004.

INLAND RESOURCES INC.

By:
Susan G. Riggs,

ARTICLES OF AMENDMENT 10theÛffcOf the
TO THE Secretaryof 3tate ofTeXa6
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09/20/2004 10:01 30338244 4 INLAND RESOURCES PAGE 62à e
STATEOP UTAH UICFORM 6DEPARTMENTOF NATURALRESOURCES

DIVISIONOF Olt, GASAND MINING

TRANSFEROF AUTHORITYTO INJECT
Well Namoand Number API NumberSee Attached List
Location of Weil Field er unitName

See Attached ListFootage : County ; Lease Designaden and Number
QQ,Seedon,Townshlg,Rafice: State: UTAH

EFFECTIVEDATEOP TRANSFER: 9/1/2004

CURRENTOPERATOR

Company: inland ProductionCompany Name: Brian Harris j
Address: 1401 17th Street Suite 1000 Signature: O

ç¡¡y Denver stateCo g¡p80202 Title: EngineeringTech.
Phone: (303) 893-0102 Date: 9/16/2004

Comments:

NEWOPERATOR

Newfield Production Company Name: B Harris
1401 17th Street Suite 1000 Signatult:

city Denver stateCo zip 80202 Title: Engineering Tot h.
Phone: Date: 9/15/2004
Comments:

Trawnsferras

ro by ApprovalDate:
Title:

Comments
5

RECEIVED(5/2000)

SEP2 0 2004
DVOF01, GAS&
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Division of Oil, Gas and Mining
ROUTING

OPERATOR CHANGE WORKSHEET 1. GLH

Change of Operator (Well Sold) Designation of Agent/Operator

X Operator Name Change Merger

The operator of the well(s) listed below has changed, effective: 9/1/2004
FROM: (Old Operator): TO: ( New Operator):
N5160-Inland Production Company N2695-Newfield Production Company

Route 3 Box 3630 Route 3 Box 3630
Myton, UT 84052 Myton, UT 84052

Phone: 1-(435) 646-3721 Phone: l-(435) 646-3721

CA No. Unit: CASTLE DRAW

WELL(S)
NAME SEC TWN RNG API NO ENTITY LEASE WELL WELL

NO TYPE TYPE STATUS

MON ST 14-2 02 090S 170E 4301331425 12275 State WI A

MONUMENT ST 12-2 02 090S 170E 4301331481 12275 State OW P
MONUMENT ST 13-2 02 090S 170E 4301331482 12275 State WI A

MONUMENT ST ll-2-9-17CD 02 090S 170E 4301331685 12275 State WI A

CASTLE DRAW 10-2R-9-17 02 090S 170E 4304731195 12275 State WI A

MON ST 31-2-9-17CD 02 090S 170E 4304732563 12275 State WI A
MONUMENT ST 22-2 02 090S 170E 4304732610 12275 State WI A
MONUMENT ST 24-2 02 090S 170E 4304732612 12275 State OW P

BALCRON MON ST 23-2 02 090S 170E 4304732613 12275 State WS I
MONUMENT ST 21-2-9-17 02 090S 170E 4304732703 12275 State OW P
MONUMENT ST 32-2 02 090S 170E 4304732737 12275 State OW P

CASTLE DRAW 8-2 02 090S 170E 4304732842 12275 State D PA
CASTLE DRAW 1-2-9-17 02 090S 170E 4304732843 12275 State OW S
CASTLE DRAW 9-2-9-17 02 090S 170E 4304733238 12275 State OW P

CASTLE DRAW 15-2-9-17 02 090S 170E 4304733239 12275 State OW P

CASTLE DRAW 16-2-9-17 02 090S 170E 4304733240 12275 State WI A

OPERATOR CHANGES DOCUMENTATION
Enter date after each listed item is completed
1. (R649-8-10) Sundry or legal documentation was received from the FORMER operator on: 9/15/2004

2. (R649-8-10) Sundry or legal documentation was received from the NEW operator on: 9/15/2004

3. The new company was checked on the Department of Commerce, Division of Corporations Database on: 2/23/2005

4. Is the new operator registered in the State of Utah: YES Business Number: 755627-0143

5. If NO, the operator was contacted contacted on:

Newfield Castle Draw FORM 4B.xis 3/15/2005

Division of Oil, Gas and Mining
ROUTING

OPERATOR CHANGE WORKSHEET 1. GLH

Change of Operator (Well Sold) Designation of Agent/Operator

X Operator Name Change Merger
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CASTLE DRAW 15-2-9-17 02 090S 170E 4304733239 12275 State OW P

CASTLE DRAW 16-2-9-17 02 090S 170E 4304733240 12275 State WI A

OPERATOR CHANGES DOCUMENTATION
Enter date after each listed item is completed
1. (R649-8-10) Sundry or legal documentation was received from the FORMER operator on: 9/15/2004

2. (R649-8-10) Sundry or legal documentation was received from the NEW operator on: 9/15/2004

3. The new company was checked on the Department of Commerce, Division of Corporations Database on: 2/23/2005

4. Is the new operator registered in the State of Utah: YES Business Number: 755627-0143

5. If NO, the operator was contacted contacted on:

Newfield Castle Draw FORM 4B.xis 3/15/2005



6a. (R649-9-2)Waste Management Plan ha n received on: IN PLACE

6b. Inspections of LA PA state/fee well sites complete on: waived

7. Federal and Indian Lease Wells: The BLM and or the BIA has approved the merger, name change,
or operator change for all wells listed on Federal or Indian leases on: BLM BIA

8. Federal and Indian Units:
The BLM or BIA has approved the successor of unit operator for wells listed on: n/a

9. Federal and Indian Communization Agreements ("CA"):
The BLM or BIA has approved the operator for all wells listed within a CA on: na/

10. Underground Injection Control ("UIC") The Division has approved UIC Form 5, Transfer of Authority to

Inject, for the enhanced/secondary recovery unit/project for the water disposal well(s) listed on: 2/23/2005

DATA ENTRY:
1. Changes entered in the Oil and Gas Database on: 2/28/2005

2. Changes have been entered on the Monthly Operator Change Spread Sheet on: 2/28/2005

3. Bond information entered in RBDMS on: 2/28/2005

4. Fee/State wells attached to bond in RBDMS on: 2/28/2005

5. Injection Projects to new operator in RBDMS on: 2/28/2005

6. Receipt of Acceptance of Drilling Procedures for APD/New on: waived

FEDERAL WELL(S) BOND VERIFICATION:
1. Federal well(s) covered by Bond Number: UT 0056

INDIAN WELL(S) BOND VERIFICATION:
1. Indian well(s) covered by Bond Number: 61BSBDH2912

FEE & STATE WELL(S) BOND VERIFICATION:
1. (R649-3-1) The NEW operator of any fee well(s) listed covered by Bond Number 61BSBDH2919

2. The FORMER operator has requested a release of liability from their bond on: n/a*

The Division sent response by letter on: n/a

LEASE INTEREST OWNER NOTIFICATION:
3. (R649-2-10) The FORMER operator of the fee wells has been contacted and informed by a letter from the Division

of their responsibility to notify all interest owners of this change on: n/a

COMMENTS:
*Bond rider changed operator name from Inland Production Company to Newfield Production Company - received 2/23/05

Newfield Castle Draw FORM 4B.xls 3/15/2005
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Newfield Castle Draw FORM 4B.xls 3/15/2005



STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

5. LEASE DESIGNATION AND SERIAL NUMBER:
DIVISION OF OIL, GAS AND MINING UTAH STATE ML-45555

SUNDRY NOTICES AND REPORTS ON WELLS
6. IFINDIAN ALLOTTEEORTRIBENAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged 7. UNIT or CA AGREEMENTNAME:

wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILL form for such proposals. CASTLE DRAW UNIT

l TYPE OF WELL: 8. WELL NÃME and NUMBER:

OIL WELL Ë GAS WELL OTHER MONUMENT ST 13-2

AME F OPERATOR: 9. API NUMBEk:

ÑEWFIELÓPRODUCTION COMPANY 4301331482
3 ADDRÈSS OF ÒPERATOR: PHONE NUMBER 10. FIELD AND POOL, OR WILDCAT:

=R4utŠŠ¾3630 CYYY Myton STATE UT ZIP 84052 435.646.3721 MONUMENT BUTTE

S E 2210 FSL 604 FWL COUNTY: DUCHESNE

O I)UO CTION TOWNSHIP.RANGE.MERIDIAN: NWSW, 2, T9S, R17E STATE: UT

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICEOF INTENT

(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACKTO REPAIR WELL

Approximate date work will CASING REPAIR NEW CONSTRUCTION TEMPORARITLY ABANDON

O CHANGE TO PREVIOUSPLANS OPERATOR CHANGE TUBING REPAIR

O CHANGE TUBING PLUGAND ABANDON VENT OR FLAIR

SUBSEOUENTREPORT CHANGEWELLNAW PLUGBACK WATERDISPOSAL

ubini OriginalFÉrmOnly)
CHANGE WELL STATUS PRODUCTION (START/STOP) WATER SHUT-OFF

COMMINGLE PRODUCINGFORMATIONS O RECLAMATION OF WELL SITE OTHER: -5 Year M[T

O CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION

OSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

8 N than Wiser with the EPA was contacted concerning the 5 year MITon the above listed well. Permission was given at that
río the test on 2-12-08. On 2-12-08 the csg was pressured up to 1220 psig and charted for 30 minutes with no pressure

osy The welFwas injecting during the test. The tbg pressure was 1980 psig during the test. There was not an EPA representative
allàilableio witneás the test.

EPA# UT 20776-04430 API# 43-013-31482

Accepted by the
Utah Division of

Oil, Gas and Minmg

FORRECORDONLY

1 e Ross TITLE Production Clerk

DATE 02/14/2008

(This pacýf r State use only)

RECEIVED
FEB15 2008

DN.0FOlL,GAS&

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

5. LEASE DESIGNATION AND SERIAL NUMBER:
DIVISION OF OIL, GAS AND MINING UTAH STATE ML-45555
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Mechanical Integrity Test
Casing or Annulus Pressure Mechanical Integrity Test

U.S. Environmental Protection Agency
Underground Injection Control Program

999 18th Street, Suite 500 Denver, CO 80202-2466

EPA Witness: Date: À / IF /OÑ
Test conducted by: Ñc-,_y,
Others present:

WellName:VFir//legg-CSta.r r,wa t jpType: ER SWD Status: AC TA UC
Field: ¿Ndy/C<m'r de
Location:///A/'/fu Sec: 1 T N R Í Q County: / ,y lez.sm State:
Operator: Af---</4?,.&-

Last MIT: / / Maximum AllowablePressure: PSIG

Is this a regularly scheduledtest? [ Yes [ ] No
Initial test for permit? [ ] Yes R] No
Test after well rework? [ ] Yes (g) No
Well injecting during test? [ ] Yes [g No If Yes, rate: bpd

Pre-test casing/tubing annulus pressure: psig

MIT DATA TABLE Test #1 Test #2 Test #3

TUBING PRESSURE
Initial Pressure jgg psig psig psig
End of test pressure gfg psig psig psig

CASING / TUBING' ANNULUS PRESSURE
0 minutes psig Psig Psig

5 minutes psig Psig Psig

10 minutes psig psig psig

15 minutes psig psig psig

20 minutes psig psig psig
25 mmutes psig psig psig

30 minutes psig 9818 PSIS

minutes psig psig psig

minutes psig psig psig

RESULT M Pass [ ]Fail ( ] Pass [ ]Fail ( ) Pass [ ]Fail

Does the annulus pressure build back up after the test ? [ ] Yes [h<|[ No

MECHANICAL INTEGRITY PRESSURE TEST

Additional comments for mechanical integrity pressure test, such as volume of fluid added to annulus
and bled back at end of test, reason for failing test (casing head leak, tubing leak, other), etc.:

Signature of

Mechanical Integrity Test
Casing or Annulus Pressure Mechanical Integrity Test

U.S. Environmental Protection Agency
Underground Injection Control Program

999 18th Street, Suite 500 Denver, CO 80202-2466

EPA Witness: Date: À / IF /OÑ
Test conducted by: Ñc-,_y,
Others present:

WellName:VFir//legg-CSta.r r,wa t jpType: ER SWD Status: AC TA UC
Field: ¿Ndy/C<m'r de
Location:///A/'/fu Sec: 1 T N R Í Q County: / ,y lez.sm State:
Operator: Af---</4?,.&-

Last MIT: / / Maximum AllowablePressure: PSIG

Is this a regularly scheduledtest? [ Yes [ ] No
Initial test for permit? [ ] Yes R] No
Test after well rework? [ ] Yes (g) No
Well injecting during test? [ ] Yes [g No If Yes, rate: bpd

Pre-test casing/tubing annulus pressure: psig

MIT DATA TABLE Test #1 Test #2 Test #3

TUBING PRESSURE
Initial Pressure jgg psig psig psig
End of test pressure gfg psig psig psig

CASING / TUBING' ANNULUS PRESSURE
0 minutes psig Psig Psig

5 minutes psig Psig Psig

10 minutes psig psig psig

15 minutes psig psig psig

20 minutes psig psig psig
25 mmutes psig psig psig

30 minutes psig 9818 PSIS

minutes psig psig psig

minutes psig psig psig

RESULT M Pass [ ]Fail ( ] Pass [ ]Fail ( ) Pass [ ]Fail

Does the annulus pressure build back up after the test ? [ ] Yes [h<|[ No

MECHANICAL INTEGRITY PRESSURE TEST

Additional comments for mechanical integrity pressure test, such as volume of fluid added to annulus
and bled back at end of test, reason for failing test (casing head leak, tubing leak, other), etc.:

Signature of
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STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

5. LEASE DESIGNATION AND SERIAL NUMBER:
DIVISION OF OIL, GAS AND MINING UTAH STATE ML-45555

SUNDRY NOTICES AND REPORTS ON WELLS
6. IFINDIAN,ALLOTTEEORTRIBENAME:

7. UNIT or CA AGREEMENT NAME:
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged

wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILL form for such proposals. CASTLE DRAW UNIT

1. TYPE OF WELL: 8. WELL NAME and NUMBER:

OIL WELL GAS WELL OTHER MONUMENT ST 13-2

2. NAME OF OPERATOR: 9. API NUMBER:

NEWFIELD PRODUCTION COMPANY 4301331482
3. ADDRESSOF OPERATOR: PHONE NUMBER 10. FIELD AND POOL, OR WILDCAT:

Route 3 Box 3630 crrY Myton STATE UT ZIP 84052 435.646.3721 MONUMENT BUTTE
4. LOCATION OF WELL:

FOOTAGES AT SURFACE: 2210 FSL 604 FWL COUNTY: DUCHESNE

OTRIOTR. SECTION. TOWNSHIP. RANGE. MERIDIAN: NWSW, 2, T9S, Rl7E STATE; ÜT

in CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION

O NOTICE OF INTENT
(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date work will CASING REPAIR NEW CONSTRUCTION TEMPORARITLY ABANDON

O CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

O CHANGETUBING PLUGANDABANDON VENTORFLAIR

SUBSEOUENT REPORT Q CHANGE WELL NAME PLUGBACK WATER DISPOSAL

(Submit Original Form Only) O CHANGE WELL STATUS O PRODUCTION (START/STOP) O WATER SHUT-OFF

Date of Work Completion: O COMMINGLE PRODUCING FORMATIONS RECLAMATION OF WELL SITE OTHER: -

06/01/2009 coNVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The above subject well was recompleted. Attached is a daily status report. The followingperforation was added in the Green River
Formation: 5526'-5548' 4 JSPF 88 holes.
On 05/26/09 Nathan Wiser with the EPA was contacted concerning the MIT on the above listed well. Permission was given at that time
perform the test on 05/27/09. On 06/03/09 the csg was pressured up to 1050 psig and charted for 30 minutes with not pressure loss.
The was was not injectingduring the test. The tbg pressure was 1490 psig during the test. There was not an dEPA representative
available to witness the test.
EPA UT 20776-04430
API# 43-013-31482

I

AT(PLE ASE PRI ) Jentri PaT TITLEE Producti0onTech

i I

(This space for State u only)

RECEIVED

JUN15 2009

DN.0F OIL,GAS&

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

5. LEASE DESIGNATION AND SERIAL NUMBER:
DIVISION OF OIL, GAS AND MINING UTAH STATE ML-45555

SUNDRY NOTICES AND REPORTS ON WELLS
6. IFINDIAN,ALLOTTEEORTRIBENAME:

7. UNIT or CA AGREEMENT NAME:
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged

wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILL form for such proposals. CASTLE DRAW UNIT

1. TYPE OF WELL: 8. WELL NAME and NUMBER:

OIL WELL GAS WELL OTHER MONUMENT ST 13-2

2. NAME OF OPERATOR: 9. API NUMBER:

NEWFIELD PRODUCTION COMPANY 4301331482
3. ADDRESSOF OPERATOR: PHONE NUMBER 10. FIELD AND POOL, OR WILDCAT:

Route 3 Box 3630 crrY Myton STATE UT ZIP 84052 435.646.3721 MONUMENT BUTTE
4. LOCATION OF WELL:

FOOTAGES AT SURFACE: 2210 FSL 604 FWL COUNTY: DUCHESNE

OTRIOTR. SECTION. TOWNSHIP. RANGE. MERIDIAN: NWSW, 2, T9S, Rl7E STATE; ÜT

in CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION

O NOTICE OF INTENT
(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date work will CASING REPAIR NEW CONSTRUCTION TEMPORARITLY ABANDON

O CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

O CHANGETUBING PLUGANDABANDON VENTORFLAIR

SUBSEOUENT REPORT Q CHANGE WELL NAME PLUGBACK WATER DISPOSAL

(Submit Original Form Only) O CHANGE WELL STATUS O PRODUCTION (START/STOP) O WATER SHUT-OFF

Date of Work Completion: O COMMINGLE PRODUCING FORMATIONS RECLAMATION OF WELL SITE OTHER: -

06/01/2009 coNVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The above subject well was recompleted. Attached is a daily status report. The followingperforation was added in the Green River
Formation: 5526'-5548' 4 JSPF 88 holes.
On 05/26/09 Nathan Wiser with the EPA was contacted concerning the MIT on the above listed well. Permission was given at that time
perform the test on 05/27/09. On 06/03/09 the csg was pressured up to 1050 psig and charted for 30 minutes with not pressure loss.
The was was not injectingduring the test. The tbg pressure was 1490 psig during the test. There was not an dEPA representative
available to witness the test.
EPA UT 20776-04430
API# 43-013-31482

I

AT(PLE ASE PRI ) Jentri PaT TITLEE Producti0onTech

i I

(This space for State u only)

RECEIVED

JUN15 2009

DN.0F OIL,GAS&



Summary Rig Activity Page 1 of 1

Daily Activity Report

Format For Sundry

MON 13-2-9-17
3/1/2009 To 7/30/2009

5/29/2009 Day: 1 Recompletion

WWS #5 on 5/28/2009 - Remove Injection shed & instruments. MIRUSU. Open well w/ 1750
psi. Rec'd 25 bbis water (well is @ 125 psi). Release Arrow Set 1 pkr. Circulate 70 bbis water
down casing. Drop standing valve, pump 30 bbis (chase to bottom w/ sinker bars). Test tg to
3200 psi. Retrieve Std viv. TOOH w/ tbg. RU Perforators LLC WLT & packoff. RIH w/ gauge
ring & 22' perf gun. Run in to 573T w/ gauge ring. Perforate CP1 sds @ 5526-5548' w/ 3-1/8"

Slick Guns (19 gram, .49"EH, 120°) w/ 4 spf for total of 88 shots. RD WLT. Pickup
Weatherford 5-1/2" "TS" RBP, Retrieving head, 2-3/8" x 4' pup joint, "HD" pkr, SN, 125 jts of
N-80 tbg of trailer to leave EOT @ 4040'. SIFN.

5/30/2009 Day: 2 Recompletion

WWS #5 on 5/29/2009 - Open well w/ 150 psi on casing. Continue TIH w/ tbg. Set RBP @
5610'. Set pkr @ 5555'. Test tools. Release pkr & move up hole & reset @ 5485'. RU BJ
Services. Pressure casing to 100 psi & hold during frac. Perfs broke down @ 3326 psi back to
1616 psi @ 3 bpm for 2 bbls. ISIP was 725 w/ .56FG. 1 minute was 564. Pump 30 gals of
Techna Hib 767W @ 4% by volume. Frac CP1 sd down tbg w/ 29,046#'s of 20/40 sand in 309
bbls of Lightning 17 frac fluid. Treated @ ave pressure of 3464 @ ave rate of 15 bpm w/ 6

ppg of sand. ISIP was 1523 w/ .71FG. RD BJ. Flow well bak. Well flowd for 1 hours & died w/
150 bbis rec'd. Open unloader vlve on pkr. Release packer. Circulate tbg clean. TIH w/ tbg to
tag 40' of sand on RBP. C/O to RBP & release. TOOH w/ tbg laying down frac string. LD tools.
RU Arrow Set 1 w/ wire line entry guide. TIH w/ tbg to leave EOT @ 4071'. SIFN.

6/2/2009 Day: 3 Recompletion

WWS #5 on 6/1/2009 - Open well w/ 375 psi on casing. Continue TIH w/ 1 jt tbg. Drop
Stand-in valve. Pump 30 bbis water & didn't catch pressure. RU sand line. Puch stdn valve to
SN. Test tbg to 3000 psi. Fish stand-in valve. RD BOP's. Circulate 65 bbis of Packer fluid. Set
pkr @ 4107 w/ EOT @ 4111' w/ 18,000#'s tension. Test casing to 1400 psi for 1 hour w/ no
loss. RDMOSU. Well ready for MIT.

6/4/2009 Day: 4 Recompletion

Rigless on 6/3/2009 - On 5/26/09 Nathan Wiser with the EPA was contacted concerning the
MIT on the above listed well (MS 13-2-9-17). Permission was given at that time to perform
the test on 5/27/09. On 6/3/09 the csg was pressured up to 1050 psig and charted for 30
minutes with no pressure loss. The well was not injecting during the test. The tbg pressure
was 1490 psig during the test. There was not an EPA representative available to witness the
test.Final Report! EPA# UT 20776-04430 API# 43-013-31482

Pertinent Files: Go to File List

http://www.inewfield.com/denver/SumActRpt.asp?RC=600152980&API=43013314820000...
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Mechanical Integrity Test
Casing or Annulus Pressure Mechanical Integrity Test

U.S. Environmental Protection Agency
Underground injection Control Program

999 18* Street, Suite 500 Denver, CO 80202-2466

EPA Witness: Date: Š / . 3 // ff
Test conducted by: R Îëx,( <T, Ñµ.y
Otherspresent:

Well Name:Br,wuyners Gre_ /3-.L-9-i y Type: ER SWD Status: AC TA UC
Field: VT) gi or ßi;#e_.
Location: A/d/þtA/ ec: -1 T 9 N / R / 7 gW County:¿')w þxto,-

, State:g
Operator: AÍPA/ FR Ñœth;4
Last MIT: / / Maximum AllowablePressure: PSIG

Is this a regularly scheduledtest? [ ] Yes [g No
Initial test for permit? [ ] Yes (><]No
Test after well rework? g Yes [ ] No
Well injectingduring test? [ ] Yes [ No If Yes, rate: bpd

Pre-test casing/tubing annulus pressure: psig

MIT DATA TABLE Test #1 Test #2 Test #3

TUBING PRESSURE
Initial Pressure psig psig psig

End of test pressure psig psig psig

CASING/ TUBING ANNULUS PRESSURE
0 minutes psig psig psig

5 minutes psig psig psig

10 minutes psig psig psig

15 minutes psig psig psig

20 minutes psig psig psig

25 minutes psig psig psig

30 minutes psig psig psig

minutes psig psig psig

minutes ..-- psig psig psig

RESULT Pass ( lFail ( 1 Pass ( ]Fail [ ] Pass I ]Fail

Does the annulus pressure build back up after the test ? [ ] Yes [ g No

MECHANICAL INTEGRITY PRESSURE TEST

Additional comments for mechanical integrity pressure test, such as volume of fluid added to annulus
and bled back at end of test, reason for failing test (casing head leak, tubing feak, other), etc.:

Signature of

Mechanical Integrity Test
Casing or Annulus Pressure Mechanical Integrity Test

U.S. Environmental Protection Agency
Underground injection Control Program

999 18* Street, Suite 500 Denver, CO 80202-2466

EPA Witness: Date: Š / . 3 // ff
Test conducted by: R Îëx,( <T, Ñµ.y
Otherspresent:

Well Name:Br,wuyners Gre_ /3-.L-9-i y Type: ER SWD Status: AC TA UC
Field: VT) gi or ßi;#e_.
Location: A/d/þtA/ ec: -1 T 9 N / R / 7 gW County:¿')w þxto,-

, State:g
Operator: AÍPA/ FR Ñœth;4
Last MIT: / / Maximum AllowablePressure: PSIG

Is this a regularly scheduledtest? [ ] Yes [g No
Initial test for permit? [ ] Yes (><]No
Test after well rework? g Yes [ ] No
Well injectingduring test? [ ] Yes [ No If Yes, rate: bpd

Pre-test casing/tubing annulus pressure: psig

MIT DATA TABLE Test #1 Test #2 Test #3

TUBING PRESSURE
Initial Pressure psig psig psig

End of test pressure psig psig psig

CASING/ TUBING ANNULUS PRESSURE
0 minutes psig psig psig

5 minutes psig psig psig

10 minutes psig psig psig

15 minutes psig psig psig

20 minutes psig psig psig

25 minutes psig psig psig

30 minutes psig psig psig

minutes psig psig psig

minutes ..-- psig psig psig

RESULT Pass ( lFail ( 1 Pass ( ]Fail [ ] Pass I ]Fail

Does the annulus pressure build back up after the test ? [ ] Yes [ g No

MECHANICAL INTEGRITY PRESSURE TEST

Additional comments for mechanical integrity pressure test, such as volume of fluid added to annulus
and bled back at end of test, reason for failing test (casing head leak, tubing feak, other), etc.:

Signature of
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RECEIVED: May. 07, 2014

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 ML-45555 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 GMBU (GRRV) 

1. TYPE OF WELL
  Water Injection Well 

8. WELL NAME and NUMBER:
 MONUMENT ST 13-2 

2. NAME OF OPERATOR:
 NEWFIELD PRODUCTION COMPANY 

9. API NUMBER:
 43013314820000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825  Ext 

9. FIELD and POOL or WILDCAT:
 MONUMENT BUTTE 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     2210 FSL 0604 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NWSW Section: 02 Township: 09.0S Range: 17.0E Meridian: S

COUNTY:
 DUCHESNE 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

5 /2 /2014

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER:  5 YR MIT

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 5 YR MIT performed on the above listed well. On 05/02/2014 the
casing was pressured up to 1082 psig and charted for 30 minutes with

no pressure loss. The well was injecting during the test. The tbg
pressure was 1569 psig during the test. There was not an EPA

representative available to witness the test. EPA #UT22197-04430

NAME (PLEASE PRINT) PHONE NUMBER 
 Lucy Chavez-Naupoto 435 646-4874

TITLE
 Water Services Technician

SIGNATURE
 N/A

DATE
 5 /7 /2014

May 12, 2014

Sundry Number: 50845 API Well Number: 43013314820000Sundry Number: 50845 API Well Number: 43013314820000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING ML-45555

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Water Injection Well MONUMENT ST 13-2

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013314820000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

2210 FSL 0604 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NWSW Section: 02 Township: 09.0S Range: 17.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

5/2/20 14
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER: 5YRMIT

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

5 YR MIT performed on the above listed well. On 05/02/2014 the Accepted by the
casing was pressured up to 1082 psig and charted for 30 minutes with Utah Division of

no pressure loss. The well was injecting during the test. The tbg Oil, Gas and Mining

pressure was 1569 psig during the test. There was not an EPA FOBagtCORP ONLY
representative available to witness the test. EPA #UT22197-04430

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Lucy Chavez-Naupoto 435 646-4874 Water Services Technician

SIGNATURE DATE
N/A 5/7/2014

RECEIVED: May. 07,

Sundry Number: 50845 API Well Number: 43013314820000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING ML-45555

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Water Injection Well MONUMENT ST 13-2

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013314820000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

2210 FSL 0604 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NWSW Section: 02 Township: 09.0S Range: 17.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

5/2/20 14
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER: 5YRMIT

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

5 YR MIT performed on the above listed well. On 05/02/2014 the Accepted by the
casing was pressured up to 1082 psig and charted for 30 minutes with Utah Division of

no pressure loss. The well was injecting during the test. The tbg Oil, Gas and Mining

pressure was 1569 psig during the test. There was not an EPA FOBagtCORP ONLY
representative available to witness the test. EPA #UT22197-04430

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Lucy Chavez-Naupoto 435 646-4874 Water Services Technician

SIGNATURE DATE
N/A 5/7/2014

RECEIVED: May. 07,



RECEIVED: May. 07, 2014

Sundry Number: 50845 API Well Number: 43013314820000Sundry Number: 50845 API Wel ub :

Casingor AnnulusPressureMechanicalIntegrity Test
U.S.EnvironmentalProtectionAgency

Unclerground InjectionControlProgram
999 18"' Street, Suite 500 Denver,CO 80202-2466

EPA Witness: Date: / 2 I /
Test conductedby: 7,4&/ 5
Others present:

Well Name: /O - ik /Œ / 3 +/ 7 Type: ER SWD Status: AC TA U

Location: MW / See: 2 T 4 N lá R ( ) (É'lW County: VAr yre State:
Operator: e e Ir-1

Last MIT: / / Maximum AllowablePressure: PSIG

Is this a regularly scheduled test? 3 Yes [ ] No
Initial test for permit? [ ] Yes [20 No
Test after well rework? [ ] Yes [g No
Well injectingduring test? [þ Yes ( ] No If Yes, rate: l i Ú bpd

Pre-test bing annulus pressure: psig

MIT DATA TABLE Test #1 Test #2 Test #3
TUBING PRESSURE
Initial Pressure psig psig psig
End of test pressure psig psig psig
CASING/ TUBING ANNULUS PRESSURE
0 minutes / p g psig psig psig
5 minutes -7 psig psig psig
10 minutes pg psig psig psig
15 minutes py psig psig psig
20 minutes psig psig psig
25 minutes psig psig psig
30 minutes psig psig psig

minutes psig psig psig
minutes psig psig psig

RESULT
..

Pass [ lFail [ l Pass j ]Fail [ ] Pass
_ _ [ ]Fail

Does the annulus pressure build back up after the test ? [ ] Yes [ ] No
MECHANICAL INTEGRITY PRESSURE TEST

Additional comments for mechanical integrity pressure test, such as volume of fluidadded to annulus
and bled back at end of test, reason for failing test (casing head leak, tubing leak, other), etc.:

Signature of

Sundry Number: 50845 API Wel ub :

Casingor AnnulusPressureMechanicalIntegrity Test
U.S.EnvironmentalProtectionAgency

Unclerground InjectionControlProgram
999 18"' Street, Suite 500 Denver,CO 80202-2466

EPA Witness: Date: / 2 I /
Test conductedby: 7,4&/ 5
Others present:

Well Name: /O - ik /Œ / 3 +/ 7 Type: ER SWD Status: AC TA U

Location: MW / See: 2 T 4 N lá R ( ) (É'lW County: VAr yre State:
Operator: e e Ir-1

Last MIT: / / Maximum AllowablePressure: PSIG

Is this a regularly scheduled test? 3 Yes [ ] No
Initial test for permit? [ ] Yes [20 No
Test after well rework? [ ] Yes [g No
Well injectingduring test? [þ Yes ( ] No If Yes, rate: l i Ú bpd

Pre-test bing annulus pressure: psig

MIT DATA TABLE Test #1 Test #2 Test #3
TUBING PRESSURE
Initial Pressure psig psig psig
End of test pressure psig psig psig
CASING/ TUBING ANNULUS PRESSURE
0 minutes / p g psig psig psig
5 minutes -7 psig psig psig
10 minutes pg psig psig psig
15 minutes py psig psig psig
20 minutes psig psig psig
25 minutes psig psig psig
30 minutes psig psig psig

minutes psig psig psig
minutes psig psig psig

RESULT
..

Pass [ lFail [ l Pass j ]Fail [ ] Pass
_ _ [ ]Fail

Does the annulus pressure build back up after the test ? [ ] Yes [ ] No
MECHANICAL INTEGRITY PRESSURE TEST

Additional comments for mechanical integrity pressure test, such as volume of fluidadded to annulus
and bled back at end of test, reason for failing test (casing head leak, tubing leak, other), etc.:

Signature of



RECEIVED: May. 07, 2014

Sundry Number: 50845 API Well Number: 43013314820000
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Put on Production: 3 22 95 

GL: 507'1' KB: 50S:' 

§UBFACE CASING 
CSO SIZE 8- 5 8" 

GRAlJE' 1-5; 

WEIGHT. 24. 

LESGTH· G jt, ('.19,F) 

DEPTH LANDED 269 ';5' KB 

HOL~ S[Z[ll-1 4' 

CE\<lENT O-\TA 160 sxs CI&,' 0" erut 

PRODUCTION CASING 
(,SG srzl:. 5- ( 2" 

GMDE 1·55 

WEl<jHT 15';# 

[.£'.I\UTII: 129 il. iP>O.4') 

DEPTH LANDED: 57Q9 4' KB 

HOLE SIZE ;,7'8" 

CEMEt\fTOPAT 12l~' 

TUBING 
SllbGRADCWT. 2-' 8", J-55 6.5# 

'.;0, OF JOINTS 133 its Iii 4090 I)' 

SEATJ)IG NIPPLE 2·"'x" <I I I)') 

PACKER ('[ AT: 4107.48' 

rVIAl.STRIMj LEM.iTH: EOT,!, 4111.63 

NEWFIELD .. --
Monument State 13-2-9-17 

2210' FSL & 604' FWL 
NWSW Section 2· T9S-R J 7E 

Duchesne Co, Utah 
API #43-013·31482; Lea5e #ML-45555 

Monunlent State 13-2-9-17 

Cement Top'''_ I21S' 

Injection Wdlbllre 
Diagram 

FRACJOB 

310 ')5 4i61S 11~7' 

OSiW09 ;S16'-5~8 

06iOli09 

0610.1109 

SN '(t 4075' 

Pa.:kcr;il :tl()! 48' 

EOT'a 4111 63' 

~::: 4166'·4n-1' OB·4 (,ds 
t:!l[ 

i
'.' .. lf-. ,- 4!76'-4"(,'()B-4sd! '~t 
-x;;:: 4195'·4197' 

" 

~ 
,~f 4856 '-4S6{J' 

~ 4364' --1~~3 C '00 

Initial Production: BOPD, 
MCFD,BWPD 

3000 ~aL 2% KCI pad, 18 4.~S .ga121l,Q KCI 
w (l'l,IJ:~{)# 16:30 srurd, FhJ6h w 4';98 pi .!iJ;' 

KCI wtr ISIP 2300 ATp·240J, ATR·30.4 
"pm, 5 nun-IS80, 10 rT'lln·16DO. 15 mill-l560, 
30 !mn tHO 

44(10 ,~.1l2% KCI pad, 94.760 Ii 16,30 slnd 
>.N 26A I tS gal 2~" KCI W11 Flush W 4074 gat 
2'., KCI. ATR'I 5 \)pm, ATP-23jO, ISIP· 
7300, Smm-2100,10 rnin·1980. 15 min
Ig00JO nun -IJRO 

5 Year Mff rompleted and .ubmitted. 

Perlorate the CPI snd. 

FniC ('PI sntl' as follo,,"s: 
29046# of lOi40 sand in 309 bbls UghtniDg 

17 Fro. nuld, Treatlji ave p ..... of 346-1 @ 
••• rate ofiS BPOW, ISIP .... 15H 

R .. omplet,'" well 

MIT completed and submitted, update tbg 
detail 

PERfORATIQN BEePRR 

306:95 4%4'·4SH 41SPF 36hoks 

306·95 4856',4:'60' 41~PF J()hoks. 

~ 09'95 4195'4tQ7' ,I JSPF 8 holes 
309'95 4176'·4186' 4 JSPF 10twJ\:s 

30Q'95 4166',,1174' 41SPf J2 holes 
05::~8,i)') 55:!6'-5548' 4 JSPF 38 hole. .. 

TW 12 2109 

Monument State 13-2-9-17
Fut on Production 3 22 95 InitialProduction: BOPD.

GL: 507T KB: 5087' Injection Wellbore MCFD, BWPD
Diagram

SURFACE CASING
_

FRAC JOB
CSG SIZE 8-5 8" 3 07 95 4856 4871 3000gal2% KCI pad, 18.438 gal2% KCI

GRADE 55 tv 64,000# 16 30 sand Hush w 4998 gal 2%
KCI wtr ISIP 2300. ATP-2400,ATR-30.4

WEIGHT 14# bpm, 3 min-l830 10mus.1600. 15 min-l560,

LENGTH 6 jts (259 SS') 30 mm 1370

DEFTHLANDED: 269 85 KB 3 10 95 4166 419T 4400 gal 2% KCI pad, 94,760# 1630 sand
HOLE SIZE 12-1 4, w 26.418 gal 2%KCI wn. Flushw 4074 gal

2¾ KCI ATR31 5 bpm,ATP-2350, ISIP-
CEMENT DATA 160 sxs Class C" cmt 2300, $min-2100,10min-1980, 15min-

1800,30 min -1380

Cement Top ys (238 2/14/08 5 Year Mir completed and submitted.

0528/09 SS26'-SS48 Perforate the CPI snds

05/19/09 5526'-5548 Frac CPI snds as follows:
PRODUCTIONCASING 29046#of 20/40sand in 309 bbis Lightning

CSG SfZE: 5-UT 17 Frac Huid. Treat @ave press of3464 g
GRADE 1-55

awerate of 19 BPM. ISIP was 1523

WEIGHT IS 5# 06/01/09 Recompleted well

LENGTH: 129 jts (5790 4 ) 06/03/09 MIT completed and submitted, update tbg
DEPTHLANDED: 5799 4 KB detail

HOLESIZE LTS" SNyt 407

CEMENT £)ATA 283 sxs srs Class G cmt mixed.340 sxs 50 50 POZ Packers: 410748
CEMENT TOP AT 1238

EOTa41tl63

4166 4Ei4 OB46ds

4176 4186 GB-4 säs
$1ZRGRADENT 2-TS"r J 55 6 5#

NO. OF JOINTS 133 jis 81 4090 1), 4195 -4 l9T

SEATINGNIPPIE 2-18"(1.\0)

PACKER CE AT: 4\0148

TOTAL STRING LENGTH: EOT gi 41 I I.63

PERFORATION RECORD
4864 43 3 C sds

3 06 95 4864 -487Y 4 ISPF 36 holes

3 06 95 4856 4860 4 JSPF 16 holes
3 0995 4195 -419T 4 JSPF 8 holes
30995 4176-4186 4]SPF 40holes

30995 4tó6 4174 4]SPF 32holes
05 28 09 5526 -5348 4 JSPF 88holes

$526 -5548 CPI

NEW FIELD

TD a 5850

Monument State 13-2-9-17
2210' FSL & 604' FWL

NWSW Section2-T98-Rl7E
Duchesne Co, Utah

API #43-013-31482; Lease #ML-45555
TW 12 21
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